
47
10

 / 
02

 / 
20

13
 / 

GB
 E

xp
or

t /
 Z

IM

2013
PRODUCTS



CONTENTS

INTRODUCTION

NEW PRODUCTS 2013  .........................4-5

WE CONNECT THE WORLD  ..................6-7

HERE WE ARE  ......................................8-9

BRIEF OVERVIEW  .................................10-24

SPAX –  
THE UNIVERSAL SCREW

FLAT COUNTERSUNK HEAD 
SPAX T-STAR plus 
Blue zinc plated .....................................28-36 
Zinc yellow passivated  ..........................37-41

SPAX cross recess, type Z  
Blue zinc plated .....................................42-51 
 With continuous hinge head ................52 
 With centre drill  ..................................53 
 Cover caps ..........................................53 
Zinc yellow passivated  ..........................54-62 
 With continuous hinge head ................63 
Bronze finish  .........................................64-66

PAN HEAD 
SPAX T-STAR plus 
Blue zinc plated .....................................70-74

SPAX cross recess, type Z  
Blue zinc plated .....................................76-77

RAISED COUNTERSUNK HEAD 
SPAX T-STAR plus 
Blue zinc plated  ....................................80-81

SPAX cross recess, type Z  
Blue zinc plated  ....................................82-83 
Nickel plated .........................................84

FLANGE HEAD 
SPAX cross recess, type Z 
Blue zinc plated .....................................88



2
3

SPECIALS

EXTRAS

THE LITTLE ABC OF SCREWS

Learn more about screws 
Recess types, head, thread and  
point shapes  .........................................206-207

SPAXI ....................................................208 

FOR WOOD CONSTRUCTION

SPAX – Flat countersunk head 
Partial thread                 ..........................92-93 
Full thread blue zinc plated .....................94-97 
Partial thread zinc yellow passivated  ......98-101

SPAX – Washer head 
Partial/full thread                   ......................102-105 
Partial thread zinc yellow passivated  ......106-109

SPAX – Cylindric head 
Full thread                 ..............................110-113

SPAX  
Threaded rod ..........................................114-116 
Screw-sleeve  .........................................117

Screwing aid  ........................................117

SPAX-M for MDF boards  ........................120-121

SPAX  
The flooring screw ..................................122-123

SPAX for solid-wood flooring  ..................124-125

SPAX – Collated screws 
Coil  .......................................................126-131

FEX-A  
The window frame-drilling screw .............132-133

FEX-KS 
The countersunk head fitting screw ..........134-137

FEX-RS 
The shutter screw ...................................138-139

FEX 
The fitting screw with SPAX CUT point  .....140-141

FEX-H 
The screw for wooden window frames .....142-143

FEX 
The combi screw  ..................................144-145

FEX 
The coupling screw ...............................146-147

SPAX-RA 
Frame anchor .........................................148-151 
Cover caps ............................................150

SPAX  
The glass strip screw  ..............................152-153

STAINLESS 
STEEL

SPAX – UNIVERSAL 
FLAT COUNTERSUNK HEAD 
SPAX T-STAR plus  ..................................156-160

PAN HEAD 
SPAX T-STAR plus ..................................161

RAISED COUNTERSUNK HEAD 
SPAX T-STAR plus ..................................162

FLAT COUNTERSUNK HEAD 
SPAX cross recess, type Z ......................163-165

SPAX – SPECIALS 
SPAX Flat countersunk head 
Full thread .............................................166-167

SPAX Washer head 
Partial and full thread  ..............................168-170

SPAX Facade 
The screw for wooden facades ..............172-177

SPAX Decking 
The ideal screw for wooden decks .........178-181

SPAX 
For deck clips  .......................................182-183

SPAX  
Accessories ...........................................184-187

SPAX 
The screw for posts ...............................188-189

SPAX 
Fence fastener set .................................190-191

SPAX  
The glass strip screw ..................................192-193

SPAX – Assembly boxes 
SPAX T-STAR plus / Cross recess, type Z 196-197

SPAX – LAGERBOY 
The shelf system ...................................198-199

SPAX-BIT in CUT-CASE ..........................200-202

SPAX-BITcheck  ...................................203

WINDOW CONSTRUCTION SCREWS

BIT PROGRAMME 



 

For fastening fixtures to plastic profiles

Fine thread for metal, coarse thread
for plastic 

  Special countersunk head with breaking ribs,

 drill point
 Used for plastic windows with steel reinforcement

 Improved protection against over-screwing  
 especially for thin-walled plastic profiles

The FEX combi screw

The FEX coupling screw

SPAX Facade  
with CUT point
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For connecting plastic profiles

Countersunk head fitting screw  
with deep special thread

 Flathead with collar under the head
 Recess SPAX T-STAR plus T25
 Drill point suited for up to 4 mm of  

 steel reinforcement
 Special surface silver

 Raised countersunk head with milled ribs
 SPAX T-STAR plus T20
 Partial thread
 SPAX CUT point effectively reduces splitting  

 of the wood
 Stainless steel A2

The ideal screw for wooden facades

NEW PRODUCTS 2013
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The SPAX 6 mm  
washer head screw

SPAX Facade  
with fixing thread

NEW

NEW
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Stainless steel for timber construction

The new SPAX for timber construction

 Washer head
 SPAX T-STAR plus T30
 Partial thread
 SPAX 4CUT point effectively reduces splitting and  

 bulging of the material

 Stainless steel A2

The ideal screw for wooden facades

 Raised countersunk head with very small head
 SPAX T-STAR plus T15 / T20
 Partial thread
 SPAX CUT point effectively reduces splitting  

 of the wood
 Stainless steel A2

SPAX Facade  
with very small headNEW

 Raised countersunk head with reduced head
 SPAX T-STAR plus T20

 Fixing thread, solid and permanent connection  
 of two wood components

 SPAX 4CUT point effectively reduces splitting and  
 bulging of the material

 Stainless steel A2 − also in A2 antique

The ideal screw for wooden facades
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Regional,  
global, traditional,  
innovative 
The SPAX outperforms everything. Its 
history is unique: Almost two centuries of 
innovative and global experience in the 
development of fastening elements make 
the SPAX extraordinary.

Your specialist for 
modern fastening 
technology
Our smart staff is constantly developing 
new ideas, extending our product range 
and delivering top quality for the DIY  
market and the specialised global trade.

SPAX INTERNATIONAL  
GMBH & CO. KG Company foundation of  

 ALTENLOH, BRINCK & CO

First exports

First fully  
automatic machine  

for screw  
production

SPAX  
revolutionises the  

screw market

Establishment of the  
ABC Company Group



HERE WE ARE

INTRODUCTION
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SPAX International 
GmbH & Co. KG -  
Made in Germany
We get involved - at home and abroad

SPAX is a company with a long-standing 
tradition and a great future. Meanwhile, 
our SPAX brand has become available all 
over the world. Nevertheless, we know 
where we belong. 

That is why we remain loyal to the “Made 
in Germany” commitment and will also 
keep our Ennepetal site in the future. Fur-
thermore: We are actively involved in many 
areas here in particular.

For instance, we provide dedicated and 
qualified vocational training in our appren-
ticeship workshop at the Ennepetal site.

Being involved in our local community is 
part of our corporate philosophy; just as is 
our commitment in a globalised world.

SPAX International, Ennepetal 

SPAX TORNILLERIA, Madrid 

SPAX SAFER, Barcelona 

SPAX UK, Wolverhampton 

SPAX FRANCE, Paris 

SPAX POLSKA, Krakau 

SPAX 
·
ISTANBUL BAĞLANTI  

TEKN
·
IĞ

·
I T

·
ICARET, Istanbul 

SPAX Asia, Hong Kong 

ALTENLOH, BRINCK & CO. U.S., 

INC., Bryan, OH



BRIEF OVERVIEW 
UNIVERSAL

Flat countersunk head, T-STAR plus or cross recess, type Z
Blue zinc plated   A2J

Cross recess, type Z, full thread
 Cross recess, type Z, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread

Range of standard packings

Length  
[mm]

Ø [mm]
2.5 3.0 3.5 4.0 4.5 5.0 6.0

10
12
13
15
16
17
20
25
30
35
40
45
50
55
60
65
70
80
90

100
110
120
130
140
150

    with 4CUT cutter
160
180
200
220
240
260
280
300
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Flat countersunk head, T-STAR plus or cross recess, type Z
Blue zinc plated   A2J

Cross recess, type Z, full thread
 Cross recess, type Z, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread

Range of small packings

Length  
[mm]

Ø [mm]
2.5 3.0 3.5 4.0 4.5 5.0 6.0

10
12
13
15
16
17
20
25
30
35
40
45
50
55
60
65
70
80
90

100
110
120
130
140
150

    with 4CUT cutter
160
180
200
220
240
260
280
300



BRIEF OVERVIEW 
UNIVERSAL

Flat countersunk head, T-STAR plus or cross recess, type Z
Zinc yellow passivated   A2L

Range of standard packings

Length  
[mm]

Ø [mm]
2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0

10
12
13
15
16
17
20
25
30
35
40
45
50
55
60
70
80
90

100
110
120
130
140
150

    with 4CUT cutter
160
180
200
220
240
260
280
300

Cross recess, type Z, full thread
 Cross recess, type Z, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread
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Flat countersunk head, T-STAR plus or cross recess, type Z
Zinc yellow passivated   A2L

Range of small packings

Length  
[mm]

Ø [mm]
2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0

10
12
13
15
16
17
20
25
30
35
40
45
50
55
60
70
80
90

100
110
120
130
140
150

    with 4CUT cutter
160
180
200
220
240
260
280
300

Cross recess, type Z, full thread
 Cross recess, type Z, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread



Lieferprogramm Standardverpackung

Länge  
[mm]

Ø [mm]
3,0 3,5 4,0 4,5 5,0 6,0

10
12
13
15
16
17
20
25
30
35
40
45
50
60
70
80
90

100

Range of standard packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 4.5 5.0 6.0

10
12
13
15
16
17
20
25
30
35
40
45
50
60
70
80
90

100

Cross recess, type Z, full thread
 Cross recess, type Z, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread

BRIEF OVERVIEW 
UNIVERSAL

Pan head, T-STAR plus or cross recess, type Z
Blue zinc plated   A2J

T-STAR plus, full thread

Pan head, T-STAR plus
Blue zinc plated   A2J

Range of small packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 4.5 5.0 6.0

10
12
16
20
25
30
35
40
45
50
60
70
80
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Raised countersunk head, T-STAR plus or cross recess, type Z
Blue zinc plated   A2J

Raised countersunk head, cross recess, type Z
Nickel plated   E1J

Range of standard packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 4.5 5.0

12
13
15
16
17
20
25
30
35
40
45
50
60

Cross recess, type Z, full threadT-STAR plus, full thread

Range of standard packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 4.5 5.0

16
17
20
25
30
35
40
45
50
60
70
80

Cross recess, type Z, full thread



BRIEF OVERVIEW 
UNIVERSAL

Flangehead, cross recess, type Z

Cross recess, type Z, full thread

Range of standard packings

Length  
[mm]

Ø [mm]
3.5 4.0 4.5 5.0

13
17
20
25
30
35
40
45
50
60

Blue zinc plated   A2J
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BRIEF OVERVIEW 
WOOD CONSTRUCTION

Flat countersunk head,  
T-STAR plus or T-STAR

Range of standard packings

Length  
[mm]

Ø [mm]
8.0 10.0 12.0

80
100
120
140

                   with 4CUT cutter     without 4CUT cutter
160
180
200
220
240
260
280
300
320
340
350
360
380
400
450
500
550
600
800

   P3J Zinc yellow passivated   A2L

T-STAR, full thread 
T-STAR, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread



Washer head,  
T-STAR plus or T-STAR

Cylindrical head,  
T-STAR plus

BRIEF OVERVIEW 
WOOD CONSTRUCTION

T-STAR plus, full thread 
T-STAR plus, partial thread

T-STAR plus, full thread

Range of standard packings

Length  
[mm]

Ø [mm]
6.0 8.0 10.0

50 * 
60
80

100
120
140

                 with 4CUT cutter   without 4CUT cutter

160
180
200
220
240
260
280
300
320
340
360
380
400
450

* Other surface:  WIROX P5J

T-STAR, full thread 
T-STAR, partial thread

   P3J Zinc yellow passivated   A2L

Range of standard packings

Length  
[mm]

Ø [mm]
6.0 8.0

  50
  60
  80
100
120
140

160
180
200
220
240
260
280
300

350

400
450

   P3J
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BRIEF OVERVIEW 
SPECIALS

Range of standard packings

Length  
[mm]

Ø [mm]
4.5

50
60
70
80

T-STAR plus, fixing thread

Range of standard packings

Length  
[mm]

Ø [mm]
3.5

35
45
55

T-STAR plus, fixing thread

SPAX-M, flat countersunk head, T-STAR plus

SPAX for solid wood flooring, flat countersunk head,  
T-STAR plus
Zinc yellow passivated   A2L

Range of standard packings

Length  
[mm]

Ø [mm] Ø [mm] Ø [mm]
3.5 4.0 4.5

40
45
50
60

T-STAR plus, partial thread

Blue zinc plated   A2J



BRIEF OVERVIEW 
OUTDOOR

Flat countersunk head, T-STAR plus or cross recess, type Z
Stainless steel A2   1.4567

Stainless steel A2   1.4567

Cross recess, type Z, full thread
 Cross recess, type Z, partial thread

T-STAR plus, full thread 
T-STAR plus, partial thread

Pan head, T-STAR plus

Range of small packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 4.5 5.0 6.0

12
16
20
25
30
35
40
45
50
60
70
80
90

100
120
140

    with 4CUT cutter
160

T-STAR plus, full thread

Range of small packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 5.0

20
25
30
35
40
45
50
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Raised countersunk head, T-STAR plus
Stainless steel A2   1.4567

Range of small packings

Length  
[mm]

Ø [mm]
3.0 3.5 4.0 4.5

16
20
25
30
35
40
45
50

T-STAR plus, full thread

Stainless steel A4   1.4578

Range of standard packings

Length  
[mm]

Ø [mm]
10.0 12.0

160
200
220
240
260
280
300
350
400
450
500
550

T-STAR, full thread

Flat countersunk head, T-STAR



BRIEF OVERVIEW 
OUTDOOR

Range of standard packings

Length  
[mm]

Ø [mm]
6.0 8.0

50
60
80

100
120
140

    with 4CUT cutter
160
180
200

T-STAR plus, full thread 
T-STAR plus, partial thread

Washer head, T-STAR plus
Stainless steel A2   1.4567

Stainless steel A2   1.4567

SPAX Facade, raised countersunk head, T-STAR plus

Range of small packings

Length  
[mm]

Ø [mm]
4.5 5.0

Ø dk = 8.8 Ø dk = 9.7
35
40
45
50
60
70
80
90

100

T-STAR plus, partial thread         Ø dk = Head diameter in mm
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SPAX Facade, raised countersunk head, T-STAR plus
Stainless steel A2   1.4567

Range of small packings

Length  
[mm]

Ø [mm]
4.0 4.5 5.0

Ø dk = 6.0 Ø dk = 7.0 Ø dk = 8.0
40
45
70

100

T-STAR plus, partial thread         Ø dk = Head diameter in mm ETA requested

SPAX Facade, raised countersunk head, T-STAR plus
Stainless steel A2   1.4567 Stainless steel A2 antique   1.4567

Range of small packings

Length  
[mm]

Ø [mm] 
4.5

Ø dk = 8.0
50
60
70

Range of small packings

Length  
[mm]

Ø [mm] 
4.5

Ø dk = 8.0
50
60

T-STAR plus, fixing threadT-STAR plus, fixing thread 
Ø dk = Head diameter in mm

ETA requested ETA requested



BRIEF OVERVIEW 
OUTDOOR

SPAX Decking, cylindrical head, T-STAR plus

SPAX Decking, raised countersunk head, T-STAR plus

Stainless steel A2   1.4567 Stainless steel A2 antique   1.4567

Stainless steel A4   1.4578 Stainless steel A4 antique   1.4578

Stainless steel A2   1.4567

Range of small packings

Length  
[mm]

Ø [mm]
5,5

Ø dk = 7.0

50
60

Range of small packings

Length  
[mm]

Ø [mm]
5.5

Ø dk = 7.0
40
50
60
70
80

Range of small packings

Length  
[mm]

Ø [mm]
5.0

Ø dk = 7.0
40
50
60
70
80

Range of small packings

Length  
[mm]

Ø [mm]
5.0

Ø dk = 7.0

50
60

T-STAR plus, fixing thread T-STAR plus, fixing threadØ dk = Head diameter in mm Ø dk = Head diameter in mm

Range of small packings

Length  
[mm]

Ø [mm]
4.0

Ø dk = 6.0
45

T-STAR plus, partial thread Ø dk = Head diameter in mm
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SPAX –  
THE UNIVERSAL SCREW

FLAT COUNTERSUNK HEAD 
SPAX T-STAR plus 
Blue zinc plated ............... 28-36 
Zinc yellow passivated ............... 37-41

SPAX cross recess, type Z  
Blue zinc plated ............... 42-51 
 With continuous hinge head ............... 52 
 With centre drill  ............... 53 
 Cover caps ............... 53 
Zinc yellow passivated ............... 54-62 
 With continuous hinge head ............... 63 
Bronze finish ............... 64-66

PAN HEAD 
SPAX T-STAR plus 
Blue zinc plated ............... 70-74

SPAX cross recess, type Z 
Blue zinc plated  ............... 76-77

RAISED COUNTERSUNK HEAD 
SPAX T-STAR plus 
Blue zinc plated ............... 80-81

SPAX cross recess, type Z 
Blue zinc plated ............... 82-83 
Nickel plated ............... 84

FLANGE HEAD 
SPAX cross recess, type Z 
Blue zinc plated ............... 88
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SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus / cross recess, type Z

The SPAX tip
SPAX wood screw.  

 The market leader.

 
 and finishes.
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Blue zinc plated  A2J

Zinc yellow passivated A2L

Bronze finish C1A

Surface finishes

Flat countersunk 
head
T-STAR plus /   
Cross recess, type Z

 SPAX 4CUT point: no pre-drilling  
 (wood-dependent), reduces splitting. 
 Square end displaces the fibres and  
 reduces the screwing in torque.

 SPAX ground serrations:  
 for quick and secure fastening.

 SPAX MULTI Head: flush  
 countersinking. Mills in wood and  
 stops on metal.

 SPAX T-STAR plus: positive and  
 secure fit of the BIT and better  
 driving, e. g. when working overhead.

with full thread

The SPAX 4CUT point has a square core 
with 4 cutting edges. The wood fibres are 
displaced and therefore splitting of the 
material is effectively reduced even in the 
case of short edge distances.

The SPAX ground serrations reach right 
down to the point, bite into the material 
immediately, and are easy to drive.

The SPAX MULTI Head cuts into wood and 
brakes on metal.

The screw head countersinks more easily 
and cleanly in all timbers.

with partial thread

SPAX with partial thread is recommended 
for the gap-free bolting of two 
components. If you tried to bolt two 
wooden components together using a 
total thread screw, the thread would “get 
in the way”. It would not be possible 
to sufficiently draw the components 
together; a gap might occur between 
the components. However, a SPAX with 
partial thread ensures a secure and solid 
bolting without forming any gap. The 
pretensioning effect between the head and 
the thread bite that only acts on the lower 
component pulls the components firmly 
together.

The advantages



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.0 *
12 10 10 1,000 10,000 1,120,000 1191010300125 4003530105999
16 14 10 1,000 10,000 1,120,000 1191010300165 4003530106002
20 17 10 1,000 10,000 630,000 1191010300205 4003530106019
25 21 10 1,000 10,000 630,000 1191010300255 4003530110276
30 26 10 1,000 10,000 320,000 1191010300305 4003530106026

12 10 10 200 2,000 470,000 1191010300123 4003530101083
16 14 10 200 2,000 470,000 1191010300163 4003530101090
20 17 10 200 2,000 260,000 1191010300203 4003530101113
25 21 10 200 2,000 260,000 1191010300253 4003530110245
30 26 10 200 2,000 260,000 1191010300303 4003530101359

3.5
15 11 15 1,000 10,000 630,000 1191010350155 4003530168574
16 13 15 1,000 10,000 630,000 1191010350165 4003530148040
20 16 15 1,000 10,000 630,000 1191010350205 4003530106033
25 21 15 1,000 10,000 320,000 1191010350255 4003530111150
30 25 15 1,000 10,000 320,000 1191010350305 4003530106101
35 30 15 1,000 10,000 320,000 1191010350355 4003530106446
40 35 15 1,000 10,000 280,000 1191010350405 4003530106453
45 40 15 1,000 10,000 280,000 1191010350455 4003530106460

16 13 15 200 2,000 260,000 1191010350163 4003530148743
20 16 15 200 2,000 260,000 1191010350203 4003530101366
25 21 15 200 2,000 260,000 1191010350253 4003530110252
30 25 15 200 2,000 260,000 1191010350303 4003530101373
35 30 15 200 2,000 224,000 1191010350353 4003530101571
40 35 15 200 2,000 224,000 1191010350403 4003530101588
45 40 15 200 2,000 126,000 1191010350453 4003530101663

* alternative design

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Standard package

Craft package

Craft package

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus
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°

Ls

LgV

Ø 
d1

30
31

0672-CPD-I 14.12.17
ETA-12/0114

4.0
15 11 20 1,000 10,000 630,000 1191010400155 4003530157394
16 13 20 1,000 10,000 630,000 1191010400165 4003530155482
20 16 20 1,000 10,000 630,000 1191010400205 4003530148798
25 21 20 1,000 10,000 320,000 1191010400255 4003530111174
30 25 20 1,000 10,000 320,000 1191010400305 4003530107191
35 30 20 1,000 10,000 280,000 1191010400355 4003530107825
40 35 20 1,000 10,000 280,000 1191010400405 4003530107863
45 40 20 500 5,000 160,000 1191010400455 4003530107887
50 45 20 500 5,000 140,000 1191010400505 4003530107917

25 21 20 200 2,000 260,000 1191010400253 4003530110269
30 25 20 200 2,000 224,000 1191010400303 4003530102219
35 30 20 200 2,000 224,000 1191010400353 4003530102233
40 35 20 200 2,000 126,000 1191010400403 4003530102240
45 40 20 200 2,000 126,000 1191010400453 4003530102615
50 45 20 200 2,000 126,000 1191010400503 4003530103377

4.5
16 13 20 1,000 10,000 640,000 1191010450165 4003530178382
20 15 20 1,000 10,000 320,000 1191010450205 4003530169847
25 20 20 1,000 10,000 320,000 1191010450255 4003530169854
35 30 20 500 5,000 160,000 1191010450355 4003530107924
40 34 20 500 5,000 160,000 1191010450405 4003530107931
45 39 20 500 5,000 140,000 1191010450455 4003530108051
50 44 20 500 5,000 140,000 1191010450505 4003530108068
60 54 20 500 5,000 140,000 1191010450605 4003530108075
70 59 20 500 2,500 140,000 1191010450705 4003530108082

35 30 20 200 2,000 224,000 1191010450353 4003530103575
40 34 20 200 2,000 126,000 1191010450403 4003530103667
45 39 20 200 2,000 126,000 1191010450453 4003530103681
50 44 20 200 2,000 64,000 1191010450503 4003530103698
60 54 20 100 1,000 63,000 1191010450603 4003530103933
70 59 20 100 1,000 63,000 1191010450703 4003530104077

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Craft package

Craft package

Standard package



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

5.0
20 15 20 1,000 10,000 320,000 1191010500205 4003530169878
25 20 20 1,000 10,000 320,000 1191010500255 4003530169885
30 25 20 500 5,000 160,000 1191010500305 4003530169892
35 30 20 500 5,000 160,000 1191010500355 4003530169908
40 35 20 500 5,000 140,000 1191010500405 4003530109003
45 39 20 500 5,000 140,000 1191010500455 4003530109447
50 44 20 500 5,000 140,000 1191010500505 4003530109454
60 54 20 500 2,500 140,000 1191010500605 4003530109553
70 61 20 200 2,000 64,000 1191010500705 4003530109560
80 61 20 200 2,000 64,000 1191010500805 4003530109683

40 35 20 200 2,000 126,000 1191010500403 4003530105814
45 39 20 200 2,000 126,000 1191010500453 4003530105869
50 44 20 200 2,000 64,000 1191010500503 4003530105890
60 54 20 100 1,000 63,000 1191010500603 4003530105906
70 61 20 100 1,000 32,000 1191010500703 4003530105913
80 61 20 100 1,000 32,000 1191010500803 4003530105920

6.0
50 43 30 200 2,000 64,000 1191010600505 4003530109690
60 53 30 200 2,000 56,000 1191010600605 4003530109706
70 61 30 200 2,000 56,000 1191010600705 4003530109843
80 61 30 200 2,000 56,000 1191010600805 4003530110238

50 43 30 100 1,000 32,000 1191010600503 4003530105937
60 53 30 100 1,000 32,000 1191010600603 4003530105944
70 61 30 100 1,000 32,000 1191010600703 4003530105968
80 61 30 100 1,000 32,000 1191010600803 4003530105975

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus

Dimensions [mm] Packaging units SPAX-No.

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Standard package

Standard package

Craft package

Craft package

Master 
carton
[pieces]

EAN code



32
33

90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.0 *
30 18 10 1,000 10,000 320,000 0191010300305 4003530098093
35 23 10 1,000 10,000 320,000 0191010300355 4003530098109
40 23 10 1,000 10,000 280,000 0191010300405 4003530098116

3.5
30 18 15 1,000 10,000 320,000 0191010350305 4003530096778
35 23 15 1,000 10,000 320,000 0191010350355 4003530096785
40 23 15 1,000 10,000 280,000 0191010350405 4003530096792
45 30 15 1,000 10,000 280,000 0191010350455 4003530098192
50 32 15 500 5,000 160,000 0191010350505 4003530098208

30 18 15 200 2,000 260,000 0191010350303 4003530164279
35 23 15 200 2,000 224,000 0191010350353 4003530164132
40 23 15 200 2,000 224,000 0191010350403 4003530164064
45 30 15 200 2,000 126,000 0191010350453 4003530164286
50 32 15 200 2,000 126,000 0191010350503 4003530164071

4.0
30 18 20 1,000 10,000 320,000 0191010400305 4003530096808
35 23 20 1,000 10,000 280,000 0191010400355 4003530096815
40 23 20 1,000 10,000 280,000 0191010400405 4003530149337
45 30 20 500 5,000 160,000 0191010400455 4003530149474
50 32 20 500 5,000 140,000 0191010400505 4003530149092
60 35 20 500 5,000 140,000 0191010400605 4003530149443
70 37 20 500 2,500 140,000 0191010400705 4003530155178
80 37 20 200 2,000 64,000 0191010400805 4003530165702

30 18 20 200 2,000 224,000 0191010400303 4003530164248
35 23 20 200 2,000 224,000 0191010400353 4003530164255
40 23 20 200 2,000 126,000 0191010400403 4003530164194
45 30 20 200 2,000 126,000 0191010400453 4003530164347
50 32 20 200 2,000 126,000 0191010400503 4003530164187
60 35 20 100 1,000 64,000 0191010400603 4003530164354
70 37 20 100 1,000 32,000 0191010400703 4003530165696

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Standard package

Standard package

Craft package

Craft package

* alternative design



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

4.5
30 17 20 1,000 10,000 280,000 0191010450305 4003530147814
35 25 20 500 5,000 160,000 0191010450355 4003530096860
40 25 20 500 5,000 160,000 0191010450405 4003530155338
45 30 20 500 5,000 140,000 0191010450455 4003530154157
50 32 20 500 5,000 140,000 0191010450505 4003530154171
60 37 20 500 5,000 140,000 0191010450605 4003530149245
70 42 20 500 2,500 140,000 0191010450705 4003530154447
80 47 20 200 2,000 64,000 0191010450805 4003530156304

30 17 20 200 2,000 224,000 0191010450303 4003530164392
35 25 20 200 2,000 224,000 0191010450353 4003530164422
40 25 20 200 2,000 126,000 0191010450403 4003530164309
45 30 20 200 2,000 126,000 0191010450453 4003530164385
50 32 20 200 2,000 64,000 0191010450503 4003530164262
60 37 20 100 1,000 64,000 0191010450603 4003530164316
70 42 20 100 1,000 64,000 0191010450703 4003530164323
80 47 20 100 1,000 32,000 0191010450803 4003530164507

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Craft package

Standard package



34
35

90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

5.0
  30 17 20 500 5,000 160,000 0191010500305 4003530098390
  35 25 20 500 5,000 160,000 0191010500355 4003530098406
  40 27 20 500 5,000 140,000 0191010500405 4003530098413
  45 30 20 500 5,000 140,000 0191010500455 4003530098420
  50 32 20 500 5,000 140,000 0191010500505 4003530154294
  55 37 20 500 5,000 140,000 0191010500555 4003530098444
  60 37 20 500 2,500 140,000 0191010500605 4003530149634
  70 41 20 200 2,000 64,000 0191010500705 4003530154317
  80 46 20 200 2,000 64,000 0191010500805 4003530154300
  90 61 20 200 2,000 64,000 0191010500905 4003530154324
100 61 20 200 2,000 64,000 0191010501005 4003530155116
120 69 20 200 2,000 56,000 0191010501205 4003530156113

  30 17 20 200 2,000 224,000 0191010500303 4003530164514
  35 25 20 200 2,000 126,000 0191010500353 4003530165023
  40 27 20 200 2,000 126,000 0191010500403 4003530164576
  45 30 20 200 2,000 126,000 0191010500453 4003530164583
  50 32 20 200 2,000 64,000 0191010500503 4003530164460
  60 37 20 100 1,000 64,000 0191010500603 4003530164477
  70 41 20 100 1,000 32,000 0191010500703 4003530164521
  80 46 20 100 1,000 32,000 0191010500803 4003530164484
  90 61 20 100 1,000 32,000 0191010500903 4003530164606
100 61 20 100 1,000 32,000 0191010501003 4003530164767

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Craft package



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

6.0
  40 24 30 500 2.500 140.000 0191010600405 4003530111488
  50 32 30 200 2.000 64.000 0191010600505 4003530096945
  60 37 30 200 2.000 56.000 0191010600605 4003530155161
  70 41 30 200 2.000 56.000 0191010600705 4003530155567
  80 46 30 200 2.000 56.000 0191010600805 4003530149481
  90 61 30 200 1.000 56.000 0191010600905 4003530155291
100 61 30 100 1.000 32.000 0191010601005 4003530155307
110 68 30 100 1.000 32.000 0191010601105 4003530157677
120 68 30 100 1.000 28.000 0191010601205 4003530155321
130 68 30 100 1.000 28.000 0191010601305 4003530157622
140 68 30 100 1.000 28.000 0191010601405 4003530155314
150 68 30 100 1.000 28.000 0191010601505 4003530157646

160 65 30 100 1.000 28.000 0191010601605 4003530155819
180 65 30 100 1.000 28.000 0191010601805 4003530156205
200 65 30 100 1.000 24.000 0191010602005 4003530156090
220 65 30 100 1.000 24.000 0191010602205 4003530098666
240 65 30 100 1.000 24.000 0191010602405 4003530098673
260 65 30 100           – 9.600 0191010602605 4003530098680
280 65 30 100           – 9.600 0191010602805 4003530098697
300 65 30 100           – 9.600 0191010603005 4003530098703

  50 32 30 100 1.000 32.000 0191010600503 4003530164569
  60 37 30 100 1.000 32.000 0191010600603 4003530164101
  70 41 30 100 1.000 32.000 0191010600703 4003530164293
  80 46 30 100 1.000 32.000 0191010600803 4003530164118
  90 61 30 100 1.000 32.000 0191010600903 4003530164491

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus

With 4CUT cutter

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Craft package



36
37

90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.0 *
12 10 10 1,000 10,000 1,120,000 1191020300125 4003530010323
13 10 10 1,000 10,000 1,120,000 1191020300135 4003530010330
15 12 10 1,000 10,000 1,120,000 1191020300155 4003530010347
16 14 10 1,000 10,000 1,120,000 1191020300165 4003530010354
17 14 10 1,000 10,000 1,120,000 1191020300175 4003530010361
20 17 10 1,000 10,000 630,000 1191020300205 4003530010378
25 21 10 1,000 10,000 630,000 1191020300255 4003530010385

12 10 10 200 2,000 470,000 1191020300123 4003530090806
16 14 10 200 2,000 470,000 1191020300163 4003530090813
20 17 10 200 2,000 260,000 1191020300203 4003530090820
25 21 10 200 2,000 260,000 1191020300253 4003530024504

3.5
15 11 15 1,000 10,000 630,000 1191020350155 4003530010422
16 13 15 1,000 10,000 630,000 1191020350165 4003530010439
20 16 15 1,000 10,000 630,000 1191020350205 4003530010446
25 21 15 1,000 10,000 320,000 1191020350255 4003530148972

16 13 15 200 2,000 260,000 1191020350163 4003530090837
20 16 15 200 2,000 260,000 1191020350203 4003530024542
25 21 15 200 2,000 260,000 1191020350253 4003530156588

4.0
15 11 20 1,000 10,000 630,000 1191020400155 4003530010491
16 13 20 1,000 10,000 630,000 1191020400165 4003530107801
20 16 20 1,000 10,000 630,000 1191020400205 4003530010507
25 21 20 1,000 10,000 320,000 1191020400255 4003530154607

20 16 20 200 2,000 260,000 1191020400203 4003530090868
25 21 20 200 2,000 260,000 1191020400253 4003530154195

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Standard package

Craft package

Craft package

Craft package

Standard package

* alternative design



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.0 *
30 18 10 1,000 10,000 320,000 0191020300305 4003530010392
35 23 10 1,000 10,000 320,000 0191020300355 4003530010408
40 23 10 1,000 10,000 280,000 0191020300405 4003530010415

30 18 10 200 2,000 260,000 0191020300303 4003530024511
35 23 10 200 2,000 260,000 0191020300353 4003530024528
40 23 10 200 2,000 224,000 0191020300403 4003530024535

3.5
30 18 15 1,000 10,000 320,000 0191020350305 4003530010460
35 23 15 1,000 10,000 320,000 0191020350355 4003530010477
40 23 15 1,000 10,000 280,000 0191020350405 4003530010484
45 30 15 1,000 10,000 280,000 0191020350455 4003530107788
50 32 15 500 5,000 160,000 0191020350505 4003530107795

30 18 15 200 2,000 260,000 0191020350303 4003530024566
35 23 15 200 2,000 224,000 0191020350353 4003530024573
40 23 15 200 2,000 224,000 0191020350403 4003530024580
45 30 15 200 2,000 126,000 0191020350453 4003530090844
50 32 15 200 2,000 126,000 0191020350503 4003530090851

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Standard package

Standard package

Craft package

Craft package

* alternative design

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

38
39

0672-CPD-I 14.12.17
ETA-12/0114

4.0
30 18 20 1,000 10,000 320,000 0191020400305 4003530010521
35 23 20 1,000 10,000 280,000 0191020400355 4003530010538
40 23 20 1,000 10,000 280,000 0191020400405 4003530132889
45 30 20 500 5,000 160,000 0191020400455 4003530147081
50 32 20 500 5,000 140,000 0191020400505 4003530132896
60 35 20 500 5,000 140,000 0191020400605 4003530132902
70 37 20 500 2,500 140,000 0191020400705 4003530132919
80 37 20 200 2,000 64,000 0191020400805 4003530165665

30 18 20 200 2,000 224,000 0191020400303 4003530024603
35 23 20 200 2,000 224,000 0191020400353 4003530024610
40 23 20 200 2,000 126,000 0191020400403 4003530133213
45 30 20 200 2,000 126,000 0191020400453 4003530147111
50 32 20 200 2,000 126,000 0191020400503 4003530133220
60 35 20 100 1,000 64,000 0191020400603 4003530133237
70 37 20 100 1,000 32,000 0191020400703 4003530133244

4.5
30 17 20 1,000 10,000 280,000 0191020450305 4003530010583
35 25 20 500 5,000 160,000 0191020450355 4003530010590
40 25 20 500 5,000 160,000 0191020450405 4003530132926
45 30 20 500 5,000 140,000 0191020450455 4003530147098
50 32 20 500 5,000 140,000 0191020450505 4003530132933
60 37 20 500 5,000 140,000 0191020450605 4003530132940
70 42 20 500 2,500 140,000 0191020450705 4003530132957
80 47 20 200 2,000 64,000 0191020450805 4003530132964

30 17 20 200 2,000 224,000 0191020450303 4003530024665
35 25 20 200 2,000 224,000 0191020450353 4003530024672
40 25 20 200 2,000 126,000 0191020450403 4003530133251
45 30 20 200 2,000 126,000 0191020450453 4003530147128
50 32 20 200 2,000 64,000 0191020450503 4003530133268
60 37 20 100 1,000 64,000 0191020450603 4003530133275
70 42 20 100 1,000 64,000 0191020450703 4003530133282
80 47 20 100 1,000 32,000 0191020450803 4003530133299

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Standard package

Craft package

Craft package



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

5.0
  30 17 20 500 5,000 160,000 0191020500305 4003530010651
  35 25 20 500 5,000 160,000 0191020500355 4003530010668
  40 27 20 500 5,000 140,000 0191020500405 4003530010675
  45 30 20 500 5,000 140,000 0191020500455 4003530010682
  50 32 20 500 5,000 140,000 0191020500505 4003530132971
  55 37 20 500 5,000 140,000 0191020500555 4003530147104
  60 37 20 500 2,500 140,000 0191020500605 4003530132988
  70 41 20 200 2,000 64,000 0191020500705 4003530132995
  80 46 20 200 2,000 64,000 0191020500805 4003530133008
  90 61 20 200 2,000 64,000 0191020500905 4003530149511
100 61 20 200 2,000 64,000 0191020501005 4003530133022
120 69 20 200 2,000 56,000 0191020501205 4003530133039

  30 17 20 200 2,000 224,000 0191020500303 4003530024726
  35 25 20 200 2,000 126,000 0191020500353 4003530024733
  40 27 20 200 2,000 126,000 0191020500403 4003530024740
  45 30 20 200 2,000 126,000 0191020500453 4003530024757
  50 32 20 200 2,000 64,000 0191020500503 4003530133305
  60 37 20 100 1,000 64,000 0191020500603 4003530133312
  70 41 20 100 1,000 32,000 0191020500703 4003530133329
  80 46 20 100 1,000 32,000 0191020500803 4003530133336
  90 61 20 100 1,000 32,000 0191020500903 4003530133343
100 61 20 100 1,000 32,000 0191020501003 4003530133350

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX T-STAR plus

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Craft package



90
°

Ls

LgT

Ø 
d1

40
41

0672-CPD-I 14.12.17
ETA-12/0114

6.0
  40 24 30 500 2,500 140,000 0191020600405 4003530010750
  50 32 30 200 2,000 64,000 0191020600505 4003530010767
  60 37 30 200 2,000 56,000 0191020600605 4003530133046
  70 41 30 200 2,000 56,000 0191020600705 4003530133053
  80 46 30 200 2,000 56,000 0191020600805 4003530133060
  90 61 30 200 1,000 56,000 0191020600905 4003530147234
100 61 30 100 1,000 32,000 0191020601005 4003530133084
110 68 30 100 1,000 32,000 0191020601105 4003530133091
120 68 30 100 1,000 28,000 0191020601205 4003530133107
130 68 30 100 1,000 28,000 0191020601305 4003530133114
140 68 30 100 1,000 28,000 0191020601405 4003530133121
150 68 30 100 1,000 28,000 0191020601505 4003530133138

160 65 30 100 1,000 28,000 0191020601605 4003530133145
180 65 30 100 1,000 28,000 0191020601805 4003530133411
200 65 30 100 1,000 24,000 0191020602005 4003530133152
220 65 30 100 1,000 24,000 0191020602205 4003530133169
240 65 30 100 1,000 24,000 0191020602405 4003530133176
260 65 30 100 – 9,600 0191020602605 4003530133183
280 65 30 100 – 9,600 0191020602805 4003530133190
300 65 30 100 – 9,600 0191020603005 4003530133206

  50 32 30 200 2,000 32,000 0191020600503 4003530024825
  60 37 30 100 1,000 32,000 0191020600603 4003530133367
  70 41 30 100 1,000 32,000 0191020600703 4003530133374
  80 46 30 100 1,000 32,000 0191020600803 4003530133381
  90 61 30 100 1,000 32,000 0191020600903 4003530133398

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

With 4CUT cutter

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Craft package



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

2.5 *
10   8 1 1,000 10,000 1,120,000 1081010250105 4003530003752
12 10 1 1,000 10,000 1,120,000 1081010250125 4003530003769
15 12 1 1,000 10,000 1,120,000 1081010250155 4003530100765
16 14 1 1,000 10,000 1,120,000 1081010250165 4003530003776
20 17 1 1,000 10,000 1,120,000 1081010250205 4003530003783
25 22 1 1,000 10,000 630,000 1081010250255 4003530003790

3.0 *
10   7 1 1,000 10,000 1,120,000 1081010300105 4003530003806
12 10 1 1,000 10,000 1,120,000 1081010300125 4003530003813
13 10 1 1,000 10,000 1,120,000 1081010300135 4003530009396
15 12 1 1,000 10,000 1,120,000 1081010300155 4003530003820
16 14 1 1,000 10,000 1,120,000 1081010300165 4003530003837
17 14 1 1,000 10,000 1,120,000 1081010300175 4003530009402
20 17 1 1,000 10,000 630,000 1081010300205 4003530003844
25 21 1 1,000 10,000 630,000 1081010300255 4003530003851
30 26 1 1,000 10,000 320,000 1081010300305 4003530003868
35 31 1 1,000 10,000 320,000 1081010300355 4003530003875
40 36 1 1,000 10,000 280,000 1081010300405 4003530003882
45 36 1 1,000 10,000 280,000 1081010300455 4003530003899

12 10 1 200 2,000 470,000 1081010300123 4003530006012
16 14 1 200 2,000 470,000 1081010300163 4003530006029
20 17 1 200 2,000 260,000 1081010300203 4003530006036
25 21 1 200 2,000 260,000 1081010300253 4003530006043
30 26 1 200 2,000 260,000 1081010300303 4003530006050
35 31 1 200 2,000 260,000 1081010300353 4003530006067
40 36 1 200 2,000 224,000 1081010300403 4003530006074

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Standard package

Craft package

* alternative design



90
°

Ls

LgV

Ø 
d1

42
43

0672-CPD-I 14.12.17
ETA-12/0114

3.5
12   9 2 1,000 10,000 1,120,000 1081010350125 4003530003905
13   9 2 1,000 10,000 1,120,000 1081010350135 4003530009419
15 11 2 1,000 10,000 630,000 1081010350155 4003530003912
16 13 2 1,000 10,000 630,000 1081010350165 4003530003929
17 13 2 1,000 10,000 630,000 1081010350175 4003530009426
20 16 2 1,000 10,000 630,000 1081010350205 4003530003943
25 21 2 1,000 10,000 320,000 1081010350255 4003530003950
30 25 2 1,000 10,000 320,000 1081010350305 4003530003967
35 30 2 1,000 10,000 320,000 1081010350355 4003530003974
40 35 2 1,000 10,000 280,000 1081010350405 4003530003981
45 40 2 1,000 10,000 280,000 1081010350455 4003530003998
50 40 2 500 5,000 160,000 1081010350505 4003530004001

12   9 2 200 2,000 470,000 1081010350123 4003530006081
16 13 2 200 2,000 260,000 1081010350163 4003530006098
20 16 2 200 2,000 260,000 1081010350203 4003530006104
25 21 2 200 2,000 260,000 1081010350253 4003530006111
30 25 2 200 2,000 260,000 1081010350303 4003530006128
35 30 2 200 2,000 224,000 1081010350353 4003530006135
40 35 2 200 2,000 224,000 1081010350403 4003530006142
45 40 2 200 2,000 126,000 1081010350453 4003530006159
50 40 2 200 2,000 126,000 1081010350503 4003530006166

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Standard package

Craft package



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

4.0
12   9 2 1,000 10,000 630,000 1081010400125 4003530004018
15 11 2 1,000 10,000 630,000 1081010400155 4003530009433
16 13 2 1,000 10,000 630,000 1081010400165 4003530004025
17 13 2 1,000 10,000 630,000 1081010400175 4003530009440
20 16 2 1,000 10,000 630,000 1081010400205 4003530004032
25 21 2 1,000 10,000 320,000 1081010400255 4003530004049
30 25 2 1,000 10,000 320,000 1081010400305 4003530004056
35 30 2 1,000 10,000 280,000 1081010400355 4003530004063
40 35 2 1,000 10,000 280,000 1081010400405 4003530004070
45 40 2 500 5,000 160,000 1081010400455 4003530004087
50 45 2 500 5,000 140,000 1081010400505 4003530004094
55 50 2 500 5,000 140,000 1081010400555 4003530004100
60 50 2 500 5,000 140,000 1081010400605 4003530004117
70 50 2 500 2,500 140,000 1081010400705 4003530004124
80 50 2 200 2,000 64,000 1081010400805 4003530039997

12 9 2 200 2,000 260,000 1081010400123 4003530006173
16 13 2 200 2,000 260,000 1081010400163 4003530006180
20 16 2 200 2,000 260,000 1081010400203 4003530006197
25 21 2 200 2,000 260,000 1081010400253 4003530006203
30 25 2 200 2,000 224,000 1081010400303 4003530006210
35 30 2 200 2,000 224,000 1081010400353 4003530006227
40 35 2 200 2,000 126,000 1081010400403 4003530006234
45 40 2 200 2,000 126,000 1081010400453 4003530006241
50 45 2 200 2,000 126,000 1081010400503 4003530006258
60 50 2 100 1,000 63,000 1081010400603 4003530006265
70 50 2 100 1,000 32,000 1081010400703 4003530006272

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

44
45

0672-CPD-I 14.12.17
ETA-12/0114

4.5
16 13 2 1,000 10,000 630,000 1081010450165 4003530004131
20 15 2 1,000 10,000 320,000 1081010450205 4003530004148
25 20 2 1,000 10,000 320,000 1081010450255 4003530004155
30 25 2 1,000 10,000 280,000 1081010450305 4003530004162
35 30 2 500 5,000 160,000 1081010450355 4003530004179
40 34 2 500 5,000 160,000 1081010450405 4003530004186
45 39 2 500 5,000 140,000 1081010450455 4003530004193
50 44 2 500 5,000 140,000 1081010450505 4003530004209
55 49 2 500 5,000 140,000 1081010450555 4003530004216
60 54 2 500 5,000 140,000 1081010450605 4003530004223
70 59 2 500 2,500 140,000 1081010450705 4003530004230
80 59 2 200 2,000 64,000 1081010450805 4003530004247

16 13 2 200 2,000 260,000 1081010450163 4003530006289
20 15 2 200 2,000 260,000 1081010450203 4003530006296
25 20 2 200 2,000 224,000 1081010450253 4003530006302
30 25 2 200 2,000 224,000 1081010450303 4003530006319
35 30 2 200 2,000 126,000 1081010450353 4003530006326
40 34 2 200 2,000 126,000 1081010450403 4003530006333
45 39 2 200 2,000 126,000 1081010450453 4003530006340
50 44 2 200 2,000 64,000 1081010450503 4003530006357
60 54 2 100 1,000 63,000 1081010450603 4003530006364
70 59 2 100 1,000 32,000 1081010450703 4003530006371
80 59 2 100 1,000 32,000 1081010450803 4003530006388

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

5.0
16 12 2 1,000 10,000 320,000 1081010500165 4003530004254
20 15 2 1,000 10,000 320,000 1081010500205 4003530004261
25 20 2 1,000 10,000 320,000 1081010500255 4003530004278
30 25 2 500 5,000 160,000 1081010500305 4003530004285
35 30 2 500 5,000 160,000 1081010500355 4003530004292
40 35 2 500 5,000 140,000 1081010500405 4003530004308
45 39 2 500 5,000 140,000 1081010500455 4003530004315
50 44 2 500 5,000 140,000 1081010500505 4003530004322
55 49 2 500 5,000 140,000 1081010500555 4003530004339
60 54 2 500 2,500 140,000 1081010500605 4003530004346
65 59 2 200 2,000 64,000 1081010500655 4003530004353
70 61 2 200 2,000 64,000 1081010500705 4003530004360
80 61 2 200 2,000 64,000 1081010500805 4003530004377

20 15 2 200 2,000 260,000 1081010500203 4003530006401
25 20 2 200 2,000 224,000 1081010500253 4003530006418
30 25 2 200 2,000 224,000 1081010500303 4003530006425
35 30 2 200 2,000 126,000 1081010500353 4003530006432
40 35 2 200 2,000 126,000 1081010500403 4003530006449
45 39 2 200 2,000 126,000 1081010500453 4003530006456
50 44 2 200 2,000 64,000 1081010500503 4003530006463
55 49 2 100 1,000 63,000 1081010500553 4003530006470
60 54 2 100 1,000 63,000 1081010500603 4003530006487
70 61 2 100 1,000 32,000 1081010500703 4003530006494
80 61 2 100 1,000 32,000 1081010500803 4003530006500

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Standard package

Craft package

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

46
47

0672-CPD-I 14.12.17
ETA-12/0114

6.0
30 24 3 500 5,000 160,000 1081010600305 4003530004421
35 29 3 500 5,000 140,000 1081010600355 4003530004438
40 34 3 500 2,500 140,000 1081010600405 4003530004445
45 38 3 500 2,500 140,000 1081010600455 4003530004452
50 43 3 200 2,000 64,000 1081010600505 4003530004469
55 48 3 200 2,000 64,000 1081010600555 4003530004476
60 53 3 200 2,000 56,000 1081010600605 4003530004483
70 61 3 200 2,000 56,000 1081010600705 4003530004490
80 61 3 200 2,000 56,000 1081010600805 4003530004506

40 34 3 200 2,000 64,000 1081010600403 4003530006531
45 38 3 200 2,000 64,000 1081010600453 4003530006548
50 43 3 100 1,000 32,000 1081010600503 4003530012129
60 53 3 100 1,000 32,000 1081010600603 4003530006562
70 61 3 100 1,000 32,000 1081010600703 4003530006579
80 61 3 100 1,000 32,000 1081010600803 4003530006586

Standard package

Craft package

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.5 
30 18 2 1,000 10,000 320,000 0291010350305 4003530009662
35 23 2 1,000 10,000 320,000 0291010350355 4003530009679
40 23 2 1,000 10,000 280,000 0291010350405 4003530009686
45 30 2 1,000 10,000 280,000 0291010350455 4003530106354
50 32 2 500 10,000 280,000 0291010350505 4003530106361

30 18 2 200 2,000 260,000 0291010350303 4003530168604
35 23 2 200 2,000 224,000 0291010350353 4003530168611
40 23 2 200 2,000 224,000 0291010350403 4003530168628

4.0
30 18 2 1,000 10,000 320,000 0291010400305 4003530009693
35 23 2 1,000 10,000 280,000 0291010400355 4003530009709
40 23 2 1,000 10,000 280,000 0291010400405 4003530009723
45 30 2 500 5,000 160,000 0291010400455 4003530009716
50 32 2 500 5,000 140,000 0291010400505 4003530009730
55 32 2 500 5,000 140,000 0291010400555 4003530039706
60 35 2 500 5,000 140,000 0291010400605 4003530009747

30 18 2 200 2,000 224,000 0291010400303 4003530168635
35 23 2 200 2,000 224,000 0291010400353 4003530168642
40 23 2 200 2,000 126,000 0291010400403 4003530168659
45 30 2 200 2,000 126,000 0291010400453 4003530168666
50 32 2 200 2,000 126,000 0291010400503 4003530168673
60 35 2 100 1,000 63,000 0291010400603 4003530110221

Standard package

Craft package

Craft package

Standard package

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

48
49

0672-CPD-I 14.12.17
ETA-12/0114

4.5
30 17 2 1,000 10,000 280,000 0291010450305 4003530009754
35 25 2 500 5,000 160,000 0291010450355 4003530009761
40 25 2 500 5,000 160,000 0291010450405 4003530009778
45 30 2 500 5,000 140,000 0291010450455 4003530009785
50 32 2 500 5,000 140,000 0291010450505 4003530009792
55 37 2 500 5,000 140,000 0291010450555 4003530009808
60 37 2 500 5,000 140,000 0291010450605 4003530009815
70 42 2 500 2,500 140,000 0291010450705 4003530009822

30 17 2 200 2,000 224,000 0291010450303 4003530168680
35 25 2 200 2,000 224,000 0291010450353 4003530168697
40 25 2 200 2,000 126,000 0291010450403 4003530168703
45 30 2 200 2,000 126,000 0291010450453 4003530168710
50 32 2 200 2,000 64,000 0291010450503 4003530168727
60 37 2 100 1,000 63,000 0291010450603 4003530039713
70 42 2 100 1,000 32,000 0291010450703 4003530039720

Standard package

Craft package

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

5.0
  40 27 2 500 5,000 140,000 0291010500405 4003530009846
  45 30 2 500 5,000 140,000 0291010500455 4003530009853
  50 32 2 500 5,000 140,000 0291010500505 4003530009860
  55 37 2 500 5,000 140,000 0291010500555 4003530039737
  60 37 2 500 2,500 140,000 0291010500605 4003530009877
  65 41 2 200 2,000 64,000 0291010500655 4003530039751
  70 41 2 200 2,000 64,000 0291010500705 4003530009884
  80 46 2 200 2,000 64,000 0291010500805 4003530009891
  90 61 2 200 2,000 64,000 1081010500905 4003530004384
100 61 2 200 2,000 64,000 1081010501005 4003530004391
110 69 2 200 2,000 64,000 1081010501105 4003530004407
120 69 2 200 2,000 56,000 1081010501205 4003530004414

  40 27 2 200 2,000 126,000 0291010500403 4003530168734
  45 30 2 200 2,000 126,000 0291010500453 4003530168741
  50 32 2 200 2,000 64,000 0291010500503 4003530168758
  60 37 2 100 1,000 63,000 0291010500603 4003530039768
  70 41 2 100 1,000 32,000 0291010500703 4003530039775
  80 46 2 100 1,000 32,000 0291010500803 4003530039782
  90 61 2 100 1,000 32,000 1081010500903 4003530006517
100 61 2 100 1,000 32,000 1081010501003 4003530006524

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

50
51

0672-CPD-I 14.12.17
ETA-12/0114

6.0
  50 32 3 200 2,000 64,000 0291010600505 4003530009921
  60 37 3 200 2,000 56,000 0291010600605 4003530009938
  70 41 3 200 2,000 56,000 0291010600705 4003530009945
  80 46 3 200 2,000 56,000 0291010600805 4003530009952
  90 61 3 200 1,000 56,000 1081010600905 4003530004513
100 61 3 100 1,000 32,000 1081010601005 4003530004520
110 68 3 100 1,000 32,000 1081010601105 4003530004537
120 68 3 100 1,000 28,000 1081010601205 4003530004544
130 68 3 100 1,000 28,000 1081010601305 4003530004551
140 68 3 100 1,000 28,000 1081010601405 4003530004568
150 68 3 100 1,000 28,000 1081010601505 4003530004575

160 65 3 100 1,000 28,000 1081010601605 4003530004582
180 65 3 100 1,000 28,000 1081010601805 4003530004599
200 65 3 100 1,000 24,000 1081010602005 4003530004605
220 65 3 100 1,000 24,000 1081010602205 4003530004612
240 65 3 100 1,000 24,000 1081010602405 4003530004629

  50 32 3 100 1,000 32,000 0291010600503 4003530014536
  60 37 3 100 1,000 32,000 0291010600603 4003530039799
  70 41 3 100 1,000 32,000 0291010600703 4003530039805
  80 46 3 100 1,000 32,000 0291010600803 4003530039812
  90 61 3 100 1,000 32,000 1081010600903 4003530006593

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Blue zinc plated   A2J

Standard package

Craft package

With 4CUT cutter

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



Ø 
d190
°

Ls

LgV

3.0
10 7 1 1,000 10,000 1,120,000 0321010300105 4003530106545
12 10 1 1,000 10,000 1,120,000 0321010300125 4003530017582
13 10 1 1,000 10,000 1,120,000 0321010300135 4003530017599
15 12 1 1,000 10,000 1,120,000 0321010300155 4003530017605
16 14 1 1,000 10,000 1,120,000 0321010300165 4003530017612
17 14 1 1,000 10,000 1,120,000 0321010300175 4003530017629
20 17 1 1,000 10,000 630,000 0321010300205 4003530017636
25 21 1 1,000 10,000 630,000 0321010300255 4003530017643
30 26 1 1,000 10,000 320,000 0321010300305 4003530017650

Flat countersunk head, cross recess, type Z 
With continuous hinge head (Ø 5 mm), case hardened, slide-coated

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Blue zinc plated   A2J

Standard package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



52
53

Ls

LgV

Ø 
d190
°

 

0672-CPD-I 14.12.17
ETA-12/0114

4.5
  20 11 2 1,000 10,000 320,000 0271010450205 4003530017094
  25 15 2 1,000 10,000 320,000 0271010450255 4003530017100
  30 20 2 1,000 10,000 280,000 0271010450305 4003530017117
  35 25 2 500 5,000 160,000 0271010450355 4003530017124
  40 30 2 500 5,000 160,000 0271010450405 4003530017131
  45 34 2 500 5,000 140,000 0271010450455 4003530017148
  50 39 2 500 5,000 140,000 0271010450505 4003530017155
  55 44 2 500 5,000 140,000 0271010450555 4003530017162
  60 49 2 500 5,000 140,000 0271010450605 4003530017179
  70 59 2 500 2,500 140,000 0271010450705 4003530017186
  80 59 2 200 2,000 64,000 0271010450805 4003530017193

5.0   60 49 2 500 2,500 140,000 0271010500605 4003530017209
  70 61 2 200 2,000 64,000 0271010500705 4003530017216
  80 61 2 200 2,000 64,000 0271010500805 4003530017223

6.0   80 61 3 200 2,000 56,000 0271010600805 4003530017230
  90 61 3 200 1,000 56,000 0271010600905 4003530017247
100 61 3 100 1,000 32,000 0271010601005 4003530017254
120 68 3 100 1,000 28,000 0271010601205 4003530017261

Standard package

Flat countersunk head, cross recess, type Z 
With centre drill (Ø 2.5 mm), case hardened, slide-coated 

Blue zinc plated   A2J

Plastic cover caps caps, applicable for SPAX with centre drill, packed in units of 500

Colour
Product code 
EAN code

Colour
Product code 
EAN code

White
5000009200009 
4003530039409 

Ochre
5000009300009 
4003530039430

Black
5000009900009 
4003530039416

Hazel brown
5000009500009 
4003530039447

Grey
5000009800009 
4003530039423

Mahagony
5000009700009 
4003530039454

Beige
5000009400009 
4003530039461

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

2.0 *
10   8 1 1,000 10,000 1,120,000 1081020200105 4003530099977
12 11 1 1,000 10,000 1,120,000 1081020200125 4003530099984
16 15 1 1,000 10,000 1,120,000 1081020200165 4003530099991

2.5 *
10   8 1 1,000 10,000 1,120,000 1081020250105 4003530004636
12 10 1 1,000 10,000 1,120,000 1081020250125 4003530004643
15 12 1 1,000 10,000 1,120,000 1081020250155 4003530009471
16 14 1 1,000 10,000 1,120,000 1081020250165 4003530004650
20 17 1 1,000 10,000 1,120,000 1081020250205 4003530004667
25 22 1 1,000 10,000 630,000 1081020250255 4003530004674

3.0 *
10   7 1 1,000 10,000 1,120,000 1081020300105 4003530004681
12 10 1 1,000 10,000 1,120,000 1081020300125 4003530004698
13 10 1 1,000 10,000 1,120,000 1081020300135 4003530009495
15 12 1 1,000 10,000 1,120,000 1081020300155 4003530009501
16 14 1 1,000 10,000 1,120,000 1081020300165 4003530004704
17 14 1 1,000 10,000 1,120,000 1081020300175 4003530009518
20 17 1 1,000 10,000 630,000 1081020300205 4003530004711
25 21 1 1,000 10,000 630,000 1081020300255 4003530004728
30 26 1 1,000 10,000 320,000 1081020300305 4003530004735
35 31 1 1,000 10,000 320,000 1081020300355 4003530004742
40 36 1 1,000 10,000 280,000 1081020300405 4003530004759
45 36 1 1,000 10,000 280,000 1081020300455 4003530004766

12 10 1 200 2,000 470,000 1081020300123 4003530006616
16 14 1 200 2,000 470,000 1081020300163 4003530006623
20 17 1 200 2,000 260,000 1081020300203 4003530006630
25 21 1 200 2,000 260,000 1081020300253 4003530006647
30 26 1 200 2,000 260,000 1081020300303 4003530006654
35 31 1 200 2,000 260,000 1081020300353 4003530006661
40 36 1 200 2,000 224,000 1081020300403 4003530006678

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Zinc yellow passivated   A2L

Standard package

Standard package

Standard package

Craft package

* alternative design

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

54
55

0672-CPD-I 14.12.17
ETA-12/0114

3.5
12   9 2 1,000 10,000 1,120,000 1081020350125 4003530004773
13   9 2 1,000 10,000 1,120,000 1081020350135 4003530009525
15 11 2 1,000 10,000 630,000 1081020350155 4003530009532
16 13 2 1,000 10,000 630,000 1081020350165 4003530004780
17 13 2 1,000 10,000 630,000 1081020350175 4003530009549
20 16 2 1,000 10,000 630,000 1081020350205 4003530004797
25 21 2 1,000 10,000 320,000 1081020350255 4003530004803
30 25 2 1,000 10,000 320,000 1081020350305 4003530004810
35 30 2 1,000 10,000 320,000 1081020350355 4003530004827
40 35 2 1,000 10,000 280,000 1081020350405 4003530004834
45 40 2 1,000 10,000 280,000 1081020350455 4003530004841
50 40 2 500 5,000 160,000 1081020350505 4003530004858

12   9 2 200 2,000 470,000 1081020350123 4003530006685
16 13 2 200 2,000 260,000 1081020350163 4003530006692
20 16 2 200 2,000 260,000 1081020350203 4003530006708
25 21 2 200 2,000 260,000 1081020350253 4003530006715
30 25 2 200 2,000 260,000 1081020350303 4003530006722
35 30 2 200 2,000 224,000 1081020350353 4003530006739
40 35 2 200 2,000 224,000 1081020350403 4003530006746
45 40 2 200 2,000 126,000 1081020350453 4003530006753
50 40 2 200 2,000 126,000 1081020350503 4003530006760

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

4.0
12   9 2 1,000 10,000 630,000 1081020400125 4003530004865
15 11 2 1,000 10,000 630,000 1081020400155 4003530009556
16 13 2 1,000 10,000 630,000 1081020400165 4003530004872
17 13 2 1,000 10,000 630,000 1081020400175 4003530009563
20 16 2 1,000 10,000 630,000 1081020400205 4003530004889
25 21 2 1,000 10,000 320,000 1081020400255 4003530004896
30 25 2 1,000 10,000 320,000 1081020400305 4003530004902
35 30 2 1,000 10,000 280,000 1081020400355 4003530004919
40 35 2 1,000 10,000 280,000 1081020400405 4003530004926
45 40 2 500 5,000 160,000 1081020400455 4003530004933
50 45 2 500 5,000 140,000 1081020400505 4003530004940
55 50 2 500 5,000 140,000 1081020400555 4003530004957
60 50 2 500 5,000 140,000 1081020400605 4003530004964
70 50 2 500 2,500 140,000 1081020400705 4003530004971
80 50 2 200 2,000 64,000 1081020400805 4003530040009

16 13 2 200 2,000 260,000 1081020400163 4003530006777
20 16 2 200 2,000 260,000 1081020400203 4003530006784
25 21 2 200 2,000 260,000 1081020400253 4003530006791
30 25 2 200 2,000 224,000 1081020400303 4003530006807
35 30 2 200 2,000 224,000 1081020400353 4003530006814
40 35 2 200 2,000 126,000 1081020400403 4003530006821
45 40 2 200 2,000 126,000 1081020400453 4003530006838
50 45 2 200 2,000 126,000 1081020400503 4003530006845
60 50 2 100 1,000 63,000 1081020400603 4003530006852
70 50 2 100 1,000 32,000 1081020400703 4003530006869

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Zinc yellow passivated   A2L

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

56
57

0672-CPD-I 14.12.17
ETA-12/0114

4.5
16 13 2 1,000 10,000 640,000 1081020450165 4003530004988
20 15 2 1,000 10,000 320,000 1081020450205 4003530004995
25 20 2 1,000 10,000 320,000 1081020450255 4003530005008
30 25 2 1,000 10,000 280,000 1081020450305 4003530005015
35 30 2 500 5,000 160,000 1081020450355 4003530005022
40 34 2 500 5,000 160,000 1081020450405 4003530005039
45 39 2 500 5,000 140,000 1081020450455 4003530005046
50 44 2 500 5,000 140,000 1081020450505 4003530005053
55 49 2 500 5,000 140,000 1081020450555 4003530005060
60 54 2 500 5,000 140,000 1081020450605 4003530005077
70 59 2 500 2,500 140,000 1081020450705 4003530005084
80 59 2 200 2,000 64,000 1081020450805 4003530005091

16 13 2 200 2,000 260,000 1081020450163 4003530006876
20 15 2 200 2,000 260,000 1081020450203 4003530006883
25 20 2 200 2,000 224,000 1081020450253 4003530006890
30 25 2 200 2,000 224,000 1081020450303 4003530006906
35 30 2 200 2,000 126,000 1081020450353 4003530006913
40 34 2 200 2,000 126,000 1081020450403 4003530006920
45 39 2 200 2,000 126,000 1081020450453 4003530006937
50 44 2 200 2,000 64,000 1081020450503 4003530006944
60 54 2 100 1,000 63,000 1081020450603 4003530006951
70 59 2 100 1,000 32,000 1081020450703 4003530006968
80 59 2 100 1,000 32,000 1081020450803 4003530006975

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

5.0
16 12 2 1,000 10,000 320,000 1081020500165 4003530005107
20 15 2 1,000 10,000 320,000 1081020500205 4003530005114
25 20 2 1,000 10,000 320,000 1081020500255 4003530005121
30 25 2 500 5,000 160,000 1081020500305 4003530005138
35 30 2 500 5,000 160,000 1081020500355 4003530005145
40 35 2 500 5,000 140,000 1081020500405 4003530005152
45 39 2 500 5,000 140,000 1081020500455 4003530005169
50 44 2 500 5,000 140,000 1081020500505 4003530005176
55 49 2 500 5,000 140,000 1081020500555 4003530005183
60 54 2 500 2,500 140,000 1081020500605 4003530005190
70 61 2 200 2,000 64,000 1081020500705 4003530005206
80 61 2 200 2,000 64,000 1081020500805 4003530005213

20 15 2 200 2,000 260,000 1081020500203 4003530006982
25 20 2 200 2,000 224,000 1081020500253 4003530006999
30 25 2 200 2,000 224,000 1081020500303 4003530007002
35 30 2 200 2,000 126,000 1081020500353 4003530007019
40 35 2 200 2,000 126,000 1081020500403 4003530007026
45 39 2 200 2,000 126,000 1081020500453 4003530007033
50 44 2 200 2,000 64,000 1081020500503 4003530007040
55 49 2 100 1,000 63,000 1081020500553 4003530009587
60 54 2 100 1,000 63,000 1081020500603 4003530007057
70 61 2 100 1,000 32,000 1081020500703 4003530007064
80 61 2 100 1,000 32,000 1081020500803 4003530007071

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

58
59

0672-CPD-I 14.12.17
ETA-12/0114

6.0
30 24 3 500 5,000 160,000 1081020600305 4003530005268
35 29 3 500 5,000 140,000 1081020600355 4003530009570
40 34 3 500 2,500 140,000 1081020600405 4003530005275
45 38 3 500 2,500 140,000 1081020600455 4003530005282
50 43 3 200 2,000 64,000 1081020600505 4003530005299
55 48 3 200 2,000 64,000 1081020600555 4003530005305
60 53 3 200 2,000 56,000 1081020600605 4003530005312
70 61 3 200 2,000 56,000 1081020600705 4003530005329
80 61 3 200 2,000 56,000 1081020600805 4003530005336

40 34 3 200 2,000 64,000 1081020600403 4003530007095
45 38 3 200 2,000 64,000 1081020600453 4003530009600
50 43 3 100 1,000 32,000 1081020600503 4003530012136
60 53 3 100 1,000 32,000 1081020600603 4003530007118
70 61 3 100 1,000 32,000 1081020600703 4003530007125

  80 61 3 100 1,000 32,000 1081020600803 4003530007132

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

Standard package

Craft package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Zinc yellow passivated   A2L

3.5
30 18 2 1,000 10,000 320,000 0291020350305 4003530009990
35 23 2 1,000 10,000 320,000 0291020350355 4003530010002
40 23 2 1,000 10,000 280,000 0291020350405 4003530010019
45 30 2 1,000 10,000 280,000 0291020350455 4003530039829
50 32 2 500 5,000 160,000 0291020350505 4003530039836

30 18 2 200 2,000 260,000 0291020350303 4003530011375
35 23 2 200 2,000 224,000 0291020350353 4003530011382
40 23 2 200 2,000 224,000 0291020350403 4003530011399

4.0
30 18 2 1,000 10,000 320,000 0291020400305 4003530010026
35 23 2 1,000 10,000 280,000 0291020400355 4003530010033
40 23 2 1,000 10,000 280,000 0291020400405 4003530010040
45 30 2 500 5,000 160,000 0291020400455 4003530010057
50 32 2 500 5,000 140,000 0291020400505 4003530010064
55 35 2 500 5,000 140,000 0291020400555 4003530023064
60 35 2 500 5,000 140,000 0291020400605 4003530010071

30 18 2 200 2,000 224,000 0291020400303 4003530011405
35 23 2 200 2,000 224,000 0291020400353 4003530011412
40 23 2 200 2,000 126,000 0291020400403 4003530011429
45 30 2 200 2,000 126,000 0291020400453 4003530011436
50 32 2 200 2,000 126,000 0291020400503 4003530011443
60 35 2 100 1,000 63,000 0291020400603 4003530011450

4.5
30 17 2 1,000 10,000 280,000 0291020450305 4003530010095
35 25 2 500 5,000 160,000 0291020450355 4003530010101
40 25 2 500 5,000 160,000 0291020450405 4003530010118
45 30 2 500 5,000 140,000 0291020450455 4003530010125
50 32 2 500 5,000 140,000 0291020450505 4003530010132
55 37 2 500 5,000 140,000 0291020450555 4003530010149
60 37 2 500 5,000 140,000 0291020450605 4003530010156
70 42 2 500 2,500 140,000 0291020450705 4003530010163

Standard package

Craft package

Craft package

Standard package

Standard package

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial  
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



60
61

90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

4.5
  30 17 2 200 2,000 224,000 0291020450303 4003530011467
  35 25 2 200 2,000 224,000 0291020450353 4003530011474
  40 25 2 200 2,000 126,000 0291020450403 4003530011481
  45 30 2 200 2,000 126,000 0291020450453 4003530011498
  50 32 2 200 2,000 64,000 0291020450503 4003530011504
  60 37 2 100 1,000 63,000 0291020450603 4003530021206
  70 42 2 100 1,000 32,000 0291020450703 4003530011528

5.0
  40 27 2 500 5,000 140,000 0291020500405 4003530010187
  45 30 2 500 5,000 140,000 0291020500455 4003530010194
  50 32 2 500 5,000 140,000 0291020500505 4003530010200
  55 37 2 500 5,000 140,000 0291020500555 4003530039850
  60 37 2 500 2,500 140,000 0291020500605 4003530010217
  70 41 2 200 2,000 64,000 0291020500705 4003530010224
  80 46 2 200 2,000 64,000 0291020500805 4003530010231
  90 61 2 200 2,000 64,000 1081020500905 4003530005220
100 61 2 200 2,000 64,000 1081020501005 4003530005237
110 69 2 200 2,000 64,000 1081020501105 4003530005244
120 69 2 200 2,000 56,000 1081020501205 4003530005251

  40 27 2 200 2,000 126,000 0291020500403 4003530011542
  45 30 2 200 2,000 126,000 0291020500453 4003530011559
  50 32 2 200 2,000 64,000 0291020500503 4003530011566
  60 37 2 100 1,000 63,000 0291020500603 4003530011573
  70 41 2 100 1,000 32,000 0291020500703 4003530011580
  80 46 2 100 1,000 32,000 0291020500803 4003530011597
  90 61 2 100 1,000 32,000 1081020500903 4003530009594
100 61 2 100 1,000 32,000 1081020501003 4003530007088

Standard package

Craft package

Craft package

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial  
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

6.0
  50 32 3 200 2.000 64.000 0291020600505 4003530010262
  60 37 3 200 2.000 56.000 0291020600605 4003530010279
  70 41 3 200 2.000 56.000 0291020600705 4003530010286
  80 46 3 200 2.000 56.000 0291020600805 4003530010293
  90 61 3 200 1.000 56.000 1081020600905 4003530005343
100 61 3 100 1.000 32.000 1081020601005 4003530005350
110 68 3 100 1.000 32.000 1081020601105 4003530005367
120 68 3 100 1.000 28.000 1081020601205 4003530005374
130 68 3 100 1.000 28.000 1081020601305 4003530005381
140 68 3 100 1.000 28.000 1081020601405 4003530005398
150 68 3 100 1.000 28.000 1081020601505 4003530005404

160 65 3 100 1.000 28.000 1081020601605 4003530005411
180 65 3 100 1.000 28.000 1081020601805 4003530005428
200 65 3 100 1.000 24.000 1081020602005 4003530005435
220 65 3 100 1.000 24.000 1081020602205 4003530005442
240 65 3 100 1.000 24.000 1081020602405 4003530005459

  50 32 3 100 1.000 32.000 0291020600503 4003530014543
  60 37 3 100 1.000 32.000 0291020600603 4003530011627
  70 41 3 100 1.000 32.000 0291020600703 4003530011672
  80 46 3 100 1.000 32.000 0291020600803 4003530011641
  90 61 3 100 1.000 32.000 1081020600903 4003530007149

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Zinc yellow passivated   A2L

Standard package

Craft package

With 4CUT cutter

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial  
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



62
63

Ø 
d190
°

Ls

LgV

3.0
10 7 1 1.000 10.000 1.120.000 0321020300105 4003530106705
12 10 1 1.000 10.000 1.120.000 0321020300125 4003530017667
13 10 1 1.000 10.000 1.120.000 0321020300135 4003530017674
15 12 1 1.000 10.000 1.120.000 0321020300155 4003530017681
16 14 1 1.000 10.000 1.120.000 0321020300165 4003530017698
17 14 1 1.000 10.000 1.120.000 0321020300175 4003530017704
20 17 1 1.000 10.000 630.000 0321020300205 4003530017711
25 21 1 1.000 10.000 630.000 0321020300255 4003530017728
30 26 1 1.000 10.000 320.000 0321020300305 4003530017735

Flat countersunk head, cross recess, type Z 
With continuous hinge head (Ø 5 mm), case hardened, slide-coated

Standard package

Zinc yellow passivated   A2L

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial  
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

2.5 *
12 10 1 1,000 10,000 1,120,000 1081140250125 4003530018091
16 14 1 1,000 10,000 1,120,000 1081140250165 4003530018107
20 17 1 1,000 10,000 1,120,000 1081140250205 4003530018114
25 22 1 1,000 10,000 630,000 1081140250255 4003530018121

3.0 * 12 10 1 1,000 10,000 1,120,000 1081140300125 4003530018145
16 14 1 1,000 10,000 1,120,000 1081140300165 4003530018152
17 14 1 1,000 10,000 1,120,000 1081140300175 4003530018169
20 17 1 1,000 10,000 630,000 1081140300205 4003530018176
25 21 1 1,000 10,000 630,000 1081140300255 4003530018183
30 26 1 1,000 10,000 320,000 1081140300305 4003530018190
35 31 1 1,000 10,000 320,000 1081140300355 4003530018206
40 36 1 1,000 10,000 280,000 1081140300405 4003530018213

3.5 12   9 2 1,000 10,000 1,120,000 1081140350125 4003530018220
15 11 2 1,000 10,000 630,000 1081140350155 4003530018237
16 13 2 1,000 10,000 630,000 1081140350165 4003530018244
20 16 2 1,000 10,000 630,000 1081140350205 4003530018251
25 21 2 1,000 10,000 320,000 1081140350255 4003530018268
30 25 2 1,000 10,000 320,000 1081140350305 4003530018275
35 30 2 1,000 10,000 320,000 1081140350355 4003530018282
40 35 2 1,000 10,000 280,000 1081140350405 4003530018299
45 40 2 1,000 10,000 280,000 1081140350455 4003530018305
50 40 2 500 5,000 160,000 1081140350505 4003530018312

4.0 16 13 2 1,000 10,000 630,000 1081140400165 4003530018329
20 16 2 1,000 10,000 630,000 1081140400205 4003530018336
25 21 2 1,000 10,000 320,000 1081140400255 4003530018343
30 25 2 1,000 10,000 320,000 1081140400305 4003530018350
35 30 2 1,000 10,000 280,000 1081140400355 4003530018367
40 35 2 1,000 10,000 280,000 1081140400405 4003530018374
45 40 2 500 5,000 160,000 1081140400455 4003530018381
50 45 2 500 5,000 140,000 1081140400505 4003530018398
60 50 2 500 5,000 140,000 1081140400605 4003530018404
70 50 2 500 2,500 140,000 1081140400705 4003530018411

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Bronze finish   C1A

SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

Standard package

* alternative design

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]



90
°

Ls

LgV

Ø 
d1

64
65

0672-CPD-I 14.12.17
ETA-12/0114

4.5
25 20 2 1,000 10,000 320,000 1081140450255 4003530018435
30 25 2 1,000 10,000 280,000 1081140450305 4003530018442
35 30 2 500 5,000 160,000 1081140450355 4003530018459
40 34 2 500 5,000 160,000 1081140450405 4003530018466
45 39 2 500 5,000 140,000 1081140450455 4003530018473
50 44 2 500 5,000 140,000 1081140450505 4003530018480
60 54 2 500 5,000 140,000 1081140450605 4003530018497
70 59 2 500 2,500 140,000 1081140450705 4003530018503
80 59 2 200 2,000 64,000 1081140450805 4003530018510

5.0 30 25 2 500 5,000 160,000 1081140500305 4003530018527
35 30 2 500 5,000 160,000 1081140500355 4003530018534
40 35 2 500 5,000 140,000 1081140500405 4003530018541
45 39 2 500 5,000 140,000 1081140500455 4003530018558
50 44 2 500 5,000 140,000 1081140500505 4003530018565
60 54 2 500 2,500 140,000 1081140500605 4003530018572
70 61 2 200 2,000 64,000 1081140500705 4003530018589
80 61 2 200 2,000 64,000 1081140500805 4003530018596

6.0 50 43 3 200 2,000 64,000 1081140600505 4003530018633
60 53 3 200 2,000 56,000 1081140600605 4003530018640
70 61 3 200 2,000 56,000 1081140600705 4003530018657
80 61 3 200 2,000 56,000 1081140600805 4003530018664

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Bronze finish   C1A

Standard package

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]
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SPAX – THE UNIVERSAL SCREW 
Flat countersunk head
SPAX cross recess, type Z 

5.0
  50 61 2 200 2,000 64,000 1081140500905 4003530018602

6.0   90 61 3 200 1,000 56,000 1081140600905 4003530018671
100 61 3 100 1,000 32,000 1081140601005 4003530018688
120 68 3 100 1,000 28,000 1081140601205 4003530018695

Flat countersunk head, cross recess, type Z 
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Standard package

Bronze finish   C1A

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial  
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]
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SPAX – THE UNIVERSAL SCREW 
Pan head
SPAX T-STAR plus / cross recess, type Z

The SPAX tip
SPAX   
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SPAX pan head screw

Blue zinc plated  A2J

Surface finishes

 SPAX 4CUT point:  
 
 

 SPAX ground serrations:  

 SPAX T-STAR plus:  
 

Pan head
T-STAR plus /  
cross recess, type Z

The advantages



Ls

Lg

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.0 *
10   8    10 1,000 10,000 1,120,000 0201010300105 4003530165733
12 11    10 1,000 10,000 1,120,000 0201010300125 4003530110009
13 11    10 1,000 10,000 1,120,000 0201010300135 4003530148446
15 13    10 1,000 10,000 1,120,000 0201010300155 4003530165757
16 15    10 1,000 10,000 630,000 0201010300165 4003530107993
17 15    10 1,000 10,000 630,000 0201010300175 4003530165771
20 18    10 1,000 10,000 630,000 0201010300205 4003530108006
25 23    10 1,000 10,000 630,000 0201010300255 4003530108020
30 28    10 1,000 10,000 320,000 0201010300305 4003530165801

10   8    10 200 2,000 470,000 0201010300103 4003530165719
12 11    10 200 2,000 470,000 0201010300123 4003530165740
16 15    10 200 2,000 470,000 0201010300163 4003530165764
20 18    10 200 2,000 260,000 0201010300203 4003530170461
25 23    10 200 2,000 260,000 0201010300253 4003530165788
30 28    10 200 2,000 260,000 0201010300303 4003530165795

3.5
12 11    15 1,000 10,000 630,000 0201010350125 4003530165825
13 11    15 1,000 10,000 630,000 0201010350135 4003530165832
15 13    15 1,000 10,000 630,000 0201010350155 4003530165849
16 15    15 1,000 10,000 630,000 0201010350165 4003530113857
17 15    15 1,000 10,000 630,000 0201010350175 4003530165863
20 18    15 1,000 10,000 630,000 0201010350205 4003530165887
25 23    15 1,000 10,000 320,000 0201010350255 4003530165900
30 27    15 1,000 10,000 320,000 0201010350305 4003530165924
35 32    15 1,000 10,000 320,000 0201010350355 4003530162138
40 37    15 1,000 10,000 280,000 0201010350405 4003530165948

12 11    15 200 2,000 470,000 0201010350123 4003530165818
16 15    15 200 2,000 260,000 0201010350163 4003530165856
20 18    15 200 2,000 260,000 0201010350203 4003530165870
25 23    15 200 2,000 260,000 0201010350253 4003530165894
30 27    15 200 2,000 224,000 0201010350303 4003530165917
35 32    15 200 2,000 224,000 0201010350353 4003530165931

SPAX – THE UNIVERSAL SCREW 
Pan head
SPAX T-STAR plus

Pan head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

SPAX Master 
carton

Standard package

Standard package

Craft package

Craft package

T-STAR plus,  T-STAR plus,
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4.0
12 11    20 1,000 10,000 630,000 0201010400125 4003530165962
13 11    20 1,000 10,000 630,000 0201010400135 4003530165979
15 13    20 1,000 10,000 630,000 0201010400155 4003530165986
16 15    20 1,000 10,000 320,000 0201010400165 4003530108037
17 15    20 1,000 10,000 320,000 0201010400175 4003530166006
20 18    20 1,000 10,000 320,000 0201010400205 4003530108044
25 23    20 1,000 10,000 320,000 0201010400255 4003530160813
30 27    20 1,000 10,000 280,000 0201010400305 4003530113871
35 32    20 1,000 5,000 280,000 0201010400355 4003530113888
40 37    20 500 5,000 160,000 0201010400405 4003530113895
45 42    20 500 5,000 160,000 0201010400455 4003530166075
50 47    20 500 5,000 140,000 0201010400505 4003530113901
60 50    20 500 5,000 140,000 0201010400605 4003530166099

12 11    20 200 2,000 260,000 0201010400123 4003530165955
16 15    20 200 2,000 260,000 0201010400163 4003530165993
20 18    20 200 2,000 260,000 0201010400203 4003530166013
25 23    20 200 2,000 224,000 0201010400253 4003530166020
30 27    20 200 2,000 224,000 0201010400303 4003530166037
35 32    20 200 2,000 224,000 0201010400353 4003530166044
40 37    20 200 2,000 126,000 0201010400403 4003530166051
45 42    20 200 2,000 126,000 0201010400453 4003530166068
50 47    20 200 2,000 126,000 0201010400503 4003530166082

Pan head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

SPAX Master 
carton

Standard package

Craft package

T-STAR plus,  T-STAR plus,

You will find this screw also in the  “STAINLESS STEEL” section. see page 161
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4.5
12 11    20 1,000 10,000 630,000 0201010450125 4003530166105
15 13    20 1,000 10,000 320,000 0201010450155 4003530166112
16 15    20 1,000 10,000 320,000 0201010450165 4003530165610
17 15    20 1,000 10,000 320,000 0201010450175 4003530166136
20 17    20 1,000 10,000 320,000 0201010450205 4003530166150
25 22    20 1,000 10,000 280,000 0201010450255 4003530166174
30 27    20 500 5,000 160,000 0201010450305 4003530166198
35 32    20 500 5,000 160,000 0201010450355 4003530161865
40 37    20 500 5,000 160,000 0201010450405 4003530164705
45 42    20 500 5,000 140,000 0201010450455 4003530164729
50 47    20 500 5,000 140,000 0201010450505 4003530164736
60 57    20 500 5,000 140,000 0201010450605 4003530166242

16 15    20 200 2,000 260,000 0201010450163 4003530166129
20 17    20 200 2,000 260,000 0201010450203 4003530166143
25 22    20 200 2,000 224,000 0201010450253 4003530166167
30 27    20 200 2,000 224,000 0201010450303 4003530166181
35 32    20 200 2,000 126,000 0201010450353 4003530166204
40 37    20 200 2,000 126,000 0201010450403 4003530166211
45 42    20 200 2,000 126,000 0201010450453 4003530166228
50 47    20 200 2,000 64,000 0201010450503 4003530166235

Pan head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

SPAX – THE UNIVERSAL SCREW 
Pan head
SPAX T-STAR plus

SPAX Master 
carton

Standard package

Craft package

T-STAR plus, T-STAR plus,
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5.0
15 12    20 1,000 10,000 320,000 0201010500155 4003530166259
16 14    20 1,000 10,000 320,000 0201010500165 4003530166273
17 14    20 1,000 10,000 320,000 0201010500175 4003530166280
20 17    20 1,000 10,000 320,000 0201010500205 4003530113918
25 22    20 500 5,000 160,000 0201010500255 4003530113925
30 27    20 500 5,000 160,000 0201010500305 4003530164699
35 32    20 500 5,000 160,000 0201010500355 4003530113932
40 37    20 500 5,000 140,000 0201010500405 4003530113949
45 41    20 200 2,000 64,000 0201010500455 4003530166341
50 46    20 200 2,000 64,000 0201010500505 4003530113956
60 56    20 200 2,000 64,000 0201010500605 4003530113963
70 61    20 200 2,000 64,000 0201010500705 4003530166389
80 61    20 200 2,000 64,000 0201010500805 4003530148460
90 61    20 200 2,000 64,000 0201010500905 4003530166402

16 14    20 200 2,000 224,000 0201010500163 4003530166266
20 17    20 200 2,000 224,000 0201010500203 4003530166297
25 22    20 200 2,000 224,000 0201010500253 4003530166303
30 27    20 200 2,000 126,000 0201010500303 4003530166310
35 32    20 200 2,000 126,000 0201010500353 4003530166327
40 37    20 200 2,000 126,000 0201010500403 4003530166334
50 46    20 100 1,000 63,000 0201010500503 4003530166358
60 56    20 100 1,000 63,000 0201010500603 4003530166365
70 61    20 100 1,000 32,000 0201010500703 4003530166372
80 61    20 100 1,000 32,000 0201010500803 4003530166396

Pan head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

SPAX Master 
carton

Craft package

Standard package

T-STAR plus, T-STAR plus,
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6.0
  20 17    30 500 5,000 160,000 0201010600205 4003530166419
  25 22    30 500 5,000 160,000 0201010600255 4003530166426
  30 27    30 500 2,500 140,000 0201010600305 4003530166433
  35 32    30 500 2,500 140,000 0201010600355 4003530127885
  40 37    30 500 2,500 140,000 0201010600405 4003530166457
  45 41    30 200 2,000 64,000 0201010600455 4003530166464
  50 46    30 200 2,000 64,000 0201010600505 4003530165085
  60 56    30 200 2,000 56,000 0201010600605 4003530113970
  70 61    30 200 2,000 56,000 0201010600705 4003530113987
  80 61    30 200 1,000 56,000 0201010600805 4003530166488
  90 61    30 200 1,000 56,000 0201010600905 4003530166495
100 61    30 100 1,000 32,000 0201010601005 4003530166501

  40 37    30 200 2,000 64,000 0201010600403 4003530166440
  50 46    30 100 1,000 32,000 0201010600503 4003530166471

SPAX – THE UNIVERSAL SCREW 
Pan head
SPAX T-STAR plus

Pan head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

Standard package

Craft package

T-STAR plus, T-STAR plus,

SPAX Master 
carton
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3.0 *
10   8    1 1,000 10,000 1,120,000 0231010300105 4003530014970
12 11    1 1,000 10,000 1,120,000 0231010300125 4003530014987
13 11    1 1,000 10,000 1,120,000 0231010300135 4003530014994
15 13    1 1,000 10,000 1,120,000 0231010300155 4003530015007
16 15    1 1,000 10,000 630,000 0231010300165 4003530015014
17 15    1 1,000 10,000 630,000 0231010300175 4003530015021
20 18    1 1,000 10,000 630,000 0231010300205 4003530015038
25 23    1 1,000 10,000 630,000 0231010300255 4003530015045
30 28    1 1,000 10,000 320,000 0231010300305 4003530015052

3.5 12 11    2 1,000 10,000 630,000 0231010350125 4003530015069
13 11    2 1,000 10,000 630,000 0231010350135 4003530015076
15 13    2 1,000 10,000 630,000 0231010350155 4003530015083
16 15    2 1,000 10,000 630,000 0231010350165 4003530015090
17 15    2 1,000 10,000 630,000 0231010350175 4003530015205
20 18    2 1,000 10,000 630,000 0231010350205 4003530015106
25 23    2 1,000 10,000 320,000 0231010350255 4003530015113
30 27    2 1,000 10,000 320,000 0231010350305 4003530015120
35 32    2 1,000 10,000 320,000 0231010350355 4003530015137
40 37    2 1,000 10,000 280,000 0231010350405 4003530015144

4.0 12 11    2 1,000 10,000 630,000 0231010400125 4003530015151
13 11    2 1,000 10,000 630,000 0231010400135 4003530015168
15 13    2 1,000 10,000 630,000 0231010400155 4003530015175
16 15    2 1,000 10,000 320,000 0231010400165 4003530015182
17 15    2 1,000 10,000 320,000 0231010400175 4003530015199
20 18    2 1,000 10,000 320,000 0231010400205 4003530015212
25 23    2 1,000 10,000 320,000 0231010400255 4003530015229
30 27    2 1,000 10,000 280,000 0231010400305 4003530015236
35 32    2 1,000 5,000 280,000 0231010400355 4003530015243
40 37    2 500 5,000 160,000 0231010400405 4003530015250
45 42    2 500 5,000 160,000 0231010400455 4003530015267
50 47    2 500 5,000 140,000 0231010400505 4003530015274
60 50    2 500 5,000 140,000 0231010400605 4003530015281

4.5 12 11    2 1,000 10,000 630,000 0231010450125 4003530015298
15 13    2 1,000 10,000 320,000 0231010450155 4003530015304
16 15    2 1,000 10,000 320,000 0231010450165 4003530015311

Pan head, cross recess, type Z
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

SPAX – THE UNIVERSAL SCREW 
Pan head
SPAX cross recess, type Z

cross 
recess,
type Z

SPAX Master 
carton

Standard package

Cross recess, type Z,  Cross recess, type Z,
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4.5
  17 15    2 1,000 10,000 320,000 0231010450175 4003530015328
  20 17    2 1,000 10,000 320,000 0231010450205 4003530015335
  25 22    2 1,000 10,000 280,000 0231010450255 4003530015342
  30 27    2 500 5,000 160,000 0231010450305 4003530015359
  35 32    2 500 5,000 160,000 0231010450355 4003530015366
  40 37    2 500 5,000 160,000 0231010450405 4003530015373
  45 42    2 500 5,000 140,000 0231010450455 4003530015380
  50 47    2 500 5,000 140,000 0231010450505 4003530015397
  60 57    2 500 5,000 140,000 0231010450605 4003530103353

5.0   15 12    2 1,000 10,000 320,000 0231010500155 4003530039478
  16 14    2 1,000 10,000 320,000 0231010500165 4003530015403
  17 14    2 1,000 10,000 320,000 0231010500175 4003530015410
  20 17    2 1,000 10,000 320,000 0231010500205 4003530015427
  25 22    2 500 5,000 160,000 0231010500255 4003530015434
  30 27    2 500 5,000 160,000 0231010500305 4003530015441
  35 32    2 500 5,000 160,000 0231010500355 4003530015458
  40 37    2 500 5,000 140,000 0231010500405 4003530016059
  45 41    2 200 2,000 64,000 0231010500455 4003530015472
  50 46    2 200 2,000 64,000 0231010500505 4003530015489
  60 56    2 200 2,000 64,000 0231010500605 4003530015496
  70 61    2 200 2,000 64,000 0231010500705 4003530015502
  80 61    2 200 2,000 64,000 0231010500805 4003530015519
  90 61    2 200 2,000 64,000 0231010500905 4003530015526

6.0   20 17    3 500 5,000 160,000 0231010600205 4003530103414
  25 22    3 500 5,000 160,000 0231010600255 4003530103421
  30 27    3 500 2,500 140,000 0231010600305 4003530015533
  35 32    3 500 2,500 140,000 0231010600355 4003530015540
  40 37    3 500 2,500 140,000 0231010600405 4003530015557
  45 41    3 200 2,000 64,000 0231010600455 4003530015564
  50 46    3 200 2,000 64,000 0231010600505 4003530015571
  60 56    3 200 2,000 56,000 0231010600605 4003530015588
  70 61    3 200 2,000 56,000 0231010600705 4003530015595
  80 61    3 200 1,000 56,000 0231010600805 4003530015601
  90 61    3 200 1,000 56,000 0231010600905 4003530015618
100 61    3 100 1,000 32,000 0231010601005 4003530015625

Pan head, cross recess, type Z
With SPAX 4CUT point, case hardened, slide-coated  

Blue zinc plated  A2J

cross 
recess,
type Z

SPAX Master 
carton

Standard package

Cross recess, type Z,  Cross recess, type Z,



SPAX – THE UNIVERSAL SCREW 
Raised countersunk head
SPAX T-STAR plus / cross recess, type Z 

The SPAX tip
SPAX  
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Raised 
countersunk 
head  
T-STAR plus /  
cross recess, type Z

SPAX raised countersunk head 
screw

SPAX raised countersunk head screws 

Blue zinc plated  A2J

Surface finishes

The advantages

 SPAX 4CUT point:  
 
 

 SPAX ground serrations:  

 SPAX T-STAR plus:  
 

Nickel plated E1J

Stainless steel A2/304 1.4567
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3.0 *
12 10 10 1,000 10,000 1,120,000 0621010300125 4003530166693
13 10 10 1,000 10,000 1,120,000 0621010300135 4003530161957
15 12 10 1,000 10,000 1,120,000 0621010300155 4003530161773
16 14 10 1,000 10,000 1,120,000 0621010300165 4003530161834
17 14 10 1,000 10,000 1,120,000 0621010300175 4003530161520
20 17 10 1,000 10,000 630,000 0621010300205 4003530167010
25 21 10 1,000 10,000 630,000 0621010300255 4003530167027
30 26 10 1,000 10,000 320,000 0621010300305 4003530167034
35 31 10 1,000 10,000 320,000 0621010300355 4003530167041

3.5 12   9 15 1,000 10,000 1,120,000 0621010350125 4003530167058
15 11 15 1,000 10,000 630,000 0621010350155 4003530167065
16 13 15 1,000 10,000 630,000 0621010350165 4003530167072
17 13 15 1,000 10,000 630,000 0621010350175 4003530167089
20 16 15 1,000 10,000 630,000 0621010350205 4003530167096
25 21 15 1,000 10,000 320,000 0621010350255 4003530191602
30 25 15 1,000 10,000 320,000 0621010350305 4003530167119
35 30 15 1,000 10,000 320,000 0621010350355 4003530167126
40 35 15 1,000 10,000 280,000 0621010350405 4003530167133

4.0 15 11 20 1,000 10,000 630,000 0621010400155 4003530167140
16 13 20 1,000 10,000 630,000 0621010400165 4003530167157
17 13 20 1,000 10,000 630,000 0621010400175 4003530167164
20 16 20 1,000 10,000 320,000 0621010400205 4003530167171
25 21 20 1,000 10,000 320,000 0621010400255 4003530167188
30 25 20 1,000 10,000 320,000 0621010400305 4003530167195
35 30 20 1,000 10,000 280,000 0621010400355 4003530167201
40 35 20 500 5,000 160,000 0621010400405 4003530167218
45 40 20 500 5,000 160,000 0621010400455 4003530167225
50 45 20 500 5,000 140,000 0621010400505 4003530167232

Raised countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated

Blue zinc plated   A2J

SPAX Master 
carton

Standard package

SPAX – THE UNIVERSAL SCREW 
Raised countersunk head
SPAX T-STAR plus 

You will find this screw also in the  “STAINLESS STEEL” section. see page 162
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SPAX Master 
carton

4.5
30 25 20 1,000 10,000 280,000 0621010450305 4003530167249
35 30 20 500 5,000 160,000 0621010450355 4003530167256
40 34 20 500 5,000 160,000 0621010450405 4003530167263
45 39 20 500 5,000 140,000 0621010450455 4003530167270
50 44 20 500 5,000 140,000 0621010450505 4003530167287

5.0 35 30 20 500 5,000 160,000 0621010500355 4003530167294
40 35 20 500 5,000 140,000 0621010500405 4003530167300
45 39 20 200 2,000 64,000 0621010500455 4003530167317
50 44 20 200 2,000 64,000 0621010500505 4003530167324
60 54 20 200 2,000 64,000 0621010500605 4003530167331

Raised countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated

Blue zinc plated   A2J

Standard package
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SPAX – THE UNIVERSAL SCREW 
Raised countersunk head
SPAX cross recess, type Z

3.0 *
12 10 1 1,000 10,000 1,120,000 0241010300125 4003530016196
13 10 1 1,000 10,000 1,120,000 0241010300135 4003530016202
15 12 1 1,000 10,000 1,120,000 0241010300155 4003530016219
16 14 1 1,000 10,000 1,120,000 0241010300165 4003530016226
17 14 1 1,000 10,000 1,120,000 0241010300175 4003530016233
20 17 1 1,000 10,000 630,000 0241010300205 4003530016240
25 21 1 1,000 10,000 630,000 0241010300255 4003530016257
30 26 1 1,000 10,000 320,000 0241010300305 4003530016264
35 31 1 1,000 10,000 320,000 0241010300355 4003530016271

3.5 12   9 2 1,000 10,000 1,120,000 0241010350125 4003530016288
15 11 2 1,000 10,000 630,000 0241010350155 4003530016295
16 13 2 1,000 10,000 630,000 0241010350165 4003530016301
17 13 2 1,000 10,000 630,000 0241010350175 4003530016318
20 16 2 1,000 10,000 630,000 0241010350205 4003530016325
25 21 2 1,000 10,000 320,000 0241010350255 4003530016332
30 25 2 1,000 10,000 320,000 0241010350305 4003530016349
35 30 2 1,000 10,000 320,000 0241010350355 4003530016356
40 35 2 1,000 10,000 280,000 0241010350405 4003530016363

4.0 15 11 2 1,000 10,000 630,000 0241010400155 4003530016370
16 13 2 1,000 10,000 630,000 0241010400165 4003530016387
17 13 2 1,000 10,000 630,000 0241010400175 4003530016394
20 16 2 1,000 10,000 320,000 0241010400205 4003530016400
25 21 2 1,000 10,000 320,000 0241010400255 4003530016417
30 25 2 1,000 10,000 320,000 0241010400305 4003530016424
35 30 2 1,000 10,000 280,000 0241010400355 4003530016431
40 35 2 500 5,000 160,000 0241010400405 4003530016448
45 40 2 500 5,000 160,000 0241010400455 4003530016455
50 45 2 500 5,000 140,000 0241010400505 4003530016462

Raised countersunk head, cross recess, type Z
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated

Blue zinc plated   A2J

Standard package

cross 
recess,
type Z

SPAX Master 
carton
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90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

4.5
30 25 2 1,000 10,000 280,000 0241010450305 4003530016479
35 30 2 500 5,000 160,000 0241010450355 4003530016486
40 34 2 500 5,000 160,000 0241010450405 4003530016493
45 39 2 500 5,000 140,000 0241010450455 4003530016509
50 44 2 500 5,000 140,000 0241010450505 4003530016516

5.0 35 30 2 500 5,000 160,000 0241010500355 4003530016523
40 35 2 500 5,000 140,000 0241010500405 4003530016530
45 39 2 200 2,000 64,000 0241010500455 4003530016547
50 44 2 200 2,000 64,000 0241010500505 4003530016554
60 54 2 200 2,000 64,000 0241010500605 4003530016561

Raised countersunk head, cross recess, type Z
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated

Blue zinc plated   A2J

Standard package

cross 
recess,
type Z

SPAX Master 
carton
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°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

SPAX – THE UNIVERSAL SCREW 
Raised countersunk head
SPAX cross recess, type Z

3.0 *
16 14 1 1,000 10,000 1,120,000 0241030300165 4003530016783
20 17 1 1,000 10,000 630,000 0241030300205 4003530016790
25 21 1 1,000 10,000 630,000 0241030300255 4003530016806
30 26 1 1,000 10,000 320,000 0241030300305 4003530039539

3.5 16 13 2 1,000 10,000 630,000 0241030350165 4003530016813
20 16 2 1,000 10,000 630,000 0241030350205 4003530016820
25 21 2 1,000 10,000 320,000 0241030350255 4003530016837
30 25 2 1,000 10,000 320,000 0241030350305 4003530016844
35 30 2 1,000 10,000 320,000 0241030350355 4003530039546

4.0 16 13 2 1,000 10,000 630,000 0241030400165 4003530105883
17 13 2 1,000 10,000 630,000 0241030400175 4003530092039
20 16 2 1,000 10,000 320,000 0241030400205 4003530039553
25 21 2 1,000 10,000 320,000 0241030400255 4003530039560
30 25 2 1,000 10,000 320,000 0241030400305 4003530039577
35 30 2 1,000 10,000 280,000 0241030400355 4003530039584
40 35 2 500 5,000 160,000 0241030400405 4003530016851
45 40 2 500 5,000 160,000 0241030400455 4003530039591
50 45 2 500 5,000 140,000 0241030400505 4003530039607

4.5 17 13 2 1,000 10,000 320,000 0241030450175 4003530016868
35 30 2 500 5,000 160,000 0241030450355 4003530039614
40 34 2 500 5,000 160,000 0241030450405 4003530039621
50 44 2 500 5,000 140,000 0241030450505 4003530039638
60 54 2 500 5,000 140,000 0241030450605 4003530039645

5.0 50 44 2 200 2,000 64,000 0241030500505 4003530039652
60 54 2 200 2,000 64,000 0241030500605 4003530039669
70 61 2 200 2,000 64,000 0241030500705 4003530039676
80 61 2 200 2,000 64,000 0241030500805 4003530039683

Raised countersunk head, cross recess, type Z
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated

Nickel plated   E1J

Standard package

cross 
recess,
type Z

SPAX Master 
carton
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SPAX – THE UNIVERSAL SCREW 
Flange head
SPAX cross recess, type Z

The SPAX tip
SPAX  
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Surface finishes

SPAX flange head screws 

 
 

 
 

 

 
 

 
 

SPAX flange head 

The advantages

Flange head
Cross recess, 
type Z

Blue zinc plated  A2J

 SPAX 4CUT point:  
 
 

 SPAX ground serrations:  



Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.5
17 15 2 3,000 – 912,000 0281010350172 4003530109799
20 18 2 3,000 – 912,000 0281010350202 4003530109713
25 23 2 2,000 – 608,000 0281010350252 4003530109720
30 27 2 3,000 – 441,000 0281010350302 4003530109737
35 32 2 2,000 – 294,000 0281010350352 4003530109744

4.0 13 11 2 3,000 – 912,000 0281010400132 4003530109751
17 15 2 2,000 – 608,000 0281010400172 4003530107153
20 18 2 2,000 – 608,000 0281010400202 4003530109768
25 23 2 3,000 – 441,000 0281010400252 4003530107160
30 27 2 2,000 – 294,000 0281010400302 4003530107177
35 32 2 2,000 – 294,000 0281010400352 4003530092046
40 37 2 1,500 – 220,500 0281010400402 4003530097348
45 42 2 1,000 – 147,000 0281010400452 4003530107184

4.5 20 17 2 3,000 – 441,000 0281010450202 4003530092053
25 22 2 2,000 – 294,000 0281010450252 4003530092060
30 27 2 2,000 – 294,000 0281010450302 4003530092077
35 32 2 1,500 – 220,500 0281010450352 4003530097331
40 37 2 1,000 – 147,000 0281010450402 4003530092084
45 42 2 1,000 – 147,000 0281010450452 4003530092091
50 47 2 1,000 – 147,000 0281010450502 4003530092107

5.0 20 17 2 2,000 – 294,000 0281010500202 4003530092114
25 22 2 1,000 – 304,000 0281010500252 4003530092121
30 27 2 1,000 – 147,000 0281010500302 4003530092206
35 32 2 1,000 – 147,000 0281010500352 4003530092138
40 37 2 1,000 – 147,000 0281010500402 4003530092145
45 41 2 1,000 – 147,000 0281010500452 4003530092152
50 46 2 1,000 – 147,000 0281010500502 4003530092169
60 56 2 500 – 73,500 0281010500602 4003530092176

Flange head, cross recess, type Z
With SPAX 4CUT point, case hardened, slide-coated

Blue zinc plated   A2J

SPAX – THE UNIVERSAL SCREW 
Flange head
SPAX cross recess, type Z

Standard package

cross 
recess,
type Z

SPAX Master 
carton
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SPAX – Flat countersunk head 
Partial thread    .............. 92-93 
Full thread zinc yellow passivated   .............. 94-97 
Partial thread zinc yellow passivated .............. 98-101

SPAX – Washer head 
Partial / Full thread ............... 102-105 
Partial thread zinc yellow passivated.............. 106-109

SPAX – Cylindric head 
Full thread ............... 110-113

SPAX  
Threaded rod ............... 114-116 
Screw-sleeve ............... 117

Screwing aid ............... 117

FOR WOOD CONSTRUCTION
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The SPAX tip
 

 
 products. SPAX WIROX the new   

 application “car-port”.

 
 projects with WIROX. 

FOR WOOD CONSTRUCTION 
SPAX - Flat countersunk 8 mm
Partial thread



92
93

0672-CPD-I 14.12.17
ETA-12/0114

8.0   80 47 40 50 500 14,000 0191750800805 4003530179495
100 57 40 50 500 14,000 0191750801005 4003530178733

Ø d = 120 70 40 50 500 14,000 0191750801205 4003530178740
15.1 mm 140 80 40 50 500 14,000 0191750801405 4003530178764

160 80 40 50 500 14,000 0191750801605 4003530179150
180 80 40 50 500 14,000 0191750801805 4003530178757
200 80 40 50 500 12,000 0191750802005 4003530179167
220 80 40 50 500 12,000 0191750802205 4003530179020
240 80 40 50 – 4,800 0191750802405 4003530179037
260 80 40 50 – 4,800 0191750802605 4003530178771
280 80 40 50 – 4,800 0191750802805 4003530179044
300 80 40 50 – 4,800 0191750803005 4003530179051
320 80 40 50 – 3,600 0191750803205 4003530179068
340 80 40 50 – 3,600 0191750803405 4003530179075
360 80 40 50 – 3,600 0191750803605 4003530179082
380 80 40 50 – 3,600 0191750803805 4003530179099
400 80 40 50 – 3,600 0191750804005 4003530179105
450 80 40 50 – 3,000 0191750804505 4003530179112

 SPAX 4CUT point:  
 

 material. Square end displaces the fibres  

 SPAX MULTI Head:  
 
 

 
 on the head.

 SPAX ground serrations:   

 SPAX T-STAR plus: positive and  
 

 SPAX 4CUT cutter:  
with 4CUT cutter.  

 
 in torque.

 Approved by German and European  
 building authorities  
 number Z-9.1-449, Z-9.1-511 and  

 
 

 insulation systems.

The advantages

Flat countersunk  
8 mm T-STAR plus 

The tried and 
tested SPAX  
for wood  
construction

The surface with extremely high protection  
against corrosion

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

                      P3J

SPAX-No. EAN code

Pallet qty-
al thread

T

SPAX Master 
carton

Thread Ø
d1 total

With 4CUT cutter



FOR WOOD CONSTRUCTION 
SPAX – 8, 10 and 12 mm

The SPAX tip
SPAX total thread  

 
 

 

SPAX CUT point and  
 SPAX T-STAR plus  



A

B

C

94
95

8 / 10 / 12 mm
Flat countersunk 
head full thread  
between 160 mm 
and 800 mm

The features

  
 

.

  
 

 threaded screws.

  
 

 to 600 mm.

  
 authorities under Z-9.1-519. and  
 ETA-12/0114.

  
.

 Lateral pressure reinforcement

 
 

 
 to Z-9.1-519.

 Lateral tension reinforcements  
 conforming to DIN 1052:2008-12

 

 
 

 Flexibly connected bending beams

 
 

 
 renovation.

Surface finishes

A

B

C

Zinc yellow passivated A2L



Ø 
d190
°

Ls

LgV

Ø 
d k

0672-CPD-I 14.12.17
ETA-12/0114

8.0 160 40 50 500 12,000 1201020801605 4003530157073
180 40 50 500 12,000 1201020801805 4003530157080

Ø d = 200 40 50 500 12,000 1201020802005 4003530133459
15.1 mm 220 40 50 500 12,000 1201020802205 4003530132612

240 40 50 – 4,800 1201020802405 4003530133466
260 40 50 – 4,800 1201020802605 4003530132629
280 40 50 – 4,800 1201020802805 4003530132636
300 40 50 – 4,800 1201020803005 4003530132643
350 40 50 – 3,600 1201020803505 4003530133480
400 40 50 – 3,600 1201020804005 4003530133510
450 40 50 – 3,000 1201020804505 4003530133633
500 40 25 – 1,200 1201020805005 4003530148835
550 40 25 – 1,200 1201020805505 4003530133640
600 40 25 – 1,200 1201020806005 4003530133664

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

The SPAX for added lateral 
compression stability, elastically 
connected beams and added 
lateral tension stability.

The features at a glance:

 
 

 
 

 threaded screws.

 
 

 up to 600 mm.

 SPAX typical ground serrations: 

 Building authorities approval: 
 under Z-9.1-519 and ETA-12/0114  
 as wood connector.

Cost-effective alternative to:

 Formed metal sheet parts

 

  or 

FOR WOOD CONSTRUCTION 
SPAX – 8, 10 and 12 mm

Thread 
close 
to
head

SPAX-No. EAN code

Pallet qty
thread

T

SPAX Master 
carton

Thread Ø
d1 total



Ø 
d190
°

Ls

LgV

Ø 
d k

96
97

0672-CPD-I 14.12.17
ETA-12/0114

10.0 200 50 50 500 12,000 1201021002005 4003530133688
220 50 50 500 12,000 1201021002205 4003530133695

Ø d = 240 50 50 – 4,800 1201021002405 4003530133701
18.6 mm 260 50 50 – 4,800 1201021002605 4003530133718

280 50 50 – 4,800 1201021002805 4003530146893
300 50 50 – 4,800 1201021003005 4003530146909
350 50 50 – 3,600 1201021003505 4003530146923
400 50 50 – 3,600 1201021004005 4003530146930
450 50 50 – 3,000 1201021004505 4003530146947
500 50 25 – 1,200 1201021005005 4003530146954
550 50 25 – 1,200 1201021005505 4003530146961
600 50 25 – 1,200 1201021006005 4003530146978
800 50 25 – 800 1201021008005 4003530170065

12.0 200 50 25 250 6,000 1201021202005 4003530146763
220 50 25 250 6,000 1201021202205 4003530146770

Ø d = 240 50 25 – 2,400 1201021202405 4003530146787
18.6 mm 260 50 25 – 2,400 1201021202605 4003530146794

280 50 25 – 2,400 1201021202805 4003530146800
300 50 25 – 2,400 1201021203005 4003530146817
350 50 25 – 1,800 1201021203505 4003530146831
400 50 25 – 1,800 1201021204005 4003530146848
450 50 25 – 1,500 1201021204505 4003530146855
500 50 25 – 1,500 1201021205005 4003530146862
550 50 20 – 960 1201021205505 4003530146879
600 50 20 – 960 1201021206005 4003530146886

Flat countersunk head, T-STAR
With milled ribs and SPAX CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total thread

T

SPAX Master 
carton

Thread 
close 
to
head

NEW Product range expanded 10.0 x 800 mm



The SPAX tip
 

even  
 exceeds the strict requirements  

Deutsches Institut für  
 Bautechnik (German Institute for  
 Civil Engineering) .

SPAX  
 

 have received patents, such as the  
 SPAX T-STAR plus recess, the  
 SPAX 4CUT point and SPAX  
 4CUT cutter  

 

FOR WOOD CONSTRUCTION 
SPAX – 8, 10 and 12 mm
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A

Zinc yellow passivated A2L

Surface finishes

Flat countersunk  
head partial  
thread between  
80 mm and 600 mm

The features

 SPAX 4CUT point:  
 

 Square end displaces the fibres and  

 SPAX ground serrations:  

 SPAX 4CUT cutter:  
 

 with 4CUT cutter  

 SPAX MULTI Head: flush  
 

 screw head flush into the wood and 

 SPAX T-STAR plus: positive and  
 

 
 overhead.

Features:
 

 

 number Z-9.1-449, Z-9.1-511 and  
 ETA-12/0114  

 
 insulation systems

T-STAR plus T40 and   
 SPAX T-STAR T50

 
 

 
 Wall connection, wood frame 
 construction

 

 

 

 
 than screws

Declaration of  
conformity and  
licence by the  
German  
building  
authorities.

A



90
°

Ls

LgT

Ø 
d1

Ø 
d k

0672-CPD-I 14.12.17
ETA-12/0114

8.0   80 47 40 50 500 14,000 0191020800805 4003530045042
100 57 40 50 500 14,000 0191020801005 4003530045059

Ø d = 120 70 40 50 500 14,000 0191020801205 4003530042256
15.1 mm 140 80 40 50 500 14,000 0191020801405 4003530042263

160 80 40 50 500 14,000 0191020801605 4003530041808
180 80 40 50 500 14,000 0191020801805 4003530041815
200 80 40 50 500 12,000 0191020802005 4003530041822
220 80 40 50 500 12,000 0191020802205 4003530041839
240 80 40 50 – 4,800 0191020802405 4003530041846
260 80 40 50 – 4,800 0191020802605 4003530041853
280 80 40 50 – 4,800 0191020802805 4003530041860
300 80 40 50 – 4,800 0191020803005 4003530041877
320 80 40 50 – 3,600 0191020803205 4003530041884
340 80 40 50 – 3,600 0191020803405 4003530041891
360 80 40 50 – 3,600 0191020803605 4003530041907
380 80 40 50 – 3,600 0191020803805 4003530041914
400 80 40 50 – 3,600 0191020804005 4003530041921
450 80 40 50 – 3,000 0191020804505 4003530132568

FOR WOOD CONSTRUCTION 
SPAX – 8, 10 and 12 mm

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, case hardened, slide-coated 

Zinc yellow passivated   A2L

SPAX for
wooden construction.

The features at a glance:

 SPAX 4CUT point: 
  

 
 Square end displaces the fibres and 

 SPAX ground serrations:   
 

 SPAX MULTI Head:  
  
 screw head flush into the wood and 

 
 

 SPAX 4CUT cutter: 
  
 over with 4CUT cutter.  

 SPAX T-STAR plus: 
  

 
 overhead.

 Approved by German and European  
 building authorities  
 number Z-9.1-449. Z-9.1-511 and  
 ETA-12/0114 – approved by 

 

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total partial 

thread T

SPAX Master 
carton

With 4CUT cutter



Ls

Ø 
d190
°

LgT

Ø 
d k

100
101

0672-CPD-I 14.12.17
ETA-12/0114

10.0   80 50 50 50 500 14,000 0191021000805 4003530090431
100 60 50 50 500 14,000 0191021001005 4003530090448

Ø d = 120 70 50 50 500 14,000 0191021001205 4003530090455
18.6 mm 140 80 50 50 500 14,000 0191021001405 4003530090462

160 80 50 50 500 14,000 0191021001605 4003530090479
180 80 50 50 500 14,000 0191021001805 4003530090486
200 80 50 50 500 12,000 0191021002005 4003530090493
220 80 50 50 500 12,000 0191021002205 4003530090509
240 80 50 50 – 4,800 0191021002405 4003530090516
260 80 50 50 – 4,800 0191021002605 4003530090523
280 80 50 50 – 4,800 0191021002805 4003530090530
300 80 50 50 – 4,800 0191021003005 4003530090547
320 80 50 50 – 3,600 0191021003205 4003530090554
340 80 50 50 – 3,600 0191021003405 4003530090561
360 80 50 50 – 3,600 0191021003605 4003530090578
380 80 50 50 – 3,600 0191021003805 4003530090585
400 80 50 50 – 3,600 0191021004005 4003530090592
450 80 50 50 – 3,000 0191021004505 4003530132575

12.0 100 60 50 25 250 7,000 0191021201005 4003530133527
120 80 50 25 250 7,000 0191021201205 4003530133534

Ø d = 140 80 50 25 250 7,000 0191021201405 4003530133541
22.6 mm 160 100 50 25 250 6,000 0191021201605 4003530133558

180 100 50 25 250 6,000 0191021201805 4003530133565
200 100 50 25 250 6,000 0191021202005 4003530133572
220 100 50 25 250 6,000 0191021202205 4003530133589
240 100 50 25 – 2,400 0191021202405 4003530133596
260 100 50 25 – 2,400 0191021202605 4003530133602
280 100 50 25 – 2,400 0191021202805 4003530133619
300 100 50 25 – 2,400 0191021203005 4003530133626
350 100 50 25 – 1,800 0191021203505 4003530132582
400 100 50 25 – 1,800 0191021204005 4003530133671
450 100 50 25 – 1,500 0191021204505 4003530132599
500 100 50 25 – 1,500 0191021205005 4003530132605
550 100 50 20 – 960 0191021205505 4003530133732
600 100 50 20 – 960 0191021206005 4003530133749

Flat countersunk head, T-STAR
With milled ribs, case hardened, slide-coated 

Zinc yellow passivated   A2L

SPAX-No. EAN code

Pallet qty
partial 
thread T

SPAX Master 
carton

Thread Ø
d1 total



FOR WOOD CONSTRUCTION 
SPAX - Washer head 6 and 8 mm

The SPAX tip
 
 

 
SPAX  

 
WIROX washer head  



102
103

0672-CPD-I 14.12.17
ETA-12/0114

6.0   60 56   30 200 2,000 56,000 0251750600605 4003530178030
  80 61   30 100 1,000 28,000 0251750600805 4003530178047

Ø d = 100 61   30 100 1,000 32,000 0251750601005 4003530178054
13.6 mm 120 68   30 100 1,000 28,000 0251750601205 4003530178061

140 68   30 100 1,000 28,000 0251750601405 4003530178078
                     

160 65   30 100 1,000 28,000 0251750601605 4003530178085
180 65   30 100 1,000 28,000 0251750601805 4003530178092

Advantages of a washer head 
compared to a countersunk head:

 
warped boards.

 
metal to wood without prior counter 

 
 

 

Further advantage:  
Also narrow and thin wood cross-sections 
can be bolted with 6 mm Ø thread.

Washer head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated

 SPAX 4CUT point:  
 
 

 
 in torque. 

 SPAX ground serrations:   

 SPAX T-STAR plus:  
 

 SPAX 4CUT cutter:  

 4CUT cutter  

 Approved by German and European  
 building authorities  
 number Z-9.1-235, Z-9.1-511 and  

 
 

 insulation systems.

The advantages

The perfect screw 
for wood and 
staircase  
construction

The surface with extremely high protection  
against corrosion

                      P3J

With 4CUT cutter

SPAX-No. EAN code

Pallet qty
thread

T

SPAX Master 
carton

Thread Ø
d1 total

T-STAR plus,  T-STAR plus, partial thread



Ls

Lg

Ø 
d1

Ø 
d k

0672-CPD-I 14.12.17
ETA-12/0114

8.0   80 70   40 50 500 14,000 0251750800805 4003530178887
100 80   40 50 500 14,000 0251750801005 4003530178894

Ø d = 120 80   40 50 500 14,000 0251750801205 4003530178900
20 mm 140 80   40 50 500 14,000 0251750801405 4003530179297
                     

160 80   40 50 500 14,000 0251750801605 4003530178863
180 80   40 50 500 14,000 0251750801805 4003530178788
200 80   40 50 500 12,000 0251750802005 4003530178795
220 80   40 50 500 12,000 0251750802205 4003530178801
240 80   40 50 – 4,800 0251750802405 4003530178818
260 80   40 50 – 4,800 0251750802605 4003530178979
280 80   40 50 – 4,800 0251750802805 4003530178825
300 80   40 50 – 4,800 0251750803005 4003530178986
320 80   40 50 – 3,600 0251750803205 4003530178993
340 80   40 50 – 3,600 0251750803405 4003530179006
360 80   40 50 – 3,600 0251750803605 4003530179525
380 80   40 50 – 3,600 0251750803805 4003530179532
400 80   40 50 – 3,600 0251750804005 4003530179549
450 80   40 25 – 1,500 0251750804505 4003530179013

Washer head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated

                    P3J

SPAX-No. EAN code

Pallet qty
thread

T

SPAX Master 
carton

Thread Ø
d1 total

With 4CUT cutter

FOR WOOD CONSTRUCTION 
SPAX - Washer head 8 mm

T-STAR plus,  T-STAR plus, partial thread

8 mm washer head also available in stainless steel, see page 170



104
105

Ls

LgV

Ø 
d1

Ø 
d k

0672-CPD-I 14.12.17
ETA-12/0114

8.0   50 46 40 50 500 16,000 0251720800505 4003530182358

Washer head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated

 SPAX ground serrations:   
 

 Washer head: 
 

 and sheet metal onto wood without 
 

 advance.

 
 

 into place.
 SPAX 4CUT point: 

  
 

 Square end displaces the fibres and 

  

 T-STAR plus T40.

 Corrosion protection: 

The new SPAX for timber 
constructions. For fixing 
fittings and connectors (e.g. 
shutter and door hinges). 
For building and construc-
tion with timber.

SPAX-No. EAN code

Pallet qty

T

SPAX Master 
carton

Thread Ø
d1 total

C4

C4                    P5J

Ø d = 20 mm



FOR WOOD CONSTRUCTION  
SPAX – 8 and 10 mm

The SPAX tip
 
 

 structures.

 
 the DIBt (German Institute for  
 Civil Engineering ) in Berlin.

SPAX  
 



A

B

106
107

Washer head  
partial thread 
between 80 mm 
and 450 mm
 Rafter connection, purlin

 
 

 
 

 Z-9.1- 511 – approved by building 
 authorities for fastening rooftop 
 insulation systems

 
 

 distances The features

 

 
 

 washer head 

 Approved by German and European  
 

 number Z-9.1-449 and ETA-12/0114.

  SPAX T-STAR plus and  
 T-STAR

  

Zinc yellow passivated A2L

Surface finishes

A

B



Ls

Lg

Ø 
d1

Ø 
d k

0672-CPD-I 14.12.17
ETA-12/0114

8.0   80 70    40 50 500 14,000 0251020800805 4003530096280
100 80    40 50 500 14,000 0251020801005 4003530096297

Ø d = 120 80    40 50 500 14,000 0251020801205 4003530175817
20 mm 140 80    40 50 500 14,000 0251020801405 4003530096310
                     

160 80    40 50 500 14,000 0251020801605 4003530096327
180 80    40 50 500 14,000 0251020801805 4003530096334
200 80    40 50 500 12,000 0251020802005 4003530096341
220 80    40 50 500 12,000 0251020802205 4003530097430
240 80    40 50 – 4,800 0251020802405 4003530097447
260 80    40 50 – 4,800 0251020802605 4003530097454
280 80    40 50 – 4,800 0251020802805 4003530097461
300 80    40 50 – 4,800 0251020803005 4003530097478
320 80    40 50 – 3,600 0251020803205 4003530097485
340 80    40 50 – 3,600 0251020803405 4003530097492
360 80    40 50 – 3,600 0251020803605 4003530097508
380 80    40 50 – 3,600 0251020803805 4003530097515
400 80    40 50 – 3,600 0251020804005 4003530097522
450 80    40 25 – 1,500 0251020804505 4003530133428

Washer head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated

Zinc yellow passivated   A2L

 SPAX 4CUT cutter: 
  
 with 4CUT cutter  

 Washer head:  
  

 SPAX 4CUT point: 
  

 
 Square end displaces the fibres and 

 SPAX ground serrations:  
 

 SPAX T-STAR plus: 
  

 
 overhead.

 Approved by German and European  
 building authorities  
 number Z-9.1-449, Z-9.1-511 and  

 
 

 insulation systems.

SPAX for
timber construction.

8 mm washer head also available in stainless steel, see page 170

With 4CUT cutter

T-STAR plus,  T-STAR plus, partial thread

FOR WOOD CONSTRUCTION  
SPAX – 8 and 10 mm

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total thread

T

SPAX Master 
carton



Ø 
d1

Ls

Lg

Ø 
d k

108
109

0672-CPD-I 14.12.17
ETA-12/0114

10.0   80 70   50 50 500 14,000 0251021000805 4003530096358
100 80   50 50 500 14,000 0251021001005 4003530096365

Ø d = 120 80   50 50 500 12,000 0251021001205 4003530096372
25 mm 140 80   50 50 500 12,000 0251021001405 4003530096389

160 80   50 25 250 6,000 0251021001605 4003530097539
180 80   50 25 250 6,000 0251021001805 4003530097546
200 80   50 25 250 6,000 0251021002005 4003530097553
220 80   50 25 250 6,000 0251021002205 4003530097560
240 80   50 25 – 2,400 0251021002405 4003530097577
260 80   50 25 – 2,400 0251021002605 4003530097584
280 80   50 25 – 2,400 0251021002805 4003530097591
300 80   50 25 – 2,400 0251021003005 4003530097607
320 80   50 25 – 1,800 0251021003205 4003530097614
340 80   50 25 – 1,800 0251021003405 4003530097621
360 80   50 25 – 1,800 0251021003605 4003530097638
380 80   50 25 – 1,800 0251021003805 4003530097645
400 80   50 25 – 1,800 0251021004005 4003530097652
450 80   50 25 – 1,500 0251021004505 4003530133435

Washer head, T-STAR
Case hardened, slide-coated

Zinc yellow passivated   A2L

SPAX-No. EAN code

Pallet qty
thread

T

SPAX Master 
carton

Thread Ø
d1 total

T-STAR, T-STAR, partial thread



FOR WOOD CONSTRUCTION 
SPAX - Cylindric head 6 and 8 mm
Full thread

The SPAX tip
User benefits:  

 

 Also narrow and thin wood  
 cross-sections can be bolted with  
 6 mm Ø thread.
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0672-CPD-I 14.12.17
ETA-12/0114

 
 

 
 
 
 

Fields of application: 
Timber-glass facades:  

 
smaller component width.
Timber construction:

 
 

 

 
 

 
 

 
with thread Ø 6 mm washer head).

 SPAX 4CUT point and CUT point: 
  

 
 Square end displaces the fibres and 

 SPAX ground serrations:   

 SPAX T-STAR plus:  
 

 Cylindric head: can be easily  

The advantages

The ideal screw for 
the application 
areas of wood-
glass facades 
and timber  
construction.

Surface finishes
                       P3J



Ls

LgV

Ø 
d1

Ø 
d k

0672-CPD-I 14.12.17
ETA-12/0114

FOR WOOD CONSTRUCTION 
SPAX - Cylindric head 6 and 8 mm
Full thread

6.0   80 30 200 2,000 56,000 1211750600805 4003530178115
100 30 100 1,000 32,000 1211750601005 4003530178122

Ø d = 120 30 100 1,000 28,000 1211750601205 4003530178139
8.4 mm 140 30 100 1,000 28,000 1211750601405 4003530178146

160 30 100 1,000 28,000 1211750601605 4003530178153
180 30 100 1,000 28,000 1211750601805 4003530178160
200 30 100 1,000 24,000 1211750602005 4003530178177

Cylindric head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated

Thread
close
to
head

                    P3J

 SPAX 4CUT point: 
  

 
 Square end displaces the fibres and 

 SPAX ground serrations:   
 

 SPAX T-STAR plus: 
  

 
 overhead.

 Cylindric head: can be easily  

The ideal screw for the
application areas of  
woodglass facades and  
timber construction.

The features at a glance:

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total

T

SPAX Master 
carton



Ø 
d1

Ls

LgV

Ø 
d k

112
113

0672-CPD-I 14.12.17
ETA-12/0114

8.0 200 40 50 500 12,000 1221750802005 4003530182693
220 40 50 500 12,000 1221750802205 4003530182709

Ø d = 240 40 50 – 4,800 1221750802405 4003530182716
10 mm 260 40 50 – 4,800 1221750802605 4003530182723

280 40 50 – 4,800 1221750802805 4003530182730
300 40 50 – 4,800 1221750803005 4003530182747
350 40 50 – 3,600 1221750803505 4003530182754
400 40 50 – 3,600 1221750804005 4003530182761
450 40 50 – 3,000 1221750804505 4003530182778

Cylindric head, T-STAR plus
With SPAX CUT point, case hardened, slide-coated

Thread
close
to
head

                    P3J

 SPAX CUT point: 
  

 SPAX typical ground serrations:   
 

 SPAX T-STAR plus: 
  

 
 overhead.

 Cylindric head: can be easily  

The SPAX for added lateral 
compression stability,  
elastically connected
beams and added lateral  
tension stability.

The features at a glance:

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total

T

SPAX Master 
carton



The SPAX tip
SPAX threaded rods  

 
 

 
 

 timber.

 
 

FOR WOOD CONSTRUCTION
SPAX-threaded rod
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0672-CPD-I 14.12.17
ETA-12/0114

SPAX -  
threaded rod
approved by German  
and European  
building authorities 
under Z-9.1-832  
and ETA-12/0114

Fields of application

 
 

 
 

 
 available.

 
 

What must be observed 
during processing:

 
 

 
 

 advance.

Sales unit

The advantages

 Approved by German and European  
 

Z-9.1-832  
 and ETA-12/0114.

  

  

  
 borehole, only 12 mm.

 

 Galvanised and additional  

Blue zinc plated    A2J

Surface finishes



Ls

LgV

Ø 
d1

Ø 
d k

Ls
Ø 

d1

0672-CPD-I 14.12.17
ETA-12/0114

16.0    800 25 500 35616000108011 4003530189067
1,000 25 500 35616000101011 4003530189074

Ø d = 1,200 25 500 35616000102011 4003530189081
26 mm 1,400 25 500 35616000103011 4003530189098

1,600 25 500 35616000104011 4003530189104
1,800 25 300 35616000105011 4003530189111
2,000 25 300 35616000106011 4003530189128
2,200 25 300 35616000107011 4003530189135

* Dimensions 16 x 1,400 to 16 x 2,200 on special pallets ** Additional lengths on request

Thread
close
to
head

Blue zinc plated   A2J

SPAX-threaded rod
With hex head and shaft ring, synthetic coating

FOR WOOD CONSTRUCTION
SPAX-threaded rod

16.0 3,000 10 100 35616000201011 4003530192821

** Additional lengths on request

SPAX-No. EAN code

Pallet Thread Ø
d1 total

SPAX-threaded rod
Without head, synthetic coating

Blue zinc plated   A2J

What must be observed during processing:

in advance.

 
 

 
 

For pre-drilling, the following drills having a diameter of  
12 to 13 mm are recommendable:

 

 

SPAX-No. EAN code

thread across 
flats

Pallet Thread Ø
d1 total
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SPAX-No.
EAN code

5001900900011
4003530192845

For threaded rods without head,  

Screw-sleeve for SPAX-threaded rod

Practical screwing aid
for rooftop insulation.

 

Screwing aid
for rooftop insulation

SPAX-No. 
EAN code

5001020800011 
4003530168956



SPAX-M

SPAX  

SPAX

SPAX Collated screws 
Collated in a coil ............... 126-130

 

FEX-A  

FEX-KS 

FEX-RS 
The shutter screw ............... 138-139

FEX 
 

with SPAX CUT point ............... 140-141

FEX-H 

FEX 
The combi screw ............... 144-145

FEX 

SPAX-RA 
Frame anchor ............... 148-151 
Cover caps ............... 150

SPAX  

SPECIALS

WINDOW CONSTRUCTION SCREWS
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SPECIALS 
SPAX-M

The SPAX tip
SPAX-M  

 
 

 

 
 

 

SPAX-M  
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3.5 40 6.0 28 15 200 2,000 224,000 0441010350403 4003530168437
45 6.0 30 15 200 2,000 126,000 0441010350453 4003530168444
50 6.0 35 15 200 2,000 126,000 0441010350503 4003530168451

4.0 40 7.0 28 20 200 2,000 126,000 0441010400403 4003530168468
45 7.0 30 20 200 2,000 126,000 0441010400453 4003530168475
50 7.0 35 20 200 2,000 126,000 0441010400503 4003530168482
60 7.0 40 20 100 1,000 63,000 0441010400603 4003530168499

4.5 45 8.0 30 20 200 2,000 126,000 0441010450453 4003530168505
50 8.0 35 20 200 2,000 64,000 0441010450503 4003530168512

For special application on MDF boards 
and other thin-walled boards made of 
derived wood products.

CUT point 

SPAX typical ground serrations: 
 

 
 

 
 boards and thin chipboard to be 

 

 
 

 into the material.

Secure connection 
of MDF boards

Blue zinc plated   A2JFlat countersunk head, T-STAR plus
With small 75° milling head, SPAX CUT point, case hardened, slide-coated

SPAX-No. EAN code

Thread Ø
d1 total

d
partial
thread T

Pallet qtySPAX Master 
carton



SPECIALS  
SPAX

The SPAX tip
 

 

SPAX 

construction. The milled ribs at the 

material. The SPAX 4CUT point also 
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4.5   50 21.5 20 500 5,000 140,000 0541020450505 4003530176524
  60 26.5 20 500 5,000 140,000 0541020450605 4003530165252
  70 31.5 20 500 2,500 140,000 0541020450705 4003530181030
  80 31.5 20 200 2,000 64,000 0541020450805 4003530181047

boards with SPAX 4CUT point 

noises in the floor construction.

SPAX T-STAR plus

 

 
The SPAX 4CUT point minimises wood 

The features

The ideal screw 
for laying 
solid-wood 
flooring

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT-point, fixing thread, case hardened, slide-coated

Zinc yellow passivated  A2L

 SPAX 4CUT point:  
 
 

 
 in torque.

 SPAX ground serrations:   
 

 Fixing thread:  
 

 SPAX MULTI Head:  
 

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total thread

T

SPAX Master 
carton



SPECIALS 
SPAX

The SPAX tip
SPAX  

 
 

 

 
 other machines cannot reach.

 
 compared to nails.
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3.5 35 6.0 20 10 500 5,000 160,000 35703503203021 4003530182082
45 6.0 29 10 500 5,000 160,000 35703503201021 4003530138126
55 6.0 36 10 500 5,000 160,000 35703503202021 4003530168406

SPAX

CUT point material 

The characteristic screw point ensures 

the SPAX to pull into the material in a 
particularly easy way.

The features

  

  
 

  
 

 
 the material.

Flat countersunk head, T-STAR plus
With small 60° milling head, SPAX CUT point, case hardened, slide-coated

Zinc yellow passivated   A2L

The ideal screw 
for solid wood 
floors

SPAX-No. EAN code

Thread Ø
d1 total

d
partial
thread T

Pallet qtySPAX Master 
carton



SPECIALS  
SPAX – Collated screws
Collated in a coil

The SPAX tip
 

 indoor and outdoor use

 
 also overhead

 
 outside in stainless steel

 
 SPAX Driver in coil
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Zinc yellow passivated A2L 

Surface finishes

Stainless steel A2/304  1.4567

 SPAX ground serrations:   

  

 

  

 Approved by German and European  
 

Z-9.1-235  
 and ETA-12/0114.

 T-STAR plus and 
 cross recess, type Z.

 

 Also available in stainless steel.

 For SPAX Driver.

The advantages

SPAX collated in a coil for  
magazine screwdrivers 

The SPAX system  
 

Quantities on request.

 

 
bolted, the collated SPAX screws

collated SPAX screws also allow 

SPAX quality the first to the  
 

 
 

SPAX Driver is supplied in a 

Collated 
Screws – 
for professionals  



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

SPECIALS  
SPAX – Collated screws
Collated in a coil

3.5 25 17 15 200 1,200 0191020350256 4003530040405
30 17 15 200 1,200 0191020350306 4003530040412
35 22 15 200 1,200 0191020350356 4003530040429
40 22 15 200 800 0191020350406 4003530040436
45 30 15 200 800 0191020350456 4003530040443
50 32 15 200 800 0191020350506 4003530040450

4.0 25 21 20 200 1,200 1191020400256 4003530154850
30 17 20 200 1,200 0191020400306 4003530040474
35 22 20 200 1,200 0191020400356 4003530040481
40 22 20 200 800 0191020400406 4003530040498
45 30 20 200 800 0191020400456 4003530040504
50 32 20 200 800 0191020400506 4003530040511
60 43 20 200 800 21910204006061 4003530097874

4.5 45 30 20 200 800 0191020450456 4003530113345
50 32 20 125 500 0191020450506 4003530040535
55 36 20 125 500 0191020450556 4003530040542

5.0 60 41 20 125 500 21910205006061 4003530097898
65 46 20 125 500 21910205006561 4003530170096
70 52 20 125 500 21910205007061 4003530154836
80 61 20 125 500 21910205008061 4003530097928

Flat countersunk head, T-STAR plus
With SPAX 4CUT point, case hardened, slide-coated, collated in a coil

Zinc yellow passivated   A2L

EAN code

Thread Ø
d1 total partial thread 

T

SPAXSPAX
per coil

SPAX-No.
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90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

4.0 30 17 20 200 800 0197000400306 4003530040801
35 22 20 200 800 0197000400356 4003530040818
45 30 20 200 800 0197000400456 4003530175831

4.5 55 36 20 125 500 21970004505561 4003530097843

5.0 60 41 20 125 500 21970005006061 4003530040849
70 52 20 125 500 21970005007061 4003530040856

Flat countersunk head, T-STAR plus
With SPAX 4CUT point, slide-coated, collated in a coil

Stainless steel A2   1.4567

 

EAN code

Thread Ø
d1 total partial thread 

T

SPAXSPAX
per coil

SPAX-No.



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

SPECIALS  
SPAX – Collated screws
Collated in a coil

3.5 25 20 2 200 1,200 1081020350256 4003530040603
30 25 2 200 1,200 1081020350306 4003530040610
35 30 2 200 1,200 1081020350356 4003530040627
40 35 2 200 800 1081020350406 4003530040634
45 40 2 200 800 1081020350456 4003530040641
50 40 2 200 800 1081020350506 4003530040658

4.0 25 20 2 200 1,200 1081020400256 4003530040665
30 25 2 200 1,200 1081020400306 4003530040672
35 30 2 200 1,200 1081020400356 4003530040689
40 35 2 200 800 1081020400406 4003530040696
45 40 2 200 800 1081020400456 4003530040702
50 45 2 200 800 1081020400506 4003530040719
60 50 2 200 800 1081020400606 4003530040726

4.5 50 44 2 125 500 1081020450506 4003530040733
55 49 2 125 500 1081020450556 4003530040740

5.0 60 54 2 125 500 1081020500606 4003530040764
65 59 2 125 500 1081020500656 4003530040771
70 60 2 125 500 1081020500706 4003530040788
80 60 2 125 500 1081020500806 4003530040795

Flat countersunk head, cross recess, type Z
With SPAX 4CUT point, case hardened, slide-coated, collated in a coil

Zinc yellow passivated   A2L

EAN code

Thread Ø
d1 total cross recess,

type Z

SPAXSPAX
per coil

SPAX-No.
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SPECIALS  

FEX-A 

The SPAX tip

 plastic profiles.
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ROSENHEIM
Prüfbericht Nr. 50918689

3.9 13 4.5 7.5 2.3 2 1,000 10,000 1401470390135 4003530155840
 16 4.5 7.5 2.3 2 1,000 10,000 1401470390165 4003530122712

19 4.5 7.5 2.3 2 1,000 10,000 1401470390195 4003530122729
25 4.5 7.5 2.3 2 1,000 10,000 1401470390255 4003530122743
32 4.5 7.5 2.3 2 1,000 10,000 1401470390325 4003530122750
38 4.5 7.5 2.3 2 1,000 10,000 1401470390385 4003530122767

3.9    13 4.5 7.5 2.3 2 1,000 10,000 1401020390135 4003530111686
16 4.5 7.5 2.3 2 1,000 10,000 1401020390165 4003530111341
19 4.5 7.5 2.3 2 1,000 10,000 1401020390195 4003530111358
25 4.5 7.5 2.3 2 1,000 10,000 1401020390255 4003530111365
32 4.5 7.5 2.3 2 1,000 10,000 1401020390325 4003530111372
38 4.5 7.5 2.3 2 1,000 10,000 1401020390385 4003530111389

The window const-
ruction self-drilling 
screw for  
fastening  
single-wall 
UPVC profiles

Thread Ø
dn total 

l point lb d h
cross recess,

SPAX-No.

SPAX Master 
carton

Thread Ø
dn total 

l point lb d h
cross recess,

SPAX-No.

SPAX Master 
carton

Flat countersunk head, cross recess, type H
With milled ribs, drill point, case hardened, slide-coated

Flat countersunk head, cross recess, type H
With milled ribs, drill point, case hardened, slide-coated Special surface silver   A3J

Zinc yellow passivated    A2L

 Corrosion protection: equivalent to  

 Point:  
 

 automatic operation.

 SPAX typical ground serrations:  
 

The features

EAN code

EAN code

FEX-A:  
Coarse thread with ground serrations

 

 
 

 chamber

 



SPECIALS  

FEX-KS

The SPAX tip



ROSENHEIM
Prüfbericht Nr. 50918689

134
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Countersunk 
head-fitting screw 
for fastening  
fixtures to  
plastic profiles

 Head:  
 
 

 
 

 
 

 with thin-walled plastic profiles.

 Thread: deep special thread  
 

 Corrosion protection: equivalent to  

 Point  
 
 

 

 especially in thin-walled plastic  
 profiles.

The features

Special surface silver A3J

Surface finishes

FEX-KS:  
Countersunk head fitting screw with 
deep special thread

Zinc yellow passivated A2L



40°hk

Ø 
d n

l

Ø 
d k

ROSENHEIM
Prüfbericht Nr. 50918689

4,0 16 7,0 2,4 2 1.000 10.000 1411970400165 4003530110054
20 7,0 2,4 2 1.000 10.000 1411970400205 4003530111297
22 7,0 2,4 2 1.000 10.000 1411970400225 4003530111303
25 7,0 2,4 2 1.000 10.000 1411970400255 4003530110061
30 7,0 2,4 2 1.000 10.000 1411970400305 4003530110078
35 7,0 2,4 2 1.000 10.000 1411970400355 4003530110085
40 7,0 2,4 2 1.000 10.000 1411970400405 4003530110092
45 7,0 2,4 2   500   5.000 1411970400455 4003530110108
55 7,0 2,4 2   500   5.000 1411970400555 4003530043093

5,0 25 7,0 2,4 2 1.000 10.000 1411970500255 4003530043109
40 7,0 2,4 2   500  5.000 1411970500405 4003530043116

Repair screw for plastic profiles

EAN-Code

Thread Ø
dn total 

l d h
cross recess,

SPAX Master 
carton

SPAX-No.

SPECIALS  

FEX-KS

Flat countersunk head, cross recess, type H
With breaking ribs, case hardened, slide-coated

Zinc yellow passivated   A2L



40°hk

Ø 
d n

l

Ø 
d k
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ROSENHEIM
Prüfbericht Nr. 50918689

4.0 16 7.0 2.4 2 1,000 10,000 1411470400165 4003530111709
20 7.0 2.4 2 1,000 10,000 1411470400205 4003530099212
22 7.0 2.4 2 1,000 10,000 1411470400225 4003530111716
25 7.0 2.4 2 1,000 10,000 1411470400255 4003530099229
30 7.0 2.4 2 1,000 10,000 1411470400305 4003530099236
35 7.0 2.4 2 1,000 10,000 1411470400355 4003530099243
40 7.0 2.4 2 1,000 10,000 1411470400405 4003530099250
45 7.0 2.4 2   500   5,000 1411470400455 4003530099267
55 7.0 2.4 2   500   5,000 1411470400555 4003530111723

5.0 25 7.0 2.4 2 1,000 10,000 1411470500255 4003530154393
40 7.0 2.4 2   500  5,000 1411470500405 4003530154416

Repair screw for plastic profiles

EAN-Code

Thread Ø
dn total 

l d h
cross recess,

SPAX Master 
carton

SPAX-No.

Flat countersunk head, cross recess, type H
With breaking ribs, case hardened, slide-coated

Special surface silver    A3J



SPECIALS  

FEX-RS

The SPAX tip
 

 
 

 connection profiles.

 

 
 below the head
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5.0 12   9.5 6.1 2 400 4,000 35705003001011 4003530111815
10 10.4 5.8 2 400 4,000 30120000443011 4003530111754

10 12.0 5.8 2 400 4,000 30120000444011 4003530111761

11 11.0 7.6 2 400 4,000 30120000442011 4003530111747
12 11.0 7.6 2 Gealan 400 2,000 35705005202081 4003530154508
10   9.5 4.0 2 400 4,000 35705006401011 4003530164361

The shutter screw 
for snap-on head 
fastening of  
roller shutter 
guides

FEX-RS:  
Snap-on head fastening of profiles

The FEX-RS

a sharp, 5-mm wide thread with optimised 

 
 

 
profiles and wall connection profiles.

 Thread: sharp and wide 40º thread 

 Point:  
 plastic profile required.

 Corrosion protection:  
  

The features

total 
l h

cross recess,
SPAX Master 

carton

SPAX-No. EAN code

Thread Ø 
dn 

Collar Ø 

d

-
tion

Profile system

Blue zinc plated   A2JSnap-on head, cross recess, type H
With needle point, case hardened, slide-coated



SPECIALS  

FEX

The SPAX tip
CUT point  

 

 profiles
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4.0 25 7.0 2.4 2 3,000 441,000 0521470400252 4003530155451
28 7.0 2.4 2 2,000 294,000 0521470400282 4003530155468
33 7.0 2.4 2 2,000 294,000 0521470400332 4003530155475
38 7.0 2.4 2 2,000 294,000 0521470400382 4003530155529

4.0 25 7.0 2.4 2 3,000 441,000 0521020400252 4003530192562
28 7.0 2.4 2 2,000 294,000 0521020400282 4003530155505
33 7.0 2.4 2 2,000 294,000 0521020400332 4003530155512
38 7.0 2.4 2 2,000 294,000 0521020400382 4003530155499

The fixture screw 
for PVC and 
wooden profiles

FEX:  
The fixture screw with SPAX CUT point

FEX  
CUT point

 Head:  

 Thread:  
 profile up to the SPAX CUT point.

 SPAX typical ground serrations: 
 

 Corrosion protection:  
 equivalent to brand name window 

The features

Special surface silver   A3J

Flat countersunk head, cross recess, type H
With breaking ribs, SPAX CUT point, case hardened, slide-coated

Zinc yellow passivated   A2L

Flat countersunk head, cross recess, type H
With breaking ribs, SPAX CUT point, case hardened, slide-coated

Thread Ø
dn total 

l d h
cross recess,

SPAX

SPAX-No.

Pallet qty

Thread Ø
dn total 

l d h
cross recess,

SPAX

SPAX-No.

Pallet qty

EAN code

EAN code



SPECIALS  

FEX-H

The SPAX tip

FEX-H is optimally adapted  
 
 
 

4CUT point  
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The screw for 
wooden window 
frames

 Head: Rounded. Avoids protrusion  
 even when the screw is applied  

 
 Self-restraining.  
 located under the head allow 

 SPAX ground serrations:  

 SPAX 4CUT point: Self-tapping.  
 

 
 the fibres.

The features

4.0 30 7.3 2.4 2 1,000 10,000 320,000 35704012401471 4003530159954
35 7.3 2.4 2 1,000 10,000 280,000 35704012402471 4003530169625
40 7.3 2.4 2 1,000 10,000 280,000 35704012403471 4003530175985

Special surface silver   A3JFlat countersunk head,  
cross recess, type Z With breaking ribs, SPAX 4CUT point, case hardened, slide-coated

4.0 30 7.3 2.4 15 1,000 10,000 320,000 35704012301471 4003530239588
35 7.3 2.4 15 1,000 10,000 280,000 35704012302471 4003530175848
40 7.3 2.4 15 1,000 10,000 280,000 35704012303471 4003530175992

Special surface silver   A3JFlat countersunk head, T-STAR plus
With breaking ribs, SPAX 4CUT point, case hardened, slide-coated

 
 improved corrosion protection

 

 

4CUT point  

T-STAR plus T15 and  
 cross recess, type Z

Thread Ø
dn total 

l d h T

SPAX-No. EAN code

SPAX Pallet qtyMaster 
carton

Thread Ø
dn total 

l d h
cross recess,
type Z

SPAX

SPAX-No.

Pallet qty

EAN code

Master 
carton



SPECIALS  

FEX – combi screw

The SPAX tip
The fine thread with drill point is  

 
 

 in plastics. The screw-and-washer  
 assembly is only inserted into the  

 
 connect the entire sash window with  
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 Head:  
 
 

 properly driven home.  
 

 
 

 in connection with thin-walled plastic  
 profiles.

 Corrosion protection: 
  

 Combination thread:  
  

 Point:  

 automatic operation.

 SPAX typical ground serrations: 
 

The features

combi screw  
fastening fix- 
tures to plastic 
profiles
Fine thread for metal, 
coarse thread for plastic.

 
 

 drill point

plastic profiles

4.2 35 7.0 2.4 2 2,000 – 35704012501591 4003530170317

Special surface silver   A3J

Flat countersunk head, cross recess, type H
With breaking ribs, drill point, case hardened, slide-coated

Thread Ø
dn total 

l d h
cross recess,

SPAX

SPAX-No.

Pallet qty

EAN code

NEW



SPECIALS  

FEX –

The SPAX tip
The FEX coupling screw  
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 Head: 
 Flathead with collar under the head.

 Thread:  
 

 two profiles.

 Point:  

The FEX coupling screw -

 

The features

The coupling screw 
for connecting 
plastic profiles
FEX: Countersunk head fitting screw 
with deep special thread

T-STAR plus T25.

5.5 75 40 25 200 2,000 56,000 1051900550755 4003530188503
90 40 25 200 1,000 56,000 1051900550905 4003530189401

SPAX-No. EAN code

Thread Ø
dn

Pallet qty
total partial thread 

T

SPAX Master 
carton

Ø d = 12 mm,  h = 2.8 mm

Special surface silver   A3JFlathead, T-STAR plus
With collar, drill point, case hardened, slide-coated

NEW



SPECIALS  

SPAX-RA

The SPAX tip
SPAX-RA  

 
 

 
 bore hole with a 6 mm diameter  
 that, in practice, saves you money  
 and time.
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ROSENHEIM
Prüfbericht Nr. 50919675

The SPAX-frame anchor: 
Plug-free window 
and doorframe fastening

 

 

SPAX typical ground serrations:   

The SPAX frame anchors are versatile 
 

 

T-STAR plus T30

cylindric head

The frame anchor 
with SPAX typical 
ground serrations

Blue zinc plated A2J

Surface finishes

Stone and concrete
fastening

6 mm diameter

Fastening on  
wood

Flat countersunk head Cylindric head

Frame connection Fastening using 
lugs



ROSENHEIM
Prüfbericht Nr. 50919675

Ø 
d150
°

Ls

Ø 
d k

SPECIALS  

SPAX-RA

Plastic caps, suitable for  SPAX -RA flat countersunk head,  
packed in units of 500

Flat countersunk head, T-STAR plus
Case hardened, slide-coated

Blue zinc plated   A2J

SPAX-No. EAN code

Thread Ø
d1

Pallet 
qtytotal

Flat 

head  
Ø d

size
T

SPAX

Colour
SPAX-No.
EAN code

50000080000001
4003530043246

50000080000101
4003530043253

7.5   40 11 30 SPAX-RA   40 100 32,000 1021010750405 4003530181665
  60 11 30 SPAX-RA   60 100 32,000 1021010750605 4003530181672
  80 11 30 SPAX-RA   80 100 28,000 1021010750805 4003530181689
100 11 30 SPAX-RA 100 100 28,000 1021010751005 4003530181696
110 11 30 SPAX-RA 110 100 28,000 1021010751105 4003530181702
120 11 30 SPAX-RA 120 100 28,000 1021010751205 4003530181719
130 11 30 SPAX-RA 130 100 28,000 1021010751305 4003530181726
150 11 30 SPAX-RA 150 100 28,000 1021010751505 4003530181733
180 11 30 SPAX-RA 180 100 14,000 1021010751805 4003530181740
210 11 30 SPAX-RA 210 100 12,000 1021010752105 4003530181757



ROSENHEIM
Prüfbericht Nr. 50919675
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Ø 
d1

Ls

Ø 
d k

Cylindric head, T-STAR plus
Case hardened, slide-coated

Note new BIT size SPAX T-STAR plus T30!

Blue zinc plated   A2J

SPAX-No. EAN code

Thread Ø
d1

Pallet 
qtytotal

Cylindric 
head
Ø d

size
T

SPAX

7.5   60 8.0 30 SPAX-RA   60 100 32,000 1031010750605 4003530181764
  80 8.0 30 SPAX-RA   80 100 28,000 1031010750805 4003530181771
100 8.0 30 SPAX-RA 100 100 28,000 1031010751005 4003530181788
110 8.0 30 SPAX-RA 110 100 28,000 1031010751105 4003530181795
120 8.0 30 SPAX-RA 120 100 28,000 1031010751205 4003530181801
130 8.0 30 SPAX-RA 130 100 28,000 1031010751305 4003530181818
150 8.0 30 SPAX-RA 150 100 28,000 1031010751505 4003530181825
180 8.0 30 SPAX-RA 180 100 14,000 1031010751805 4003530181832
210 8.0 30 SPAX-RA 210 100 12,000 1031010752105 4003530181849



The SPAX tip
 
 

SPAX  
 

 
 window pane.

SPECIALS 

SPAX
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3.5 40 6.1 23 2 200 2,000 224,000 35703503301022 4003530168413

Glass strip screw with SPAX  
CUT point for fastening of  
lacquered glass strips to building 
elements from wood materials.

 

 
 SPAX CUT point.

 

 
 Zinc yellow passivated

The features

The glass strip
screw

Flat countersunk head, cross recess, type Z
With milled ribs, SPAX CUT point, slide-coated Zinc yellow passivated    A2L

 SPAX CUT point: the SPAX  
 CUT point  

 Head: optimised Philips head  
 

 

 SPAX typical ground serrations: 

 Corrosion protection:  
 zinc yellow passivation.

SPAX-No. EAN code

Thread Ø
d1

Pallet qty
total partial

thread 
cross 
recess,
type Z

SPAX Master 
carton

Also available in stainless steel with SPAX T-STAR plus, see page 192/193

d



STAINLESS STEEL 

SPAX – UNIVERSAL 
FLAT COUNTERSUNK HEAD 
SPAX T-STAR plus  ............ 156-160

PAN HEAD 
SPAX T-STAR plus  ............ 161

RAISED COUNTERSUNK HEAD 
SPAX T-STAR plus  ............ 162

FLAT COUNTERSUNK HEAD 
SPAX cross recess, type Z  ............ 163-165 
 
SPAX – SPECIALS 
SPAX Flat countersunk head 
Full thread  ............ 166-167

SPAX Washer head 
Full and partial thread  ............ 168-170

SPAX Facade 
The screw for wooden facades  ............ 172-177

SPAX Decking 
The ideal screw for wooden decks  ........... 178-181

SPAX 
for deck clips  ............ 182-183

SPAX  
Accessories  ............ 184-187

SPAX 
The screw for posts  ............ 188-189

SPAX 
Fence fastener set  ............ 190-191

SPAX  
The glass strip screw ...............192-193
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STAINLESS STEEL 
UNIVERSAL

The SPAX tip
SPAX offers you the most  

 comprehensive range of STAINLESS  
 steel products. Just select the type  
 and dimension of the SPAX that  
 will work best for your project.

 
 same: SPAX fulfils all international  
 quality and corrosion resistance  
 regulations on an above-average  
 level.
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In the long term, galvanised protective 
coatings frequently do not sufficiently 
protect steel screws against corrosion in 
outdoor areas.

Rust is not just ugly but also expensive. 
In particular, if the quality of expensive  
products or components deteriorates and 
results in consequential damage. Costly 
reworks and repairs become necessary.

Rust can be avoided.

The SPAX rust-free stainless steel offers 
protection against corrosion.

It is particularly well suited for use 
outdoors, on windows and doors as well as 
in moist rooms.

Wherever you need to make secure bolted 
joints: SPAX rust-free stainless steel.

The advantages

The SPAX universal stainless steel is 
also available with the following  
head shapes and recesses:

 SPAX 4CUT point: no pre-drilling  
 (wood-dependent), reduces splitting. 
 Square end displaces the fibres and  
 reduces the screwing in torque.

 SPAX ground serrations:  
 for quick and secure fastening.

 SPAX MULTI Head: flush  
 countersinking. Mills in wood and  
 stops on metal.

 SPAX T-STAR plus: positive and  
 secure fit of the BIT and better  
 driving, e. g. when working overhead.

Stainless steel
T-STAR plus /  
cross recess, type Z

National and International 
Classification for stainless steel.

 



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

STAINLESS STEEL 
UNIVERSAL

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

3.0 * 12 10 10 200 2,000 470,000 1197000300123 4003530167980
16 14 10 200 2,000 470,000 1197000300163 4003530167997
20 17 10 200 2,000 260,000 1197000300203 4003530168000
25 21 10 200 2,000 260,000 1197000300253 4003530168017
30 26 10 200 2,000 260,000 1197000300303 4003530168024
35 31 10 200 2,000 260,000 1197000300353 4003530168031
40 36 10 200 2,000 224,000 1197000300403 4003530168048

3.5 16 13 15 200 2,000 260,000 1197000350163 4003530156052
20 16 15 200 2,000 260,000 1197000350203 4003530156069
25 21 15 200 2,000 260,000 1197000350253 4003530157042
30 25 15 200 2,000 260,000 1197000350303 4003530168055
35 30 15 200 2,000 224,000 1197000350353 4003530168062
40 35 15 200 2,000 224,000 1197000350403 4003530168079

4.0 20 16 20 200 2,000 260,000 1197000400203 4003530156076
25 21 20 200 2,000 260,000 1197000400253 4003530157059
30 25 20 200 2,000 224,000 1197000400303 4003530168086
35 30 20 200 2,000 224,000 1197000400353 4003530168093
40 35 20 200 2,000 126,000 1197000400403 4003530168109
45 40 20 200 2,000 126,000 1197000400453 4003530168116
50 45 20 200 2,000 126,000 1197000400503 4003530168123
60 50 20 100 1,000 63,000 1197000400603 4003530168130

4.5 25 20 20 200 2,000 224,000 1197000450253 4003530168147
30 25 20 200 2,000 224,000 1197000450303 4003530168154
35 30 20 200 2,000 126,000 1197000450353 4003530168161
40 34 20 200 2,000 126,000 1197000450403 4003530168178
45 39 20 200 2,000 126,000 1197000450453 4003530168185
50 44 20 200 2,000 64,000 1197000450503 4003530168192
60 54 20 100 1,000 63,000 1197000450603 4003530168208
70 59 20 100 1,000 63,000 1197000450703 4003530168215

* alternative design

 



90
°

Ls

LgV

Ø 
d1

158
159

0672-CPD-I 14.12.17
ETA-12/0114

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

5.0 30 25 20 200 2,000 224,000 1197000500303 4003530168222
35 30 20 200 2,000 126,000 1197000500353 4003530168239
40 35 20 200 2,000 126,000 1197000500403 4003530168246
45 39 20 200 2,000 126,000 1197000500453 4003530168253
50 44 20 200 2,000 64,000 1197000500503 4003530168260
60 54 20 100 1,000 63,000 1197000500603 4003530168277
70 61 20 100 1,000 32,000 1197000500703 4003530168284
80 61 20 100 1,000 32,000 1197000500803 4003530168291

6.0 40 34 30 200 2,000 64,000 1197000600403 4003530168321
50 43 30 100 1,000 32,000 1197000600503 4003530168345
60 53 30 100 1,000 32,000 1197000600603 4003530168352
70 61 30 100 1,000 32,000 1197000600703 4003530168369
80 61 30 100 1,000 32,000 1197000600803 4003530168376

 



90
°

Ls

LgT

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

3.5   30 18 15 200 2,000 260,000 0197000350303 4003530091803
  35 23 15 200 2,000 224,000 0197000350353 4003530091810
  40 23 15 200 2,000 224,000 0197000350403 4003530091827

4.0   30 18 20 200 2,000 224,000 0197000400303 4003530091834
  35 23 20 200 2,000 224,000 0197000400353 4003530091841
  40 23 20 200 2,000 126,000 0197000400403 4003530091858
  45 30 20 200 2,000 126,000 0197000400453 4003530091865
  50 32 20 200 2,000 126,000 0197000400503 4003530091872

4.5   40 25 20 200 2,000 126,000 0197000450403 4003530091889
  45 30 20 200 2,000 126,000 0197000450453 4003530091896
  50 32 20 200 2,000 64,000 0197000450503 4003530091902
  60 37 20 100 1,000 63,000 0197000450603 4003530091919
  70 42 20 100 1,000 63,000 0197000450703 4003530097096

5.0   40 27 20 200 2,000 126,000 0197000500403 4003530091926
  45 30 20 200 2,000 126,000 0197000500453 4003530091933
  50 32 20 200 2,000 64,000 0197000500503 4003530091940
  60 37 20 100 1,000 63,000 0197000500603 4003530091957
  70 41 20 100 1,000 32,000 0197000500703 4003530091964
  80 46 20 100 1,000 32,000 0197000500803 4003530091971
  90 61 20 100 1,000 32,000 0197000500903 4003530097751
100 61 20 100 1,000 32,000 0197000501003 4003530097768
120 69 20 100 1,000 32,000 0197000501203 4003530098710

6.0   60 37 30 100 1,000 32,000 0197000600603 4003530091988
  70 41 30 100 1,000 32,000 0197000600703 4003530091995
  80 46 30 100 1,000 32,000 0197000600803 4003530092008
  90 61 30 100 1,000 32,000 0197000600903 4003530092015
100 61 30 100 1,000 32,000 0197000601003 4003530092022
120 68 30 100 1,000 32,000 0197000601203 4003530097775
140 68 30 100 1,000 32,000 0197000601403 4003530097782

160 65 30 100 1,000 32,000 0197000601603 4003530098727

Flat countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

STAINLESS STEEL 
UNIVERSAL

Stainless steel A2/304   1.4567

With 4CUT cutter

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

 



Ls

LgV

Ø 
d1

160
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0672-CPD-I 14.12.17
ETA-12/0114

Pan head, T-STAR plus
With SPAX 4CUT point, slide-coated

You will find this screw also in the “UNIVERSAL SCREWS” section. see page 70

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

3.0 * 20 18 10 200 2,000 260,000 0207000300203 4003530175183
30 28 10 200 2,000 260,000 0207000300303 4003530175190

3.5 20 18 15 200 2,000 260,000 0207000350203 4003530175206
30 27 15 200 2,000 260,000 0207000350303 4003530175213

4.0 20 18 20 200 2,000 260,000 0207000400203 4003530175220
25 23 20 200 2,000 260,000 0207000400253 4003530175237
30 27 20 200 2,000 224,000 0207000400303 4003530175244
35 32 20 200 2,000 126,000 0207000400353 4003530175251
40 37 20 200 2,000 126,000 0207000400403 4003530175268
45 42 20 200 2,000 126,000 0207000400453 4003530175275
50 47 20 200 2,000 126,000 0207000400503 4003530175282

5.0 25 22 20 200 2,000 224,000 0207000500253 4003530175299
30 27 20 200 2,000 224,000 0207000500303 4003530175305
40 37 20 200 2,000 126,000 0207000500403 4003530175312
50 46 20 100 1,000   63,000 0207000500503 4003530175329

* alternative design

 



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

STAINLESS STEEL 
UNIVERSAL

Raised countersunk head, T-STAR plus
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

You will find this screw also in the “UNIVERSAL SCREWS” section. see page 80

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

3.0 * 16 14 10 200 2,000 470,000 0627000300163 4003530167836
20 17 10 200 1,000 630,000 0627000300203 4003530167843
25 21 10 200 2,000 260,000 0627000300253 4003530167850
30 26 10 200 2,000 260,000 0627000300303 4003530167867

3.5 16 13 15 200 2,000 260,000 0627000350163 4003530167874
20 16 15 200 2,000 260,000 0627000350203 4003530167881
25 21 15 200 2,000 260,000 0627000350253 4003530167898
30 25 15 200 2,000 260,000 0627000350303 4003530167904

4.0 30 25 20 200 2,000 224,000 0627000400303 4003530167911
35 30 20 200 2,000 224,000 0627000400353 4003530167928
40 35 20 200 2,000 126,000 0627000400403 4003530167935
45 40 20 200 2,000 126,000 0627000400453 4003530167942

4.5 30 25 20 200 2,000 224,000 0627000450303 4003530167959
40 34 20 200 2,000 126,000 0627000450403 4003530167966
50 44 20 200 2,000 64,000 0627000450503 4003530167973

* alternative design
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90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

* alternative design

Flat countersunk head, cross recess, type Z
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]

3.0 * 12 10 1 200 2,000 470,000 1087000300123 4003530014567
16 14 1 200 2,000 470,000 1087000300163 4003530014574
20 17 1 200 2,000 260,000 1087000300203 4003530014581
25 21 1 200 2,000 260,000 1087000300253 4003530014598
30 26 1 200 2,000 260,000 1087000300303 4003530014604
35 31 1 200 2,000 260,000 1087000300353 4003530014611
40 36 1 200 2,000 224,000 1087000300403 4003530014628

3.5 16 13 2 200 2,000 260,000 1087000350163 4003530014635
20 16 2 200 2,000 260,000 1087000350203 4003530014642
25 21 2 200 2,000 260,000 1087000350253 4003530014659
30 25 2 200 2,000 260,000 1087000350303 4003530014666
35 30 2 200 2,000 224,000 1087000350353 4003530014673
40 35 2 200 2,000 224,000 1087000350403 4003530014680
50 40 2 200 2,000 224,000 1087000350503 4003530170867

4.0 20 16 2 200 2,000 260,000 1087000400203 4003530014697
25 21 2 200 2,000 260,000 1087000400253 4003530014703
30 25 2 200 2,000 224,000 1087000400303 4003530014710
35 30 2 200 2,000 224,000 1087000400353 4003530014727
40 35 2 200 2,000 126,000 1087000400403 4003530014734
45 40 2 200 2,000 126,000 1087000400453 4003530014741
50 45 2 200 2,000 126,000 1087000400503 4003530014758
60 50 2 100 1,000 63,000 1087000400603 4003530040092

4.5 25 20 2 200 2,000 224,000 1087000450253 4003530040108
30 25 2 200 2,000 224,000 1087000450303 4003530014765
35 30 2 200 2,000 126,000 1087000450353 4003530014772
40 34 2 200 2,000 126,000 1087000450403 4003530014789
45 39 2 200 2,000 126,000 1087000450453 4003530014796
50 44 2 200 2,000 64,000 1087000450503 4003530014802
60 54 2 100 1,000 63,000 1087000450603 4003530089169
70 59 2 100 1,000 63,000 1087000450703 4003530097102

 



90
°

Ls

LgV

Ø 
d1

0672-CPD-I 14.12.17
ETA-12/0114

STAINLESS STEEL 
UNIVERSAL

Flat countersunk head, cross recess, type Z
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
full thread
LgV

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]

5.0   30 25 2 200 2,000 224,000 1087000500303 4003530014819
  35 30 2 200 2,000 126,000 1087000500353 4003530014826
  40 35 2 200 2,000 126,000 1087000500403 4003530014833
  45 39 2 200 2,000 126,000 1087000500453 4003530014840
  50 44 2 200 2,000 64,000 1087000500503 4003530014857
  60 54 2 100 1,000 63,000 1087000500603 4003530014864
  70 61 2 100 1,000 32,000 1087000500703 4003530014871
  80 61 2 100 1,000 32,000 1087000500803 4003530014888

6.0   40 34 3 200 2,000 64,000 1087000600403 4003530014901
  50 43 3 100 1,000 32,000 1087000600503 4003530014918
  60 53 3 100 1,000 32,000 1087000600603 4003530014925
  70 61 3 100 1,000 32,000 1087000600703 4003530014932
  80 61 3 100 1,000 32,000 1087000600803 4003530014949

 



90
°

Ls

LgT

Ø 
d1

164
165

0672-CPD-I 14.12.17
ETA-12/0114

Flat countersunk head, cross recess, type Z
With SPAX MULTI Head and SPAX 4CUT point, slide-coated

Stainless steel A2/304   1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length
partial 
thread
LgT

BIT size 
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]

5.0 100 61 2 100 1,000 32,000 1087000501003 4003530109010

6.0   90 61 3 100 1,000 56,000 1087000600903 4003530014956
100 61 3 100 1,000 32,000 1087000601003 4003530014963

 



STAINLESS STEEL 
SPAX - For wood construction
Flat countersunk head full thread

The SPAX tip
SPAX total thread  

 screws provides the solution for  
 the reinforcement of beams that  
 are subject to high tensile and  
 compressive forces.

SPAX CUT point and  
 SPAX T-STAR plus recess make  
 screwing in significantly easier.
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0672-CPD-I 14.12.17
ETA-12/0114

10.0 160 Thread 50 50 500 14,000 1208001001605 4003530182501
200 close 50 50 500 12,000 1208001002005 4003530182303

Ø dk= 220 to 50 50 500 12,000 1208001002205 4003530182310
18.6 mm 240 head 50 50 – 4,800 1208001002405 4003530178689

260 50 50 – 4,800 1208001002605 4003530182327
280 50 50 – 4,800 1208001002805 4003530182334
300 50 50 – 4,800 1208001003005 4003530182341
350 50 50 – 3,600 1208001003505 4003530182228
400 50 50 – 3,600 1208001004005 4003530182235

12.0 400 50 25 – 1,800 1208001204005 4003530182242
450 50 25 – 1,500 1208001204505 4003530182259

Ø dk= 500 50 25 – 1,500 1208001205005 4003530182266
18.6 mm 550 50 20 – 960 1208001205505 4003530182495

Flat countersunk head, T-STAR
With milled ribs and SPAX CUT point, slide-coated

Stainless steel A4/316   1.4578

Dimensions [mm] Packaging units SPAX-No. EAN code

Pallet qtyLength full 
thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Length 
total
Ls

Flat countersunk 
head for wood  
construction

The SPAX for added lateral 
compression stability, elastically 
connected beams and added lateral 
tension stability.

SPAX typical ground serrations: 
 for quick and secure fastening.

Cost-effective alternative to:

 
 – glued on reinforcement panels   
    or 
 – glued in threaded bars

Thread Ø
d1

The features

 Stainless steel A4/316 for permanent  
 corrosion protection particularly 
 well suited for coastal areas.

 Absorption of high tensile and  
 compressive forces by being  
 fully threaded.

 Absorption of particularly high  
 pulling forces compared to partial  
 threaded screws.

 Wide spectrum of applications 
 through screw lengths of up  
 to 600 mm.

 Approved by German building  
 authorities under Z-9.1-519.



STAINLESS STEEL 
SPAX 
Washer head partial thread

The SPAX tip
 

 increasingly force us to use solar  
 installations.  
 SPAX provides an economical,  
 secure and ultimate solution with its  
 range of STAINLESS STEEL products  
 for the assembly of solar  
 installations.
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0672-CPD-I 14.12.17
ETA-12/0114

6.0   60 56    30 100 1,000 32,000 0257000600605 4003530183027
  80 61    30 100 1,000 28,000 0257000600805 4003530183034

Ø dk = 100 61    30 100 1,000 32,000 0257000601005 4003530183041
13.6 mm 120 68    30 100 1,000 28,000 0257000601205 4003530183058

140 68    30 100 1,000 28,000 0257000601405 4003530183065

Washer head, T-STAR plus
With SPAX 4CUT point, slide-coated

T-STAR plus 

Advantages of a washer head 
compared to a countersunk head:

Better tightening of connections also of 
warped boards. 

Washer head guarantees higher beam 
supporting forces and allows savings with 
regard to piece numbers and 
working time.

Easy bolting of steel parts and sheet metal 
to wood without prior counter boring of the 
bore hole.

Improved gripping effect of the head when 
bolting thin sheet metal.

 SPAX 4CUT point: no pre-drilling  
 (wood-dependent), reduces splitting. 
 Square end displaces the fibres and  
 reduces the screwing in torque.

 SPAX ground serrations:  
 for quick and secure fastening.

 SPAX T-STAR plus: positive and  
 secure fit of the BIT T30 and better  
 driving, e. g. when working  
 overhead.

The advantages

Stainless steel A2/304 1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Pallet qtyLength  
thread
Lg

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Thread Ø
d1

Length 
total
Ls

T-STAR plus, full thread T-STAR plus, partial thread

 

 

NEW



0672-CPD-I 14.12.17
ETA-12/0114

STAINLESS STEEL 
SPAX 
Washer head partial thread

8.0   50 46   40 50 500 14,000 0257000800505 4003530182815
  60 56   40 50 500 14,000 0257000800605 4003530182839

Ø dk =
  80 70   40 50 500 14,000 0257000800805 4003530176760

20 mm 100 80   40 50 500 14,000 0257000801005 4003530177880
120 80   40 50 500 14,000 0257000801205 4003530177897
140 80   40 50 500 14,000 0257000801405 4003530177903

160 80   40 50 500 14,000 0257000801605 4003530177910
180 80   40 50 500 14,000 0257000801805 4003530182143
200 80   40 50 500 12,000 0257000802005 4003530182181

Washer head, T-STAR plus
With SPAX 4CUT point, slide-coated

T-STAR plus 

Advantages of a washer head 
compared to a countersunk head:

Better tightening of connections also of 
warped boards. 

Washer head guarantees higher beam 
supporting forces (75%) and allows 
savings with regard to piece numbers and 
working time.

Easy bolting of steel parts and sheet metal 
to wood without prior counter boring of the 
bore hole e. g. solar installations.

Improved gripping effect of the head when 
bolting thin sheet metal.

 SPAX 4CUT point: no pre-drilling  
 (wood-dependent), reduces splitting. 
 Square end displaces the fibres and  
 reduces the screwing in torque.

 SPAX ground serrations:  
 for quick and secure fastening.

 SPAX 4CUT cutter: for screw  
 lengths of 160 mm and over  
 with 4CUT cutter. Significantly  
 reduces the screwing in torque.

 SPAX T-STAR plus: positive and  
 secure fit of the BIT T40 and better  
 driving, e. g. when working  
 overhead.

The advantages

Stainless steel A2/304 1.4567

8 mm washer head also available in zinc yellow passivated see page 108

With 4CUT cutter

Dimensions [mm] Packaging units SPAX-No. EAN code

Pallet qtyLength  
thread
Lg

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Thread Ø
d1

Length 
total
Ls

T-STAR plus, Vollgewinde T-STAR plus, Teilgewinde
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STAINLESS STEEL 
SPECIALS
Facades

The SPAX tip
SPAX for wooden facades provides  

 the best solution for the fastening  
 of wooden facades and phenolic  
 resin panels on square-shaped  
 timber.

pretensioning between the head 
and the thread grip, which is only 
effective in the lower segment of 
the component..
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0672-CPD-I 14.12.17
ETA-12/0114

Application: board and batten cladding

Recess SPAX T-STAR plus T20

 
 to SPAX typical ground serrations.

 
 countersinking.

 
 formed SPAX CUT point. 
 The SPAX CUT point effectively reduces  
 splitting of the wood.

The ideal screw 
for wooden 
facades

Raised countersunk head  
with CUT point 
With milled ribs, SPAX T-STAR plus, slide-coated

Stainless steel A2/304 1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

4.5   35 25 20 200 2,000 224,000 25170004503521 4003530184055
  40 25 20 200 2,000 126,000 25170004504021 4003530184062

Ø dk =   45 30 20 200 2,000 126,000 25170004504521 4003530184079
8.8 mm   50 32 20 200 2,000 64,000 25170004505021 4003530184086

  60 37 20 100 1,000 63,000 25170004506021 4003530184093
  70 42 20 100 1,000 32,000 25170004507021 4003530184109
  80 46 20 100 1,000 32,000 25170004508021 4003530184116

5.0   60 37 20 100 1,000 63,000 25170005006021 4003530184123
  70 42 20 100 1,000 32,000 25170005007021 4003530184130

Ø dk =   80 46 20 100 1,000 32,000 25170005008021 4003530184147
9.7 mm   90 61 20 100 1,000 32,000 25170005009021 4003530184154

100 61 20 100 1,000 32,000 25170005010021 4003530184215

 

 

NEW

visible  

connection

invisible  

connection



STAINLESS STEEL 
SPECIALS
Facades

The SPAX tip
 

 head can be nicely countersunk and  
 ensures a perfect tongue and  
 groove connection.

 
 special SPAX CUT point effectively  
 reduces any splitting of the timber.
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Application example: tongue and 
groove profile

The ideal screw for outdoor 
panels and wooden facades

 
 head can be nicely countersunk and  
 ensures a perfect tongue and  
 groove connection.

 
 to SPAX typical ground serrations.

 
 formed SPAX CUT point. 
 The SPAX CUT point effectively reduces  
 splitting of the wood.

The ideal screw 
for wooden 
facades

Raised countersunk head  
with very small head 
SPAX T-STAR plus, SPAX CUT point, slide-coate

Stainless steel A2/304 1.4567

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

4.0   40 23 15 100 1,000 112,000 0467000400403 4003530184314

Ø dk =  
6 mm

  45 30 15 100 1,000 112,000 0467000400453 4003530184321

4.5   70 42 15 100 1,000 32,000 0467000450703 4003530184338

Ø dk =  
7 mm

5.0 100 61 20 100 1,000 32,000 0467000501003 4003530184345

Ø dk =  
8 mm

 

 

ETA requested

NEW

invisible  

connection



STAINLESS STEEL 
SPECIALS
Facades

The SPAX tip
SPAX is used in areas where 

both visible and invisible attachment 
is required for the fixture of facade 
wood.

 
 and permanent connection of  
 the wood parts.

 
 aesthetic appearance.
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Application example: wedge tongue 
and groove profile

This SPAX is used in areas where both 
visible and invisible attachment is re-
quired for the fixture of facade wood.

The ideal screw 
for wooden 
facades

Raised countersunk head  
with fixing thread 
SPAX MULTI Head with reduced head (Ø 8 mm), SPAX T-STAR plus, SPAX 4CUT point, slide-coated

Stainless steel A2/304 antique 1.4567

Stainless steel A2/304 1.4567

Dimensions [mm]

Dimensions [mm]

Packaging units

Packaging units

SPAX-No.

SPAX-No.

EAN code

EAN code

Thread Ø
d1

Thread Ø
d1

Pallet qty

Pallet qty

Length
total
Ls

Length
total
Ls

Length 
partial
thread 
LgT

Length 
partial
thread 
LgT

BIT size

T

BIT size

T

SPAX
BOX
[pieces]

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Master 
carton
[pieces]

4.5 50 26.5 20 200 2,000 64,000 25470004505022 4003530183881

Ø dk = 
8 mm

60 26.5 20 100 1,000 63,000 25470004506022 4003530183904
70 31.5 20 100 1,000 32,000 25470004507022 4003530184048

4.5 50 26.5 20 200 2,000 64,000 25479004505022 4003530183935

Ø dk = 
8 mm

60 26.5 20 100 1,000 63,000 25479004506022 4003530183959

The features
 SPAX 4CUT point: reduces splitting.  

 Square end displaces the fibres.
 Fixing thread: solid and permanent  

 connection of two wood components.
 Raised countersunk head for  

 aesthetic appearance.
 Recess SPAX T-STAR plus T20.
 Stainless steel A2/304 − also in 

 A2/304 antique.
 No pre-drilling necessary 

 (wood-dependent).

ETA requested

ETA requested

 

NEW

invisible  

connection visible 

connection



STAINLESS STEEL
SPECIALS 
SPAX Decking

The SPAX tip
SPAX Decking offers the most   

 economical solution for the con- 
 struction of outdoor wooden decks.

SPAX   
 Decking compared to clamps are:

 - Constant pressure between wood 
  and timber thanks to the screw  
  design. The boards will not come  
  loose.

 - Quick and easy assembly.

 - Simple disassembly that enable  
  certain boards to be replaced  
  without having to remove the  
  adjacent boards.  
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T-STAR plus T25 drive torque 
 transfer prevents the blade from  
 slipping and ensures an ideal distribution  
 of force.

cylinder head can easily be 
 countersunk in the timber with a 
 reduced splitting of the material, 
 providing for an impeccable visual 
 appearance.

fixing thread permits a safe 
 and permanent connection of the  
 wood parts.

SPAX typical ground serrations: 
 for quick and secure fastening.

SPAX CUT point:  
 Effectively reduces splitting of the wood.

Particularly suitable for coastal areas 
in stainless steel A4.

SPAX Decking countersinks at  
 a stroke.

 
 hardwood types.**

The ideal screw for 
wooden decks

** Pre-drilling is recommend for hardwood. 
 For this purpose, use the SPAX Step drill, p. 186.

Stainless steel A4/316 1.4578 

Stainless steel A4/316, antique 1.4578 

Surface finishes
Stainless steel A2/304 1.4567 

Stainless steel A2/304, antique 1.4567 

 

 

Decking



Ø 
d1

Ls

LgT

7 
m

m

40°

Ø 
d1

Ls

LgT

7 
m

m

40°

STAINLESS STEEL
SPECIALS 
SPAX Decking

Cylindrical head, T-STAR plus
With SPAX CUT point, fixing thread, slide-coated

Cylindrical head, T-STAR plus
With SPAX CUT point, fixing thread, slide-coated

Stainless steel A2/304   1.4567   

5.0 40 22.5 25 200 2,000 64,000 0537000500403 4003530165573
50 22.5 25 200 2,000 64,000 0537000500503 4003530159589
60 27.5 25 100 1,000 63,000 0537000500603 4003530159596
70 32.5 25 100 1,000 32,000 0537000500703 4003530159602
80 37.5 25 100 1,000 32,000 0537000500803 4003530159619

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Stainless steel A4/316   1.4578

5.5 40 22.5 25 200 2,000 64,000 0538000550403 4003530191701
50 22.5 25 200 2,000 64,000 0538000550503 4003530191718
60 27.5 25 100 1,000 63,000 0538000550603 4003530191725
70 32.5 25 100 1,000 32,000 0538000550703 4003530191732
80 37.5 25 100 1,000 32,000 0538000550803 4003530191749

 

 

ETA requested

ETA requested
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Ø 
d1

Ls

LgT

7 
m

m

40°

Ø 
d1

Ls

LgT

7 
m

m

40°

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length 
partial
thread 
LgT

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Cylindrical head, T-STAR plus
With SPAX CUT point, fixing thread, slide-coated

Colour deviations possible

Colour deviations possible

Stainless steel A2/304   1.4567   antique

Stainless steel A4/316   1.4578   antique

Cylindrical head, T-STAR plus
With SPAX CUT point, fixing thread, slide-coated

5.5 50 22.5 25 200 2,000 64,000 0538900550503 4003530182167
60 27.5 25 100 1,000 32,000 0538900550603 4003530182174

5.0 50 22.5 25 200 2,000 64,000 0537900500503 4003530181948
60 27.5 25 100 1,000 63,000 0537900500603 4003530182150

 

 



STAINLESS STEEL 
SPECIALS
Raised countersunk head

The SPAX tip
 

 the screw: 

 -  Reduces splitting and bulging 
  of the material

 
  SPAX CUT point
 - No pre-drilling necessary 
  (wood-dependent)

 - Stainless steel A2/304.
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This SPAX is used for invisible fitting of 
grooved deck floors.

Use with a suitable clip.

SPAX CUT point: The upstream  
 SPAX CUT point prevents the splicing and  
 bulging of the wood.

SPAX typical ground serrations:  
 for quick and secure fastening.

 
 aesthetic appearance.

Recess SPAX T-STAR plus T15.

Stainless steel A2/304.

No pre-drilling necessary 
 (wood-dependent).

The screw for 
deck clips

Raised countersunk head, T-STAR plus 
With small head (Ø 6 mm), SPAX CUT point, slide-coated

Stainless steel  A2/304    1.4567

Dimensions [mm]

Thread Ø 
d1

Length
total
Ls dk

Length
partial 
thread LgT

BIT size
T-STAR
plus

SPAX-No. EAN codePackaging units

SPAX
BOX
[pieces]

Pallet qty

[pieces]

Master  
carton
[pieces]

4.0 45 6.0 34 15 100 1,000 112,000 35704012702003 4003530182211

 



The SPAX tip
 

 accessories for the SPAX Decking  
 makes working easier. Everything  
 you need for outdoor wood laying  
 work – from cover tape to wrench –  
 everything is available as an original  
 SPAX accessory.   

SPAX 
ACCESSORIES
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Accessories

 
 easy alignment of warped coverboards

4 pcs. SPAX Spacers for 4 joint  
 widths each:  4, 5, 6, 7 mm

SPAX Wrench set
SPAX-No. 
EAN code
Sales unit 1 piece in a systainer 

5009409871009 
4003530189371



35
 m

m

SPAX 
ACCESSORIES 

 Protects the wood sub-structure from rising damp

 Dimensions: 100 x 100 x 8 mm

 25 pieces bundled

SPAX-No. 
EAN code
Sales unit 10 x 25 pieces per outer box

SPAX-No.
EAN code
Sales unit 5 pieces in cans, individually packaged 

5000009186609 
4003530191688

5009409873005 
4003530189388

Pads 

Step drill

Cover tape Protects the wood sub-structure from rain

Cellular rubber, strongly self-adhesive

Thickness 1.0 mm

SPAX-No.
EAN code
Sales unit 6 rolls per outer box

5000009186409
4003530191664

Dimensions: 20 m x 80 mm on a roll

 With 2 drilling steps 
of 4.1 and 6.5 mm 
diameter

Ø4.1
mm

Ø6.5
mm
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Spacer Joint gauge for 4 joint widths: 4, 5, 6, 7 mm

Check the deck board manufacturer’s recommended spacing

12 spacers in a handy reusable plastic tub

SPAX-No. 
EAN code
Sales unit 3 x 12 pieces per outer box

5000009186209 
4003530191640

Screw-sleeve

SPAX-No.
EAN code
Sales unit 1 piece in SPAX BOX

5000009186909
4003530189036

Screw-sleeve with variable depth gauges

1/4” BIT frame holder with retaining ring 
(For BIT exchange are tools necessary)

2 T-STAR plus T25 INOX



STAINLESS STEEL 
SPECIALS
Post screw

The SPAX tip
SPAX post screw is the best  

 option for garden fence posts.

 
 head adapts to conventional metal  
 brackets and produces a faultless  
 appearance.

 
 formation of rust stains.

 
 (wood-dependent) thanks to  
 its SPAX CUT point.



188
189

SPAX post screw, suitable for 
many kinds of fence posts.

SPAX CUT point – no pre-drilling 
 necessary (wood-dependent).

SPAX typical ground serrations: 
 for quick and secure fastening.

 
 clean finish.

SPAX  
 T-STAR plus T40 force transfer point.

 
 hexagon head screw no longer  
 necessary.

The post screw - 
self-tapping

Countersunk fillister head, T-STAR plus 
With SPAX CUT point, self-tapping

Stainless steel   I

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length full 
thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

8.0 50 45 40 50 500 31,500 35708000601001 4003530157356



STAINLESS STEEL 
SPECIALS
Fence fastening set

The SPAX tip
 

 fastening brackets with oblong hole  
 for precise clearance adjustment:  
 sufficient for five wooden fence  
 elements.
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 steel with oblong hole for space 
 adjustment.

SPAX CUT point – no pre-drilling 
 necessary (wood-dependent).

 
 40 pieces SPAX 7.0 x 35 mm, 
 20 pieces fastening brackets, 
 1 piece SPAX-BIT T-STAR plus T30.

For fastening fence 
elements from 
wood.

Fence fastening set 
With SPAX mushroom head and stainless steel brackets

Stainless steel   I

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength
total
Ls

Length full 
thread
LgV

BIT size

T

SPAX
BOX
[pieces]

Master 
carton
[pieces]

7.0 35 30 30 40+20 10 360 5000009170013 4003530192838

90°

18 mm 35 mm

7.
5 

m
m

25
 m

m



The SPAX tip
 

 or glued in wooden window frames.  
 The special design of the SPAX  
 glass strip screw enables a perfect  
 fit of the glass strip and  
 window pane.

more easily, with less bulging or 
splitting as with glued or nailed 
glass strips

SPECIALS 
Window construction
SPAX – The glass strip screw
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3.5 40 6.1 23 2 200 2,000 224,000 35703503401002 4003530168420

4.0 45 6.0 34 15 100 1,000 112,000 35704012702003 4003530182211

Glass strip screw with SPAX  
CUT point for fastening of  
lacquered glass strips to building 
elements from wood materials.

Four good reasons for choosing the glass-
strip screw:

 
 of the material.

 
 SPAX CUT point.

 
 (wood-dependent).

 

The features

The glass strip
screw

Flat countersunk head, cross recess, type Z
With milled ribs, SPAX CUT point, slide-coated

Raised countersunk head, T-STAR plus
With small head (Ø 6 mm), SPAX CUT point, slide-coated Stainless steel A2/304 1.4567 

Stainless steel A2/304 1.4567 

 SPAX CUT point: the SPAX  
 CUT point effectively reduces any  
 splitting of the material.

 SPAX typical ground serrations: 
 for quick and secure fastening.

 Corrosion protection:  
 stainless steel A2/304.

 Recess SPAX T-STAR plus T15  
 and cross recess, type Z.

Dimensions [mm] Packaging units SPAX-No. EAN code

Thread Ø
d1

Pallet qtyLength 
total
Ls dk

Length 
partial
thread 
LgT

Bit size
cross 
recess,
type Z

SPAX
BOX
[pieces]

Master 
carton
[pieces]

Dimensions [mm] Verpackungseinheiten SPAX-No. SPAX-No.

Thread Ø 
d1

Pallet qty

[pieces]

Length
total
Ls dk

Length 
partial
thread 
LgT

BIT size
T-STAR
plus

SPAX
BOX
[pieces]

Master  
carton
[pieces]

Also available in zinc yellow passivated, see page 152/153



EXTRAS

SPAX – assembly boxes 
SPAX T-STAR plus / cross recess, type Z  ......  196-197

SPAX – LAGERBOY 
The shelf system  .............198-199

SPAX-BIT in CUT-CASE   .............200-202

SPAX-BITcheck  .............203

BIT PROGRAMME
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0672-CPD-I 14.12.17
ETA-12/0114

EXTRAS
SPAX assembly boxes

SPAX assembly boxes, T-STAR plus
Metal case with convenient carrying handle

Blue zinc plated   A2J

Zinc yellow passivated   A2L

Flat countersunk head, T-STAR plus  
zinc yellow passivated 
12 sizes, 1,700 pcs 
3 BITs T15, T20, T30
SPAX-No.: 4000009160009
EAN code: 4003530157561

Flat countersunk head, T-STAR plus
blue zinc plated 
12 sizes, 1,700 pcs 
3 BITs T15, T20, T30
SPAX-No.: 4000009161009
EAN code: 4003530236013

3.5 x 30 
T 15

3.5 x 35 
T 15

4.0 x 30 
T 20

4.0 x 35 
T 20

4.0 x 40 
T 20

4.0 x 45 
T 20

4.0 x 50 
T 20

4.0 x 60 
T 20

4.5 x 50 
T 20

5.0 x 60 
T 20

5.0 x 80 
T 20

6.0 x 90 
T 30 
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0672-CPD-I 14.12.17
ETA-12/0114

SPAX assembly boxes, cross recess, type Z
Metal case with convenient carrying handle 

Blue zinc plated   A2J

Zinc yellow passivated   A2L

Blue zinc plated   A2J

Flat countersunk head,
cross recess, type Z, blue zinc plated
17 sizes, 3,226 pcs 
3 BITs Z 1, Z 2, Z 3
SPAX-No.: 4000009120009
EAN code: 4003530159732

Flat countersunk head, cross recess, type 
Z, zinc yellow passivated
17 sizes, 3,226 pcs 
3 BITs Z 1, Z 2, Z 3
SPAX-No.: 4000009100009  
EAN code: 4003530040276

Pan head, cross recess, type Z
blue zinc plated
12 sizes, 3,500 pcs 
2 BITs Z 1, Z 2
SPAX-No.: 4000009110009
EAN code: 4003530159749

2.5 x 17
Z 1

3.0 x 17
Z 1

3.0 x 20
Z 1

3.0 x 25
Z 1

3.5 x 25 
Z 2

3.5 x 30
Z 2

6.0x100
Z 3

3.5 x 35 
Z 2

4.0 x 30 
Z 2

4.0 x 35 
Z 2

4.0 x 40 
Z 2

4.5 x 50 
Z 2

5.0 x 50 
Z 2

5.0 x 60 
Z 2

5.0 x 70 
Z 2

6.0 X 60 
Z 3

6.0 x 70
Z 3

3.0 x 17
Z 1

3.0 x 20 
Z 1

3.5 x 20 
Z 2

3.5 x 25
Z 2

3.5 x 30
Z 2

4.0 x 30 
Z 2

4.0 x 35 
Z 2

4.0 x 40 
Z 2

4.5 x 35 
Z 2

4.5 x 40 
Z 2

4.5 x 45 
Z 2

5.0 x 50 
Z 2



EXTRAS 
SPAX LAGERBOY

The SPAX tip
The modular system ensures organi-
sation and tidiness in the workshop.

 
 simple plug assembly system

Figures similar to shipment see table below (purchase does not include assembly)

Shelf unit 4

Shelf unit 3

Shelf unit 2



1 2 3 4

198
199

A Basic unit shelf frame
B Add-on unit shelf frame
C Perforated back wall, green coating
D  Shelf floor, smooth, green coating

E Sliding tray, green coating
F Shelf floor with partitioning beads, zinc plated
G Shelf floor with border plate, green coating,  
 with 8 holders, chrome plated
H Drawer unit with central locking, 
 green coating
I Shelf floor (I1) with 2 space frames (I2), 
 green coating

A Basic unit shelf frame  1 1 1 1 5000005804702 4000005804702
B Add-on unit shelf frame  – 1 2 3 5000005804706 4000005804706
C Perforated back wall, 1-piece, green coating  1 – 1 – 5000005804721 4000005804721
C Perforated back wall, 2-piece, green coating  – 1 1 2 5000005804720 4000005804720
D Shelf floor, 2-piece, smooth, green coating  1 1 1 1 5000005804711 4000005804711
E Tablarauszug, grün beschichtet  – 1 1 1 5000005804740 4000005804740
F Shelf floor, 6-piece, with partitioning beads, zinc plated  1 2 3 3 5000005804719 4000005804719
G Shelf floor with border plate, green coating,  – – 1 1 5000005804712 4000005804712 
 with 8 holders, chrome plated  
H Drawer unit with central locking, green coating  – 1 1 1 5000005804730 4000005804730 
I1 Shelf floor with 2 space frames (I2), green coating  – – – 1 5000005804715 4000005804715

Scope of delivery
Number [piece]

SPAX-No.Shelf units, complete

Shelf unit 1     715 x 2,100 x 380 – 
Shelf unit 2  1,400 x 2,100 x 410 – 
Shelf unit 3  2,085 x 2,100 x 410 – 
Shelf unit 4  2,770 x 2,100 x 410 –

Old 
SPAX-No.

New 
SPAX-No.

The SPAX LAGERBOY modules

Module description

Modules

The SPAX LAGERBOY stands out for a 
number of useful applications.

Easy assembly: 
By plugging the individual modules 
together, the unit can be quickly and very 
easily assembled without any great effort 
and additional tools.

The shelf 
system for proper 
organisation in the 
workshop

Shelf unit 1



BIT PROGRAMME  
SPAX-BIT

The SPAX tip
 

 SPAX T-STAR plus enables an  
 even better transmission of force,  
 a longer tool life, quick insertion and  
 an optimal fit.

 
 enables quick access to the  
 required BIT.

Minimum quantity 10 boxes = 1 CUT-CASE (1 outer box) 



200
201

Secure fit of the BIT 
and better guidance
e.g. when working 
overhead.

Properties: 

 
 screwdrivers, electric and cordless  
 screwdrivers, drilling machines and  
 pneumatic wrenches convince through  
 accuracy of fit, optimal hardness values  
 and torque transmission as well as  
 through a long service life.

 
 premium tools.

T-STAR plus  
 in the CUT-CASE.

 
 10 boxes for hanging display each  
 containing 5 pieces / 50 pieces. 
 per CUT CASE at length: 25mm.

 10 boxes for hanging display each  
 containing 5 pieces / 50 pieces. 
 per CUT CASE at length: 50mm.

SPAX-BITs
T-STAR plus 

25 mm length

 1/4“

 

Blade size T 10 T 15 T 20 T 25 T 30 T 40

For SPAX
thread Ø [mm]

4.0 SPAX Decking
3.0 3.5 4.5 5.0 for A2 6.0 8.0

5.0 5.5 for A4

5 x CUT CASE = 50 BITs
SPAX-No. 5000009182109 5000009182159 5000009182209 5000009182259 5000009182309 4000009183409

EAN code 4003530239632 4003530239649 4003530239656 4003530239663 4003530239670 4003530239687



SPAX-BITs
T-STAR plus 

Length 50 mm

 1/4“

Blade size T 15 T 20 T 25 T 30

For SPAX
thread Ø [mm]

4.0 SPAX Decking
3.5 4.5 5.0 for A2 6.0

5.0 5.5 for A4

5 x CUT CASE = 50 BITs
SPAX-No. 5000009183159 5000009183209 5000009183259 5000009183309

EAN code 4003530192869 4003530192876 4003530192883 4003530192890

BIT PROGRAMME  
SPAX-BIT

SPAX-BIT T-STAR plus
in CUT-CASE 

Minimum quantity 10 boxes = 1 CUT-CASE (1 outer box) 
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1x T 10   1x T 25    

1x T 15   1x T 30  

1x T 20   1x T 40  

In connection with SPAX T-STAR plus

Clean seating of the BIT and better guidance,  
 for example, when working with items overhead.

SPAX-No.
EAN code

5000009181309
4003530239922

SPAX-BITcheck
SPAX T-STAR plus

SPAX-BITcheck T-STAR plus: 
1x Rapidaptor BIT holder 50 mm

easy-out 

easy-in

with permanent magnet and easy-out  mechanism
Functionality of the Rapidaptor



THE LITTLE ABC OF SCREWS

Learn more about screws 
Recess types, head, thread and  
point shapes  ............. 206-207 
SPAXI ............. 208



204
205



LEARN MORE ABOUT SCREWS

THE LITTLE ABC  
OF SCREWS
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207

SPAX T-STAR plus

Types of recess

Head shapes

Flat countersunk 
head

Cilindrical head Washer head

Full thread Partial thread

SPAX 4CUT point SPAX CUT point Self tapping point

Fixing thread

Cross recess, Cross recess, 
type Z

Pan head

With centre drill

Raised countersunk 
head

Countersunk 
fillister head

Flange head

Thread shapes

Point shapes



SPAXI
WWW.SPAXI.DE

THE LITTLE ABC OF SCREWS
SPAXI

The SPAX tip
 

 SPAX is produced? 
 Visit us at www.spaxi.de







International

SPAX International GmbH & Co. KG 
ALTENLOH, BRINCK & CO - GRUPPE

KÖLNER STRASSE 71-77 
D-58256 ENNEPETAL · GERMANY 
TEL +49-(0)2333-799-0 
FAX +49-(0)2333-799-199 
info@spax.com

SPAX TORNILLERIA MADRID, S.A.U. 
GRUPO ALTENLOH, BRINCK & CO

C/PALIER, 52 
POLIGONO CIUDAD DEL AUTOMOVIL 
E-28914 LEGANÉS (MADRID/ESPAÑA) 
TEL +34-(0)91-693 99 11 
FAX +34-(0)91-693 87 78 
madrid@spax.com

SPAX SAFER BARCELONA, S.L. 
GRUPO ALTENLOH, BRINCK & CO

C/INDUSTRIA, 12 
POLIGONO INDUSTRIAL CIDESA 
E-08740 SAN ANDRES DE LA BARCA 
(BARCELONA/ESPAÑA) 
TEL +34-(0)93-653 34 00 
FAX +34-(0)93-653 24 22 
barcelona@spax.com

SPAX UK Ltd. 
ALTENLOH, BRINCK & CO - GROUP

UNIT 9 · CALIBRE INDUSTRIAL ESTATE · LACHES CLOSE 
FOUR ASHES · WOLVERHAMPTON · WEST MIDLANDS 
WV10 7DZ · GREAT BRITAIN 
TEL +44-(0)1902-70 33 55 
FAX +44-(0)1902-70 33 59 
uk@spax.com

SPAX FRANCE S.A.S. 
GROUPE ALTENLOH, BRINCK & CO

7 RUE DE LA MARNE - ZAC DE LA COURTILLIERE  
77400 SAINT THIBAULT DES VIGNES · FRANCE 
TEL +33-(0)1-64 12 67 67 
FAX +33-(0)1-64 30 66 88 
france@spax.com

ALTENLOH, BRINCK & CO. U.S., INC. 
ALTENLOH, BRINCK & CO - GROUP

02105 WILLIAMS COUNTY ROAD 12-C 
BRYAN, OH 43506 · USA 
PHONE +1-419-630-2490 
FAX +1-419-630-2491 
usa@altenloh.com

SPAX POLSKA Sp. z o.o. 
GRUPA ALTENLOH, BRINCK & CO

UL. KRAKOWSKA 1 
32-020 WIELICZKA · POLAND 
TEL +48-(0)122-79 88 00 
FAX +48-(0)122-79 88 99 
polska@spax.com

SPAX International GmbH & Co. KG 
ALTENLOH, BRINCK & CO - GROEP

STATIONSWEG 11 · NL 1741 GW SCHAGEN 
TEL +49-(0)2333-799-0 
FAX +49-(0)2333-799-199 
ben.degroot@spax.com

SPAX I
.
STANBUL 

BAĞLANTI TEKNI
.
ĞI

.
 TI

.
CARET LTD. STI

.
. 

ALTENLOH, BRINCK & CO - GRUBU 

ÇINAR CADDESI
.
 YILDIRIM SOKAK NO. 5 · CEVI

.
ZLI

.
 

KARTAL/ I
.
STANBUL/TURKIYE 

TEL +90-(0)216-371-38 36, 371-38 37 
TEL +90-(0)216-442-13 16, 442-13 17  
FAX +90-(0)216-371-50 63 
info@spax.com.tr

SPAX ASIA LIMITED 
ALTENLOH, BRINCK & CO - GROUP

FLAT C, 40/F. · SUNG FUNG COURT 
HARBOUR HEIGHTS · 3 FOOK YUM ROAD 
NORTH POINT · HONG KONG 
TEL +852-2234-5307 
FAX +852-2234-5594 
helmut.bolinski@spax.com

CARLO STECHEL & FIGLI s.r.l.

VIA BRUNO BUOZZI 22 
20097 SAN DONATO MILANESE (MI) · ITALIA 
TEL +39-02-5 27 77.1 
FAX +39-02-55 60 03 22 
abc@spax.com



SPAX International GmbH & Co. KG

ALTENLOH, BRINCK & CO - GRUPPE
KÖLNER STRASSE 71-77 · D-58256 ENNEPETAL · GERMANY 

TEL + 49-(0) 23 33-799-0 · FAX + 49-(0) 23 33-799-199 
info@spax.com · www.spax.com

Just visit us online at www.spax.com 
and take advantage of the new  
user-friendly and topical design of  
our homepage.

Use our novel Screw Finder to find  
the appropriate screw for you in our  
complete assortment (both in the  
professional and in the  
do-it-yourself area).

The Store Locator search  
function will help you to get the  
SPAX you want as quickly as possible 
and without any detours.

Additional information and valuable  
tips around the subject “screws” can  
be found in the technical lexicon.
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goes green!
We print on paper from responsible sources in a climate-
neutral manner for you and our environment.

Print | ID: 53115-1302-1003




